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Storage and delivery of materials - During site enablement and installation of tree protection fencing within the site, all
delivery vehicles will unload in the designated area and materials carefully stored outside the tree protection barriers.

Unscheduled works - The Site Manager will notify the appointed Project Arboriculturist of any unscheduled works within
the RPA or construction exclusion zone. The extent of works will be discussed and a method statement and provision for
tree protection implemented. All unscheduled works must be agreed by the appointed Project Arboriculturist and if
appropriate the Local Authority Representative consulted prior to commencement of the works.

Breaches of tree protection & unforeseen events - All damage to protective barriers or accidental damage to trees must
be reported to the Site Manager immediately. Works occurring within the vicinity will cease immediately until adequate tree
protection measures are rectified. A record of the damage will be made by the Site Manager and, if appropriate in
consultation with the appointed Project Arboriculturist, remediation measures carried out. In the event of spillage the area is
to be secured with sandbags on the line of the tree protection area and measures taken to drain/soak any spillage away
from the protected area.

NOTES
This drawing is the property of tree:fabrik ltd. It must not be copied or reproduced without written consent. The original of this
drawing was produced in colour - a monochrome copy should not be relied upon. Only figured dimensions are to be taken
from this drawing.

This illustrative plan is intended to inform the location of protective barriers, other relevant physical protection and highlight
precautionary areas for retained trees prior to site enablement and demolition. This plan should be incorporated into the
overarching Method statement for the works, subsequent drawings and contractors method statements and issued for use on
site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. The
Contractor will be required to prepare detailed Risk Assessments and Method Statements which take into account relevant
health and safety requirements, including those associated with the Construction Design and Management (CDM)
Regulations, specific phasing and other Client requirements to ensure the works are undertaken in a safe, economic,
sustainable, legal and appropriate manner. This document may therefore require review and therefore presents only the
conceptual understanding of how the works will be undertaken and is not a substitute for the detailed Risk Assessment and
Method Statements required to be prepared by the Contractor as part of the future works.

General

Site Boundary
Indicative site boundary

Tree Constraints

Site Set-Up

Site Traffic
Route of access

Arboricultural Method Statement
The primary purpose of this plan is to aid the preservation of retained trees through setting out the appropriate working
practices, demolition techniques and tree protection measures that are to be adopted when demolition works are undertaken
in the proximity of trees. The methodology of this Tree Protection Strategy follows a logical sequence of events. Variations to
the sequence could significantly reduce the efficiency of the tree protection measures.

This plan should be incorporated into subsequent drawings and method statements used for design purposes or issued for
use on site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. A
summary of tree protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the demolition and site enablement works. Contractor - It is the responsibility of
the Contractor to ensure that the Tree Protection Plan is implemented on site, maintained during the process and understood
by all site personnel and contractors prior to commencement of works.

Pre-commencement meeting - A pre-commencement meeting shall be held on site prior to commencement of enabling or
excavation works . This shall be attended by the Client's Representative, Excavation Contractor, Installation Contractor and
Project Arboriculturist. The Local Authority Tree Officer will be notified and invited to attend. The methods of tree protection
outlined within this statement and revisions  shall be fully discussed at the meeting, so that all aspects of their implementation
and sequencing are made clear to all parties. Any clarifications or modifications to this statement shall be recorded and
circulated to all parties in writing.

In brief, the work stages for the site enablement and demolition phase will be as follows;

Stage 1 Pre-commencement meeting and identify facilitative pruning works.
Stage 2 Execute agreed facilitative pruning works.
Stage 3 Installation of tree protection.
Stage 4 Demolition of identified structures outside of precautionary areas.

       Stage 5 Demolition of identified structures inside of precautionary areas.
Stage 6 On completion, Site Manager to review tree protection.

Tree Roots - The majority of tree roots are typically concentrated within the top 600mm of soil. Repeat tracking by vehicles,
excavation or cement (including washings and crush) over soft ground near trees is likely to cause root damage. This may
have an adverse impact on the trees health and stability. Any tree roots exposed during operations should be treated at
once. Exposed roots smaller than 25mm diameter may be pruned back, preferably to a side branch, using proprietary cutting
tools. In the event that roots are required to be pruned, sharp cutting tools are to be used to ensure the minimum damage is
caused. Clean cuts can result in the redevelopment of fine roots. Poor untidy cuts can, however, result in root die back and
decay. No roots greater than diameters of 25mm are to be pruned without prior agreement with the Project Arboriculturist.
Exposed roots will be wrapped in dry, clean Hessian sacking to prevent desiccation and to protect from rapid temperature
changes Following completion of works within the immediate vicinity all exposed roots will be covered with good quality
topsoil before backfilling. In the event that large quantities of structural roots are found, a re-evaluation of the proposed
works and impact is to be made by the Project Arboriculturist and a record made.

Responsibilities of key personnel & site induction - Equally as important as the physical measures of tree protection are
the links of communication. Pre-commencement discussions will be carried out between the Project Arboriculturist and
members of the Technical Team to ensure that tree issues are considered within the complexities of detailed construction
and site management.
A summary of Tree Protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the excavation process.

Site Manager - It is the responsibility of the Site Manager to ensure that details of this Arboricultural Method Statement is
implemented on site, maintained during the complete process and understood by all site personnel and contractors prior to
commencement of works. The Site Manager will notify the appointed Project Arboriculturist of any programmed or
unscheduled works within the RPA or Construction Exclusion Zone.  It is the responsibility of the Site Manager to inform the
appointed Project Arboriculturist at least 72hrs before commencement of each operation within the arboricultural scope of
works outlined within Arboricultural Monitoring & Recording (below) and of any unscheduled works or variations to enable
action by the Project Arboriculturist.

Site Personnel - Information on the required protection measures will be provided at the site induction to personnel. All
damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified.

Project Arboriculturist - It is the responsibility of the Project Arboriculturist to liaise with the Client and Council representative
to ensure  appropriate tree protection and precautionary measures are designed and implemented prior to
commencement of works. Once the site is active, the appointed Project Arboriculturist will monitor compliance with the
arboricultural conditions through regular site visits and provide supervision and technical support on tree issues arising
during the development as agreed with the client.

Tree Protection Barriers - A scheme for the protection of trees shall be implemented to avoid damage or loss of retained
trees. All barriers are to be erected prior to commencement of any works on site, including site enablement and excavation,
or the delivery of machinery, materials, plant or equipment to the site or any adjacent land thereto. Where sequential
installation is required, barriers will be erected prior to commencement of operations as specified. Where appropriate the
protection barriers may be aligned with the site hoarding. Barriers are to be retained throughout the appropriate phase of
development process and are to be fit for purpose. The area between the tree and the protection barriers forms the
Construction Exclusion Zone. The construction exclusion zone is to remain sacrosanct with storage of materials, machinery
or equipment prohibited. No excavation or changes in land levels are to occur within this area unless agreed in writing by the
Local Planning Authority. All Weather tree protection notices are to be fixed to the outside of all tree protection barriers. See
Example - Tree Protection Signage.
Any damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified. All personnel using
the site including site managers, agents, supervisors, operatives and other relevant personnel are to be informed of the role
of the tree protective fences and its importance.

Arboricultural Monitoring & Recording
All works within the Root Protection Area (RPA) and close to the crown extents of retained trees will be carried out under an
Arboricultural Watching Brief by the Project Arboriculturist.

It is the responsibility of the Client to appoint a Project Arboriculturist and agree the level of monitoring and recording prior to
commencement. The frequency of site visits will be determined by the scope of works and complexities of development prior
to commencement of key work stages. As a minimum, a site visit will be made at the key work stages identified and within 1
month of commencement. Following each site visit, the appointed Project Arboriculturist will circulate a report to the Site
Manager and LPA Tree Officer within 5 working days. The reports shall be retained to form an auditable log for inspection by
the LPA at such time as is requested. The key work stages and associated scope of works for Arboricultural Monitoring
forms Table 1 below.

It is the responsibility of the demolition contractor to inform the Client's Representative of works within the RPA atleast 72hrs
prior to commencement.

Work Stage Scope Site Inspection Site Monitoring

Pre-commencement meeting Prior to site enablement or excavation - discuss tree
protection outlined within this statement and revisions for

the particular phase with main contractor so that all
aspects of their implementation and sequencing are

made clear to all parties. Any clarifications or
modifications to this statement shall be recorded and

circulated to all parties in writing.

Site meeting
date TBC

-

Tree Protection Barriers Prior to site enablement  - inspect tree protection
identifying any outstanding works or action required. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

YES          Visit
TBC bi-monthly

visits

-

Demolition Phase During demolition phase - attend during relevant
demolition operations to agree working methods, monitor

tree protection measures, and advise on any required
adjustments to avoid arboricultural harm  Report

breaches to Site Manager for action.

YES          Visit
TBC

-

Tree Protection Barriers Following completion of demolition operations - inspect
tree protection identifying any outstanding works. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

No -

TABLE 1 - ARBORICULTURAL MONITORING AND RECORDING

Tree Protection Barriers Type 2 (temporary). Barriers to be installed prior to any works commencing and dismantled only
immediately prior to reisstatement of excavate soil and re-laid hard surfacing. Barriers should consist of weldmesh panels on
rubber or concrete feet and secured with two anti-tamper couplers installed so that they can only be removed from inside the
fence. The panels should be supported on the inner side by with ground pins unless similar fencing is agreed with the Local
Planning Authority.

Temporary Ground Protection will be required withn the RPA of retained trees-
1. Ground protection will be required within the RPAs of trees; T402, T403, T404, T405, T409 and T410.
2. BS. 5837:2012 states that where construction working space or temporary construction access is justified within the RPA,

this should be facilitated by;
· The retention of areas of suitable existing hard surfacing that is not proposed for re-use as part of the finished

design, to act as temporary ground protection during construction (Subject to evaluation by the project arboriculturist
and an engineer as appropriate).

· The use of new temporary ground protection, where the set-back of the tree protection barrier would expose unmade
ground to construction damage, as part of the implementation of physical tree protection measures prior to work
starting on site.

3. New temporary ground protection should be capable of supporting any traffic entering or using the site without being
distorted or causing compaction of underlying soil. ‘In all cases, the objective should be to avoid compaction of the soil,
which can arise from the single passage of a heavy vehicle, especially in wet conditions, so that tree root functions remain
unimpaired.’

Suitable forms of ground protection include:
1. Pedestrian movement only.

a. A single thickness of scaffold boards placed either on top of a driven scaffold frame, so as to form a suspended 
walkway, or on top of a compression-resistant layer (e.g. 100mm depth of woodchip), laid onto a geotextile
membrane;

2. Pedestrian-operated plant up to a gross weight of 2t.
a. Proprietary, inter-linked ground protection boards placed on top of a compression-resistant layer (e.g. 150mm

depth of woodchip), laid onto a geotextile membrane.
3. Wheeled or Tracked Construction Traffic exceeding 2T.

a. An alternative system (e.g. proprietary systems or pre-cast reinforced concrete slabs) to an engineering
specification designed in conjunction with arboricultural advice, to accommodate the likely loading to which it will be
subjected.

In the case of this operation it is expected that areas indicated to require ground protection will require sufficient levels of ground
protection to accommodate larger plant machinery such as Excavators, Piling rigs etc.
In all cases, the objective of the ground protection is to avoid compaction of the soil beneath, so that tree root functions remain
unimpaired.

Trees of moderate quality and
value

Trees in such a condition that they cannot
realistically be retained as living trees in the context
of the current land use for longer than 10 years

C Category tree
Trees of low quality and value

B Category tree

A Category tree

U Category tree

Trees of high quality and value

Illustrated as a radius centered on
the trunk

Preliminary root protection areaCrown spread

Direction of Demolition

Arboricultural supervision during demolition of structures within precautionary areas. Any work within RPAs requires a
high level of care. Qualified arboricultural supervision will be present to minimise the risk of misunderstanding and
misinterpretation. Site personnel will be properly briefed before any work starts. Ongoing work will be inspected regularly and,
on completion, the work will be signed off by the arboriculturist to confirm compliance by the contractor. In the context of this
method statement, an appropriate supervising officer is to be an arboriculturist.

The demolition of structures within the RPAs of retained trees T402, T403, T404, T405, T409 and T410 has the potential to
cause damage to the structure of the soils and to the tree roots. Demolition should be 'top down and pull back' using existing
hard surfaces to operate plant machinery for the demolition. Operational arcs of the excavator (if used) should not be allowed to
damage the retained tree stems or encroaching branches. In addition the excavator bucket should only be used in a horizontal
motion, to avoid damage to the surrounding soil and hidden roots from the teeth of the excavator bucket. No demolition material
or rubble is to be piled or stored within the RPA of retained trees.

Tree Removal
Vegetation identified for
removal

Individual tree identified for removal
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The removal of the existing hard surfacing within the RPA of trees throughout the site also has the potential to cause damage to the
structure of soils and to tree roots. All hard surfacing requiring removal within the RPA of retained trees will be broken up with a hand
held pneumatic drill or a hydraulic breaker mounted on a mini digger located outside the RPA, unless operating on suitable ground
protection, or on the existing surface if it is suitably load bearing, such as the existing parking area. Debris should then be removed by
hand or the mini digger may be used to pull the debris away from the trees rolling back onto the surfacing yet to be removed. No soil or
hard core may be removed from beneath the surfacing and topsoil or sharp sand must immediately be used to cover the soil surface to
prevent tree roots from drying out.  The anticipated soft landscaping can then be applied on top of the sub base.
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Storage and delivery of materials - During site enablement and installation of tree protection fencing within the site, all
delivery vehicles will unload in the designated area and materials carefully stored outside the tree protection barriers.

Unscheduled works - The Site Manager will notify the appointed Project Arboriculturist of any unscheduled works within
the RPA or construction exclusion zone. The extent of works will be discussed and a method statement and provision for
tree protection implemented. All unscheduled works must be agreed by the appointed Project Arboriculturist and if
appropriate the Local Authority Representative consulted prior to commencement of the works.

Breaches of tree protection & unforeseen events - All damage to protective barriers or accidental damage to trees must
be reported to the Site Manager immediately. Works occurring within the vicinity will cease immediately until adequate tree
protection measures are rectified. A record of the damage will be made by the Site Manager and, if appropriate in
consultation with the appointed Project Arboriculturist, remediation measures carried out. In the event of spillage the area is
to be secured with sandbags on the line of the tree protection area and measures taken to drain/soak any spillage away
from the protected area.

NOTES
This drawing is the property of tree:fabrik ltd. It must not be copied or reproduced without written consent. The original of this
drawing was produced in colour - a monochrome copy should not be relied upon. Only figured dimensions are to be taken
from this drawing.

This illustrative plan is intended to inform the location of protective barriers, other relevant physical protection and highlight
precautionary areas for retained trees prior to site enablement and demolition. This plan should be incorporated into the
overarching Method statement for the works, subsequent drawings and contractors method statements and issued for use on
site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. The
Contractor will be required to prepare detailed Risk Assessments and Method Statements which take into account relevant
health and safety requirements, including those associated with the Construction Design and Management (CDM)
Regulations, specific phasing and other Client requirements to ensure the works are undertaken in a safe, economic,
sustainable, legal and appropriate manner. This document may therefore require review and therefore presents only the
conceptual understanding of how the works will be undertaken and is not a substitute for the detailed Risk Assessment and
Method Statements required to be prepared by the Contractor as part of the future works.

General

Site Boundary
Indicative site boundary

Tree Constraints

Site Set-Up

Site Traffic
Route of access

Arboricultural Method Statement
The primary purpose of this plan is to aid the preservation of retained trees through setting out the appropriate working
practices, demolition techniques and tree protection measures that are to be adopted when demolition works are undertaken
in the proximity of trees. The methodology of this Tree Protection Strategy follows a logical sequence of events. Variations to
the sequence could significantly reduce the efficiency of the tree protection measures.

This plan should be incorporated into subsequent drawings and method statements used for design purposes or issued for
use on site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. A
summary of tree protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the demolition and site enablement works. Contractor - It is the responsibility of
the Contractor to ensure that the Tree Protection Plan is implemented on site, maintained during the process and understood
by all site personnel and contractors prior to commencement of works.

Pre-commencement meeting - A pre-commencement meeting shall be held on site prior to commencement of enabling or
excavation works . This shall be attended by the Client's Representative, Excavation Contractor, Installation Contractor and
Project Arboriculturist. The Local Authority Tree Officer will be notified and invited to attend. The methods of tree protection
outlined within this statement and revisions  shall be fully discussed at the meeting, so that all aspects of their implementation
and sequencing are made clear to all parties. Any clarifications or modifications to this statement shall be recorded and
circulated to all parties in writing.

In brief, the work stages for the site enablement and demolition phase will be as follows;

Stage 1 Pre-commencement meeting and identify facilitative pruning works.
Stage 2 Execute agreed facilitative pruning works.
Stage 3 Installation of tree protection.
Stage 4 Demolition of identified structures outside of precautionary areas.

       Stage 5 Demolition of identified structures inside of precautionary areas.
Stage 6 On completion, Site Manager to review tree protection.

Tree Roots - The majority of tree roots are typically concentrated within the top 600mm of soil. Repeat tracking by vehicles,
excavation or cement (including washings and crush) over soft ground near trees is likely to cause root damage. This may
have an adverse impact on the trees health and stability. Any tree roots exposed during operations should be treated at
once. Exposed roots smaller than 25mm diameter may be pruned back, preferably to a side branch, using proprietary cutting
tools. In the event that roots are required to be pruned, sharp cutting tools are to be used to ensure the minimum damage is
caused. Clean cuts can result in the redevelopment of fine roots. Poor untidy cuts can, however, result in root die back and
decay. No roots greater than diameters of 25mm are to be pruned without prior agreement with the Project Arboriculturist.
Exposed roots will be wrapped in dry, clean Hessian sacking to prevent desiccation and to protect from rapid temperature
changes Following completion of works within the immediate vicinity all exposed roots will be covered with good quality
topsoil before backfilling. In the event that large quantities of structural roots are found, a re-evaluation of the proposed
works and impact is to be made by the Project Arboriculturist and a record made.

Responsibilities of key personnel & site induction - Equally as important as the physical measures of tree protection are
the links of communication. Pre-commencement discussions will be carried out between the Project Arboriculturist and
members of the Technical Team to ensure that tree issues are considered within the complexities of detailed construction
and site management.
A summary of Tree Protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the excavation process.

Site Manager - It is the responsibility of the Site Manager to ensure that details of this Arboricultural Method Statement is
implemented on site, maintained during the complete process and understood by all site personnel and contractors prior to
commencement of works. The Site Manager will notify the appointed Project Arboriculturist of any programmed or
unscheduled works within the RPA or Construction Exclusion Zone.  It is the responsibility of the Site Manager to inform the
appointed Project Arboriculturist at least 72hrs before commencement of each operation within the arboricultural scope of
works outlined within Arboricultural Monitoring & Recording (below) and of any unscheduled works or variations to enable
action by the Project Arboriculturist.

Site Personnel - Information on the required protection measures will be provided at the site induction to personnel. All
damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified.

Project Arboriculturist - It is the responsibility of the Project Arboriculturist to liaise with the Client and Council representative
to ensure  appropriate tree protection and precautionary measures are designed and implemented prior to
commencement of works. Once the site is active, the appointed Project Arboriculturist will monitor compliance with the
arboricultural conditions through regular site visits and provide supervision and technical support on tree issues arising
during the development as agreed with the client.

Tree Protection Barriers - A scheme for the protection of trees shall be implemented to avoid damage or loss of retained
trees. All barriers are to be erected prior to commencement of any works on site, including site enablement and excavation,
or the delivery of machinery, materials, plant or equipment to the site or any adjacent land thereto. Where sequential
installation is required, barriers will be erected prior to commencement of operations as specified. Where appropriate the
protection barriers may be aligned with the site hoarding. Barriers are to be retained throughout the appropriate phase of
development process and are to be fit for purpose. The area between the tree and the protection barriers forms the
Construction Exclusion Zone. The construction exclusion zone is to remain sacrosanct with storage of materials, machinery
or equipment prohibited. No excavation or changes in land levels are to occur within this area unless agreed in writing by the
Local Planning Authority. All Weather tree protection notices are to be fixed to the outside of all tree protection barriers. See
Example - Tree Protection Signage.
Any damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified. All personnel using
the site including site managers, agents, supervisors, operatives and other relevant personnel are to be informed of the role
of the tree protective fences and its importance.

Arboricultural Monitoring & Recording
All works within the Root Protection Area (RPA) and close to the crown extents of retained trees will be carried out under an
Arboricultural Watching Brief by the Project Arboriculturist.

It is the responsibility of the Client to appoint a Project Arboriculturist and agree the level of monitoring and recording prior to
commencement. The frequency of site visits will be determined by the scope of works and complexities of development prior
to commencement of key work stages. As a minimum, a site visit will be made at the key work stages identified and within 1
month of commencement. Following each site visit, the appointed Project Arboriculturist will circulate a report to the Site
Manager and LPA Tree Officer within 5 working days. The reports shall be retained to form an auditable log for inspection by
the LPA at such time as is requested. The key work stages and associated scope of works for Arboricultural Monitoring
forms Table 1 below.

It is the responsibility of the demolition contractor to inform the Client's Representative of works within the RPA atleast 72hrs
prior to commencement.

Work Stage Scope Site Inspection Site Monitoring

Pre-commencement meeting Prior to site enablement or excavation - discuss tree
protection outlined within this statement and revisions for

the particular phase with main contractor so that all
aspects of their implementation and sequencing are

made clear to all parties. Any clarifications or
modifications to this statement shall be recorded and

circulated to all parties in writing.

Site meeting
date TBC

-

Tree Protection Barriers Prior to site enablement  - inspect tree protection
identifying any outstanding works or action required. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

YES          Visit
TBC bi-monthly

visits

-

Demolition Phase During demolition phase - attend during relevant
demolition operations to agree working methods, monitor

tree protection measures, and advise on any required
adjustments to avoid arboricultural harm  Report

breaches to Site Manager for action.

YES          Visit
TBC

-

Tree Protection Barriers Following completion of demolition operations - inspect
tree protection identifying any outstanding works. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

No -

TABLE 1 - ARBORICULTURAL MONITORING AND RECORDING

Tree Protection Barriers Type 2 (temporary). Barriers to be installed prior to any works commencing and dismantled only
immediately prior to reisstatement of excavate soil and re-laid hard surfacing. Barriers should consist of weldmesh panels on
rubber or concrete feet and secured with two anti-tamper couplers installed so that they can only be removed from inside the
fence. The panels should be supported on the inner side by with ground pins unless similar fencing is agreed with the Local
Planning Authority.

Temporary Ground Protection will be required withn the RPA of retained trees-
1. Ground protection will be required within the RPAs of trees; T402, T403, T404, T405, T409 and T410.
2. BS. 5837:2012 states that where construction working space or temporary construction access is justified within the RPA,

this should be facilitated by;
· The retention of areas of suitable existing hard surfacing that is not proposed for re-use as part of the finished

design, to act as temporary ground protection during construction (Subject to evaluation by the project arboriculturist
and an engineer as appropriate).

· The use of new temporary ground protection, where the set-back of the tree protection barrier would expose unmade
ground to construction damage, as part of the implementation of physical tree protection measures prior to work
starting on site.

3. New temporary ground protection should be capable of supporting any traffic entering or using the site without being
distorted or causing compaction of underlying soil. ‘In all cases, the objective should be to avoid compaction of the soil,
which can arise from the single passage of a heavy vehicle, especially in wet conditions, so that tree root functions remain
unimpaired.’

Suitable forms of ground protection include:
1. Pedestrian movement only.

a. A single thickness of scaffold boards placed either on top of a driven scaffold frame, so as to form a suspended 
walkway, or on top of a compression-resistant layer (e.g. 100mm depth of woodchip), laid onto a geotextile
membrane;

2. Pedestrian-operated plant up to a gross weight of 2t.
a. Proprietary, inter-linked ground protection boards placed on top of a compression-resistant layer (e.g. 150mm

depth of woodchip), laid onto a geotextile membrane.
3. Wheeled or Tracked Construction Traffic exceeding 2T.

a. An alternative system (e.g. proprietary systems or pre-cast reinforced concrete slabs) to an engineering
specification designed in conjunction with arboricultural advice, to accommodate the likely loading to which it will be
subjected.

In the case of this operation it is expected that areas indicated to require ground protection will require sufficient levels of ground
protection to accommodate larger plant machinery such as Excavators, Piling rigs etc.
In all cases, the objective of the ground protection is to avoid compaction of the soil beneath, so that tree root functions remain
unimpaired.

Trees of moderate quality and
value

Trees in such a condition that they cannot
realistically be retained as living trees in the context
of the current land use for longer than 10 years

C Category tree
Trees of low quality and value

B Category tree

A Category tree

U Category tree

Trees of high quality and value

Illustrated as a radius centered on
the trunk

Preliminary root protection areaCrown spread

Direction of Demolition

Arboricultural supervision during demolition of structures within precautionary areas. Any work within RPAs requires a
high level of care. Qualified arboricultural supervision will be present to minimise the risk of misunderstanding and
misinterpretation. Site personnel will be properly briefed before any work starts. Ongoing work will be inspected regularly and,
on completion, the work will be signed off by the arboriculturist to confirm compliance by the contractor. In the context of this
method statement, an appropriate supervising officer is to be an arboriculturist.

The demolition of structures within the RPAs of retained trees T402, T403, T404, T405, T409 and T410 has the potential to
cause damage to the structure of the soils and to the tree roots. Demolition should be 'top down and pull back' using existing
hard surfaces to operate plant machinery for the demolition. Operational arcs of the excavator (if used) should not be allowed to
damage the retained tree stems or encroaching branches. In addition the excavator bucket should only be used in a horizontal
motion, to avoid damage to the surrounding soil and hidden roots from the teeth of the excavator bucket. No demolition material
or rubble is to be piled or stored within the RPA of retained trees.

Tree Removal
Vegetation identified for
removal

Individual tree identified for removal
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The removal of the existing hard surfacing within the RPA of trees throughout the site also has the potential to cause damage to the
structure of soils and to tree roots. All hard surfacing requiring removal within the RPA of retained trees will be broken up with a hand
held pneumatic drill or a hydraulic breaker mounted on a mini digger located outside the RPA, unless operating on suitable ground
protection, or on the existing surface if it is suitably load bearing, such as the existing parking area. Debris should then be removed by
hand or the mini digger may be used to pull the debris away from the trees rolling back onto the surfacing yet to be removed. No soil or
hard core may be removed from beneath the surfacing and topsoil or sharp sand must immediately be used to cover the soil surface to
prevent tree roots from drying out.  The anticipated soft landscaping can then be applied on top of the sub base.

Structures to be demolished

G014 Mixed species

G018 Blackthorn

G048 Mixed species

G050 Mixed species

G054 Cypress

G056 Cypress

G058 Cypress

G060 Mixed species

G062 Laurel

G063 Mixed species

H008 Bramble

W005 Ash

G052 Elm

G061 Ash

RPA

RPA

T364 Ash

RPA

R
PA RPA

T365 AshRPA

RPA

T366 Ash

RPA

RPA

R
PA

RPA

RPA

RP
A

T367 Pedunculate oak

RPA

RPA

T368 Ash

RPA

R
PA RPA

T369 Ash

Pedunculate oak

RPA

RPA

T398 Ash

RPA

RPA

T399 Field maple

RPA

RPA

T400 Sycamore

RPA

RPA

T401Sycamore

RPA

RPA

T402 Ash

RPA

RPA

T403 Ash

T404 Cypress

RPA

RPA

T405 Apple

RPA

RPA

RPA

RPA

T406 Pedunculate oak

T407 Pedunculate oak

RPA

RPA

T408 Hawthorn

RPA

RPA

T409 Ash

RPA

RPA

T410 Copper beech

RPA

RPA

T411 Ash

RPA

RPA

T412 Horse chestnut

RPA

RPA

T413 Ash

T414 Goat willow

RPA

RPA

T415 SycamoreT416 Holly

RPA

R
PA RPA

T417 Yew

RPA

R
PA RPA

T418 Holly

RPA

R
PA RPA

T419 Ash

RPA

RPA

T420 Dead/standingRPA

RPA

T421Horse chestnutRPA

R
PA RPA

T422 Ash

RPA

RPA

T423 Ash

RPA

RPA

T424 Ash

RPA

RPA

T425 Dead/standing

RPA

RPA

T426 Sycamore

RPA

R
PA RPA

T427 Ash

RPA

R
PA RPA

T428 Ash

RPA

RPA

RPA

RPA

T429 Pedunculate oak

RPA

RPA

RPA

RPA

T430 Pedunculate oak

RPA

RPA

RPA

RPA

T431Pedunculate oak

RPARPA

R
PA

RPA

RP
A

T432 Pedunculate oak

RPA

RPA

T433 Pedunculate oak

RPA

RPA

T434 Sycamore

RPA

RPA

T435 Ash

P01 RD RD

Location Plan

Project

Drawing Title

Drawn By Checked By Date of First Issue

Drawing Number Revision

Purpose of Issue Drawn Scale

Date Reason DrawnRevision Checked

Client

Disclaimer:
1. This drawing is copyright of fabrik ltd. It must not be copied or reproduced without written consent from the owner.
2. Do not scale from this drawing. Only figured dimensions are to be taken from this drawing.
3. All contractors must visit site and be responsible for taking and checking all dimensions related to the works

shown on the drawing prior to fabrication or setting out.
4. This drawing uses coloured lines. Please do not rely on a monochrome copy.

19-Jun-26File Reference Plot DateTF1282-FAB-00-XX-DR-G-8401.dwgA0

Sheet 3

Hatch Farm

P01

Hatch Farm, Wokingham

Arboricultural Method Statement and Tree Protection Plan - Sheet 3 of 5

rd rd may | 20261:100 @ A0

External References:
· TF1282-FAB-00-XX-M2-G-8401
· P9971J1099z - Hatch Farm updated May 24 final(Cleaned)

First Floor Studio  |  The Old School  |  4 Exton Street  |  London  |  SE1 8UE
T :  0207 620 1453 | E : london@fabrikuk.com | W : www.fabrikuk.com

Issued for Planning Approval
12/05/26 Issued for Planning Approval



G054 Cypress

G056 Cypress

G058 Cypress

G060 Mixed species

G062 Laurel

G061Ash

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A

T402 Ash

R
P

A
R

PA
R

PA
R

PA

R
PA

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPARPARPARPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
P

A
R

P
A

T403 Ash

T404 Cypress

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T405 Apple

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T409 Ash

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A

T410 Copper beech
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPARPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T411Ash

R
P

A
R

PA
R

PA

R
PA

R
PA

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPARPARPARPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA RPA RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
P

A

T412 Horse chestnut

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T413 Ash

R
P

A
R

PA
R

PA

R
PA

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPARPARPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA RPA RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
P

A

T414 Goat willow

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T415 Sycamore

R
PA

R
PA

R
PA

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPARPARPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
P

A
R

PA
R

PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA RPA RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

R
PA

R
PA

R
PA

R
P

A

T416 Holly

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A

T417 Yew R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T418 Holly

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

T419 Ash

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T420 Dead/standing

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPARPARPARPARPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T421Horse chestnut

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

PA
R

P
A

R
P

A

T422 Ash

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A

T423 Ash

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPARPARPARPARPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA RPA RPA RPA RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T424 Ash

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPARPARPARPARPARPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T425 Dead/standing

R
P

A
R

PA
R

PA
R

PA

R
PA

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA RPA RPA RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
P

A
R

P
A

T426 Sycamore

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPARPARPA
RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A

T427 AshR
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPARPARPARPARPARPARPARPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA
R

PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T428 Ash

R
P

A
R

P
A

R
P

A
R

PA
R

PA
R

PA

R
PA

R
PA

RP
A

RP
A

RP
A

RP
A

RP
A

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA

RPARPARPARPARPARPA
RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

R
P

A
R

P
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA
RPA

RPA
RPA RPA RPA RPA RPA RPA

RPA
RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RPA

RP
A

RP
A

RP
A

RP
A

RP
A

R
PA

R
PA

R
PA

R
PA

R
PA

R
PA

R
P

A
R

P
A

T433 Pedunculate oak

Storage and delivery of materials - During site enablement and installation of tree protection fencing within the site, all
delivery vehicles will unload in the designated area and materials carefully stored outside the tree protection barriers.

Unscheduled works - The Site Manager will notify the appointed Project Arboriculturist of any unscheduled works within
the RPA or construction exclusion zone. The extent of works will be discussed and a method statement and provision for
tree protection implemented. All unscheduled works must be agreed by the appointed Project Arboriculturist and if
appropriate the Local Authority Representative consulted prior to commencement of the works.

Breaches of tree protection & unforeseen events - All damage to protective barriers or accidental damage to trees must
be reported to the Site Manager immediately. Works occurring within the vicinity will cease immediately until adequate tree
protection measures are rectified. A record of the damage will be made by the Site Manager and, if appropriate in
consultation with the appointed Project Arboriculturist, remediation measures carried out. In the event of spillage the area is
to be secured with sandbags on the line of the tree protection area and measures taken to drain/soak any spillage away
from the protected area.

NOTES
This drawing is the property of tree:fabrik ltd. It must not be copied or reproduced without written consent. The original of this
drawing was produced in colour - a monochrome copy should not be relied upon. Only figured dimensions are to be taken
from this drawing.

This illustrative plan is intended to inform the location of protective barriers, other relevant physical protection and highlight
precautionary areas for retained trees prior to site enablement and demolition. This plan should be incorporated into the
overarching Method statement for the works, subsequent drawings and contractors method statements and issued for use on
site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. The
Contractor will be required to prepare detailed Risk Assessments and Method Statements which take into account relevant
health and safety requirements, including those associated with the Construction Design and Management (CDM)
Regulations, specific phasing and other Client requirements to ensure the works are undertaken in a safe, economic,
sustainable, legal and appropriate manner. This document may therefore require review and therefore presents only the
conceptual understanding of how the works will be undertaken and is not a substitute for the detailed Risk Assessment and
Method Statements required to be prepared by the Contractor as part of the future works.

General

Site Boundary
Indicative site boundary

Tree Constraints

Site Set-Up

Site Traffic
Route of access

Arboricultural Method Statement
The primary purpose of this plan is to aid the preservation of retained trees through setting out the appropriate working
practices, demolition techniques and tree protection measures that are to be adopted when demolition works are undertaken
in the proximity of trees. The methodology of this Tree Protection Strategy follows a logical sequence of events. Variations to
the sequence could significantly reduce the efficiency of the tree protection measures.

This plan should be incorporated into subsequent drawings and method statements used for design purposes or issued for
use on site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. A
summary of tree protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the demolition and site enablement works. Contractor - It is the responsibility of
the Contractor to ensure that the Tree Protection Plan is implemented on site, maintained during the process and understood
by all site personnel and contractors prior to commencement of works.

Pre-commencement meeting - A pre-commencement meeting shall be held on site prior to commencement of enabling or
excavation works . This shall be attended by the Client's Representative, Excavation Contractor, Installation Contractor and
Project Arboriculturist. The Local Authority Tree Officer will be notified and invited to attend. The methods of tree protection
outlined within this statement and revisions  shall be fully discussed at the meeting, so that all aspects of their implementation
and sequencing are made clear to all parties. Any clarifications or modifications to this statement shall be recorded and
circulated to all parties in writing.

In brief, the work stages for the site enablement and demolition phase will be as follows;

Stage 1 Pre-commencement meeting and identify facilitative pruning works.
Stage 2 Execute agreed facilitative pruning works.
Stage 3 Installation of tree protection.
Stage 4 Demolition of identified structures outside of precautionary areas.

       Stage 5 Demolition of identified structures inside of precautionary areas.
Stage 6 On completion, Site Manager to review tree protection.

Tree Roots - The majority of tree roots are typically concentrated within the top 600mm of soil. Repeat tracking by vehicles,
excavation or cement (including washings and crush) over soft ground near trees is likely to cause root damage. This may
have an adverse impact on the trees health and stability. Any tree roots exposed during operations should be treated at
once. Exposed roots smaller than 25mm diameter may be pruned back, preferably to a side branch, using proprietary cutting
tools. In the event that roots are required to be pruned, sharp cutting tools are to be used to ensure the minimum damage is
caused. Clean cuts can result in the redevelopment of fine roots. Poor untidy cuts can, however, result in root die back and
decay. No roots greater than diameters of 25mm are to be pruned without prior agreement with the Project Arboriculturist.
Exposed roots will be wrapped in dry, clean Hessian sacking to prevent desiccation and to protect from rapid temperature
changes Following completion of works within the immediate vicinity all exposed roots will be covered with good quality
topsoil before backfilling. In the event that large quantities of structural roots are found, a re-evaluation of the proposed
works and impact is to be made by the Project Arboriculturist and a record made.

Responsibilities of key personnel & site induction - Equally as important as the physical measures of tree protection are
the links of communication. Pre-commencement discussions will be carried out between the Project Arboriculturist and
members of the Technical Team to ensure that tree issues are considered within the complexities of detailed construction
and site management.
A summary of Tree Protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the excavation process.

Site Manager - It is the responsibility of the Site Manager to ensure that details of this Arboricultural Method Statement is
implemented on site, maintained during the complete process and understood by all site personnel and contractors prior to
commencement of works. The Site Manager will notify the appointed Project Arboriculturist of any programmed or
unscheduled works within the RPA or Construction Exclusion Zone.  It is the responsibility of the Site Manager to inform the
appointed Project Arboriculturist at least 72hrs before commencement of each operation within the arboricultural scope of
works outlined within Arboricultural Monitoring & Recording (below) and of any unscheduled works or variations to enable
action by the Project Arboriculturist.

Site Personnel - Information on the required protection measures will be provided at the site induction to personnel. All
damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified.

Project Arboriculturist - It is the responsibility of the Project Arboriculturist to liaise with the Client and Council representative
to ensure  appropriate tree protection and precautionary measures are designed and implemented prior to
commencement of works. Once the site is active, the appointed Project Arboriculturist will monitor compliance with the
arboricultural conditions through regular site visits and provide supervision and technical support on tree issues arising
during the development as agreed with the client.

Tree Protection Barriers - A scheme for the protection of trees shall be implemented to avoid damage or loss of retained
trees. All barriers are to be erected prior to commencement of any works on site, including site enablement and excavation,
or the delivery of machinery, materials, plant or equipment to the site or any adjacent land thereto. Where sequential
installation is required, barriers will be erected prior to commencement of operations as specified. Where appropriate the
protection barriers may be aligned with the site hoarding. Barriers are to be retained throughout the appropriate phase of
development process and are to be fit for purpose. The area between the tree and the protection barriers forms the
Construction Exclusion Zone. The construction exclusion zone is to remain sacrosanct with storage of materials, machinery
or equipment prohibited. No excavation or changes in land levels are to occur within this area unless agreed in writing by the
Local Planning Authority. All Weather tree protection notices are to be fixed to the outside of all tree protection barriers. See
Example - Tree Protection Signage.
Any damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified. All personnel using
the site including site managers, agents, supervisors, operatives and other relevant personnel are to be informed of the role
of the tree protective fences and its importance.

Arboricultural Monitoring & Recording
All works within the Root Protection Area (RPA) and close to the crown extents of retained trees will be carried out under an
Arboricultural Watching Brief by the Project Arboriculturist.

It is the responsibility of the Client to appoint a Project Arboriculturist and agree the level of monitoring and recording prior to
commencement. The frequency of site visits will be determined by the scope of works and complexities of development prior
to commencement of key work stages. As a minimum, a site visit will be made at the key work stages identified and within 1
month of commencement. Following each site visit, the appointed Project Arboriculturist will circulate a report to the Site
Manager and LPA Tree Officer within 5 working days. The reports shall be retained to form an auditable log for inspection by
the LPA at such time as is requested. The key work stages and associated scope of works for Arboricultural Monitoring
forms Table 1 below.

It is the responsibility of the demolition contractor to inform the Client's Representative of works within the RPA atleast 72hrs
prior to commencement.

Work Stage Scope Site Inspection Site Monitoring

Pre-commencement meeting Prior to site enablement or excavation - discuss tree
protection outlined within this statement and revisions for

the particular phase with main contractor so that all
aspects of their implementation and sequencing are

made clear to all parties. Any clarifications or
modifications to this statement shall be recorded and

circulated to all parties in writing.

Site meeting
date TBC

-

Tree Protection Barriers Prior to site enablement  - inspect tree protection
identifying any outstanding works or action required. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

YES          Visit
TBC bi-monthly

visits

-

Demolition Phase During demolition phase - attend during relevant
demolition operations to agree working methods, monitor

tree protection measures, and advise on any required
adjustments to avoid arboricultural harm  Report

breaches to Site Manager for action.

YES          Visit
TBC

-

Tree Protection Barriers Following completion of demolition operations - inspect
tree protection identifying any outstanding works. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

No -

TABLE 1 - ARBORICULTURAL MONITORING AND RECORDING

Tree Protection Barriers Type 2 (temporary). Barriers to be installed prior to any works commencing and dismantled only
immediately prior to reisstatement of excavate soil and re-laid hard surfacing. Barriers should consist of weldmesh panels on
rubber or concrete feet and secured with two anti-tamper couplers installed so that they can only be removed from inside the
fence. The panels should be supported on the inner side by with ground pins unless similar fencing is agreed with the Local
Planning Authority.

Temporary Ground Protection will be required withn the RPA of retained trees-
1. Ground protection will be required within the RPAs of trees; T402, T403, T404, T405, T409 and T410.
2. BS. 5837:2012 states that where construction working space or temporary construction access is justified within the RPA,

this should be facilitated by;
· The retention of areas of suitable existing hard surfacing that is not proposed for re-use as part of the finished

design, to act as temporary ground protection during construction (Subject to evaluation by the project arboriculturist
and an engineer as appropriate).

· The use of new temporary ground protection, where the set-back of the tree protection barrier would expose unmade
ground to construction damage, as part of the implementation of physical tree protection measures prior to work
starting on site.

3. New temporary ground protection should be capable of supporting any traffic entering or using the site without being
distorted or causing compaction of underlying soil. ‘In all cases, the objective should be to avoid compaction of the soil,
which can arise from the single passage of a heavy vehicle, especially in wet conditions, so that tree root functions remain
unimpaired.’

Suitable forms of ground protection include:
1. Pedestrian movement only.

a. A single thickness of scaffold boards placed either on top of a driven scaffold frame, so as to form a suspended 
walkway, or on top of a compression-resistant layer (e.g. 100mm depth of woodchip), laid onto a geotextile
membrane;

2. Pedestrian-operated plant up to a gross weight of 2t.
a. Proprietary, inter-linked ground protection boards placed on top of a compression-resistant layer (e.g. 150mm

depth of woodchip), laid onto a geotextile membrane.
3. Wheeled or Tracked Construction Traffic exceeding 2T.

a. An alternative system (e.g. proprietary systems or pre-cast reinforced concrete slabs) to an engineering
specification designed in conjunction with arboricultural advice, to accommodate the likely loading to which it will be
subjected.

In the case of this operation it is expected that areas indicated to require ground protection will require sufficient levels of ground
protection to accommodate larger plant machinery such as Excavators, Piling rigs etc.
In all cases, the objective of the ground protection is to avoid compaction of the soil beneath, so that tree root functions remain
unimpaired.

Trees of moderate quality and
value

Trees in such a condition that they cannot
realistically be retained as living trees in the context
of the current land use for longer than 10 years

C Category tree
Trees of low quality and value

B Category tree

A Category tree

U Category tree

Trees of high quality and value

Illustrated as a radius centered on
the trunk

Preliminary root protection areaCrown spread

Direction of Demolition

Arboricultural supervision during demolition of structures within precautionary areas. Any work within RPAs requires a
high level of care. Qualified arboricultural supervision will be present to minimise the risk of misunderstanding and
misinterpretation. Site personnel will be properly briefed before any work starts. Ongoing work will be inspected regularly and,
on completion, the work will be signed off by the arboriculturist to confirm compliance by the contractor. In the context of this
method statement, an appropriate supervising officer is to be an arboriculturist.

The demolition of structures within the RPAs of retained trees T402, T403, T404, T405, T409 and T410 has the potential to
cause damage to the structure of the soils and to the tree roots. Demolition should be 'top down and pull back' using existing
hard surfaces to operate plant machinery for the demolition. Operational arcs of the excavator (if used) should not be allowed to
damage the retained tree stems or encroaching branches. In addition the excavator bucket should only be used in a horizontal
motion, to avoid damage to the surrounding soil and hidden roots from the teeth of the excavator bucket. No demolition material
or rubble is to be piled or stored within the RPA of retained trees.

Tree Removal
Vegetation identified for
removal

Individual tree identified for removal
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RPARPA
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PA
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The removal of the existing hard surfacing within the RPA of trees throughout the site also has the potential to cause damage to the
structure of soils and to tree roots. All hard surfacing requiring removal within the RPA of retained trees will be broken up with a hand
held pneumatic drill or a hydraulic breaker mounted on a mini digger located outside the RPA, unless operating on suitable ground
protection, or on the existing surface if it is suitably load bearing, such as the existing parking area. Debris should then be removed by
hand or the mini digger may be used to pull the debris away from the trees rolling back onto the surfacing yet to be removed. No soil or
hard core may be removed from beneath the surfacing and topsoil or sharp sand must immediately be used to cover the soil surface to
prevent tree roots from drying out.  The anticipated soft landscaping can then be applied on top of the sub base.

Structures to be demolished

G014 Mixed species

G018 Blackthorn

G048 Mixed species

G050 Mixed species

G054 Cypress

G056 Cypress

G058 Cypress

G060 Mixed species

G062 Laurel

G063 Mixed species

H008 Bramble

W005 Ash

G052 Elm

G061 Ash
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Storage and delivery of materials - During site enablement and installation of tree protection fencing within the site, all
delivery vehicles will unload in the designated area and materials carefully stored outside the tree protection barriers.

Unscheduled works - The Site Manager will notify the appointed Project Arboriculturist of any unscheduled works within
the RPA or construction exclusion zone. The extent of works will be discussed and a method statement and provision for
tree protection implemented. All unscheduled works must be agreed by the appointed Project Arboriculturist and if
appropriate the Local Authority Representative consulted prior to commencement of the works.

Breaches of tree protection & unforeseen events - All damage to protective barriers or accidental damage to trees must
be reported to the Site Manager immediately. Works occurring within the vicinity will cease immediately until adequate tree
protection measures are rectified. A record of the damage will be made by the Site Manager and, if appropriate in
consultation with the appointed Project Arboriculturist, remediation measures carried out. In the event of spillage the area is
to be secured with sandbags on the line of the tree protection area and measures taken to drain/soak any spillage away
from the protected area.

NOTES
This drawing is the property of tree:fabrik ltd. It must not be copied or reproduced without written consent. The original of this
drawing was produced in colour - a monochrome copy should not be relied upon. Only figured dimensions are to be taken
from this drawing.

This illustrative plan is intended to inform the location of protective barriers, other relevant physical protection and highlight
precautionary areas for retained trees prior to site enablement and demolition. This plan should be incorporated into the
overarching Method statement for the works, subsequent drawings and contractors method statements and issued for use on
site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. The
Contractor will be required to prepare detailed Risk Assessments and Method Statements which take into account relevant
health and safety requirements, including those associated with the Construction Design and Management (CDM)
Regulations, specific phasing and other Client requirements to ensure the works are undertaken in a safe, economic,
sustainable, legal and appropriate manner. This document may therefore require review and therefore presents only the
conceptual understanding of how the works will be undertaken and is not a substitute for the detailed Risk Assessment and
Method Statements required to be prepared by the Contractor as part of the future works.

General

Site Boundary
Indicative site boundary

Tree Constraints

Site Set-Up

Site Traffic
Route of access

Arboricultural Method Statement
The primary purpose of this plan is to aid the preservation of retained trees through setting out the appropriate working
practices, demolition techniques and tree protection measures that are to be adopted when demolition works are undertaken
in the proximity of trees. The methodology of this Tree Protection Strategy follows a logical sequence of events. Variations to
the sequence could significantly reduce the efficiency of the tree protection measures.

This plan should be incorporated into subsequent drawings and method statements used for design purposes or issued for
use on site, to ensure that all parties are fully aware of the areas in which access and works may and may not take place. A
summary of tree protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the demolition and site enablement works. Contractor - It is the responsibility of
the Contractor to ensure that the Tree Protection Plan is implemented on site, maintained during the process and understood
by all site personnel and contractors prior to commencement of works.

Pre-commencement meeting - A pre-commencement meeting shall be held on site prior to commencement of enabling or
excavation works . This shall be attended by the Client's Representative, Excavation Contractor, Installation Contractor and
Project Arboriculturist. The Local Authority Tree Officer will be notified and invited to attend. The methods of tree protection
outlined within this statement and revisions  shall be fully discussed at the meeting, so that all aspects of their implementation
and sequencing are made clear to all parties. Any clarifications or modifications to this statement shall be recorded and
circulated to all parties in writing.

In brief, the work stages for the site enablement and demolition phase will be as follows;

Stage 1 Pre-commencement meeting and identify facilitative pruning works.
Stage 2 Execute agreed facilitative pruning works.
Stage 3 Installation of tree protection.
Stage 4 Demolition of identified structures outside of precautionary areas.

       Stage 5 Demolition of identified structures inside of precautionary areas.
Stage 6 On completion, Site Manager to review tree protection.

Tree Roots - The majority of tree roots are typically concentrated within the top 600mm of soil. Repeat tracking by vehicles,
excavation or cement (including washings and crush) over soft ground near trees is likely to cause root damage. This may
have an adverse impact on the trees health and stability. Any tree roots exposed during operations should be treated at
once. Exposed roots smaller than 25mm diameter may be pruned back, preferably to a side branch, using proprietary cutting
tools. In the event that roots are required to be pruned, sharp cutting tools are to be used to ensure the minimum damage is
caused. Clean cuts can result in the redevelopment of fine roots. Poor untidy cuts can, however, result in root die back and
decay. No roots greater than diameters of 25mm are to be pruned without prior agreement with the Project Arboriculturist.
Exposed roots will be wrapped in dry, clean Hessian sacking to prevent desiccation and to protect from rapid temperature
changes Following completion of works within the immediate vicinity all exposed roots will be covered with good quality
topsoil before backfilling. In the event that large quantities of structural roots are found, a re-evaluation of the proposed
works and impact is to be made by the Project Arboriculturist and a record made.

Responsibilities of key personnel & site induction - Equally as important as the physical measures of tree protection are
the links of communication. Pre-commencement discussions will be carried out between the Project Arboriculturist and
members of the Technical Team to ensure that tree issues are considered within the complexities of detailed construction
and site management.
A summary of Tree Protection will be provided to all personnel through the Site Induction. This summarises the key
precautionary measures and responsibilities of all site personnel to ensure an awareness of trees during site works and that
they are successfully protected throughout the excavation process.

Site Manager - It is the responsibility of the Site Manager to ensure that details of this Arboricultural Method Statement is
implemented on site, maintained during the complete process and understood by all site personnel and contractors prior to
commencement of works. The Site Manager will notify the appointed Project Arboriculturist of any programmed or
unscheduled works within the RPA or Construction Exclusion Zone.  It is the responsibility of the Site Manager to inform the
appointed Project Arboriculturist at least 72hrs before commencement of each operation within the arboricultural scope of
works outlined within Arboricultural Monitoring & Recording (below) and of any unscheduled works or variations to enable
action by the Project Arboriculturist.

Site Personnel - Information on the required protection measures will be provided at the site induction to personnel. All
damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified.

Project Arboriculturist - It is the responsibility of the Project Arboriculturist to liaise with the Client and Council representative
to ensure  appropriate tree protection and precautionary measures are designed and implemented prior to
commencement of works. Once the site is active, the appointed Project Arboriculturist will monitor compliance with the
arboricultural conditions through regular site visits and provide supervision and technical support on tree issues arising
during the development as agreed with the client.

Tree Protection Barriers - A scheme for the protection of trees shall be implemented to avoid damage or loss of retained
trees. All barriers are to be erected prior to commencement of any works on site, including site enablement and excavation,
or the delivery of machinery, materials, plant or equipment to the site or any adjacent land thereto. Where sequential
installation is required, barriers will be erected prior to commencement of operations as specified. Where appropriate the
protection barriers may be aligned with the site hoarding. Barriers are to be retained throughout the appropriate phase of
development process and are to be fit for purpose. The area between the tree and the protection barriers forms the
Construction Exclusion Zone. The construction exclusion zone is to remain sacrosanct with storage of materials, machinery
or equipment prohibited. No excavation or changes in land levels are to occur within this area unless agreed in writing by the
Local Planning Authority. All Weather tree protection notices are to be fixed to the outside of all tree protection barriers. See
Example - Tree Protection Signage.
Any damage to protective barriers or accidental damage to trees must be reported to the Site Manager immediately. Works
occurring within the vicinity will cease immediately until adequate tree protection measures are rectified. All personnel using
the site including site managers, agents, supervisors, operatives and other relevant personnel are to be informed of the role
of the tree protective fences and its importance.

Arboricultural Monitoring & Recording
All works within the Root Protection Area (RPA) and close to the crown extents of retained trees will be carried out under an
Arboricultural Watching Brief by the Project Arboriculturist.

It is the responsibility of the Client to appoint a Project Arboriculturist and agree the level of monitoring and recording prior to
commencement. The frequency of site visits will be determined by the scope of works and complexities of development prior
to commencement of key work stages. As a minimum, a site visit will be made at the key work stages identified and within 1
month of commencement. Following each site visit, the appointed Project Arboriculturist will circulate a report to the Site
Manager and LPA Tree Officer within 5 working days. The reports shall be retained to form an auditable log for inspection by
the LPA at such time as is requested. The key work stages and associated scope of works for Arboricultural Monitoring
forms Table 1 below.

It is the responsibility of the demolition contractor to inform the Client's Representative of works within the RPA atleast 72hrs
prior to commencement.

Work Stage Scope Site Inspection Site Monitoring

Pre-commencement meeting Prior to site enablement or excavation - discuss tree
protection outlined within this statement and revisions for

the particular phase with main contractor so that all
aspects of their implementation and sequencing are

made clear to all parties. Any clarifications or
modifications to this statement shall be recorded and

circulated to all parties in writing.

Site meeting
date TBC

-

Tree Protection Barriers Prior to site enablement  - inspect tree protection
identifying any outstanding works or action required. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

YES          Visit
TBC bi-monthly

visits

-

Demolition Phase During demolition phase - attend during relevant
demolition operations to agree working methods, monitor

tree protection measures, and advise on any required
adjustments to avoid arboricultural harm  Report

breaches to Site Manager for action.

YES          Visit
TBC

-

Tree Protection Barriers Following completion of demolition operations - inspect
tree protection identifying any outstanding works. On

completion of any outstanding actions sign off on
completion.  Report breaches to Site Manager for action.

No -

TABLE 1 - ARBORICULTURAL MONITORING AND RECORDING

Tree Protection Barriers Type 2 (temporary). Barriers to be installed prior to any works commencing and dismantled only
immediately prior to reisstatement of excavate soil and re-laid hard surfacing. Barriers should consist of weldmesh panels on
rubber or concrete feet and secured with two anti-tamper couplers installed so that they can only be removed from inside the
fence. The panels should be supported on the inner side by with ground pins unless similar fencing is agreed with the Local
Planning Authority.

Temporary Ground Protection will be required withn the RPA of retained trees-
1. Ground protection will be required within the RPAs of trees; T402, T403, T404, T405, T409 and T410.
2. BS. 5837:2012 states that where construction working space or temporary construction access is justified within the RPA,

this should be facilitated by;
· The retention of areas of suitable existing hard surfacing that is not proposed for re-use as part of the finished

design, to act as temporary ground protection during construction (Subject to evaluation by the project arboriculturist
and an engineer as appropriate).

· The use of new temporary ground protection, where the set-back of the tree protection barrier would expose unmade
ground to construction damage, as part of the implementation of physical tree protection measures prior to work
starting on site.

3. New temporary ground protection should be capable of supporting any traffic entering or using the site without being
distorted or causing compaction of underlying soil. ‘In all cases, the objective should be to avoid compaction of the soil,
which can arise from the single passage of a heavy vehicle, especially in wet conditions, so that tree root functions remain
unimpaired.’

Suitable forms of ground protection include:
1. Pedestrian movement only.

a. A single thickness of scaffold boards placed either on top of a driven scaffold frame, so as to form a suspended 
walkway, or on top of a compression-resistant layer (e.g. 100mm depth of woodchip), laid onto a geotextile
membrane;

2. Pedestrian-operated plant up to a gross weight of 2t.
a. Proprietary, inter-linked ground protection boards placed on top of a compression-resistant layer (e.g. 150mm

depth of woodchip), laid onto a geotextile membrane.
3. Wheeled or Tracked Construction Traffic exceeding 2T.

a. An alternative system (e.g. proprietary systems or pre-cast reinforced concrete slabs) to an engineering
specification designed in conjunction with arboricultural advice, to accommodate the likely loading to which it will be
subjected.

In the case of this operation it is expected that areas indicated to require ground protection will require sufficient levels of ground
protection to accommodate larger plant machinery such as Excavators, Piling rigs etc.
In all cases, the objective of the ground protection is to avoid compaction of the soil beneath, so that tree root functions remain
unimpaired.

Trees of moderate quality and
value

Trees in such a condition that they cannot
realistically be retained as living trees in the context
of the current land use for longer than 10 years

C Category tree
Trees of low quality and value

B Category tree

A Category tree

U Category tree

Trees of high quality and value

Illustrated as a radius centered on
the trunk

Preliminary root protection areaCrown spread

Direction of Demolition

Arboricultural supervision during demolition of structures within precautionary areas. Any work within RPAs requires a
high level of care. Qualified arboricultural supervision will be present to minimise the risk of misunderstanding and
misinterpretation. Site personnel will be properly briefed before any work starts. Ongoing work will be inspected regularly and,
on completion, the work will be signed off by the arboriculturist to confirm compliance by the contractor. In the context of this
method statement, an appropriate supervising officer is to be an arboriculturist.

The demolition of structures within the RPAs of retained trees T402, T403, T404, T405, T409 and T410 has the potential to
cause damage to the structure of the soils and to the tree roots. Demolition should be 'top down and pull back' using existing
hard surfaces to operate plant machinery for the demolition. Operational arcs of the excavator (if used) should not be allowed to
damage the retained tree stems or encroaching branches. In addition the excavator bucket should only be used in a horizontal
motion, to avoid damage to the surrounding soil and hidden roots from the teeth of the excavator bucket. No demolition material
or rubble is to be piled or stored within the RPA of retained trees.

Tree Removal
Vegetation identified for
removal

Individual tree identified for removal
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The removal of the existing hard surfacing within the RPA of trees throughout the site also has the potential to cause damage to the
structure of soils and to tree roots. All hard surfacing requiring removal within the RPA of retained trees will be broken up with a hand
held pneumatic drill or a hydraulic breaker mounted on a mini digger located outside the RPA, unless operating on suitable ground
protection, or on the existing surface if it is suitably load bearing, such as the existing parking area. Debris should then be removed by
hand or the mini digger may be used to pull the debris away from the trees rolling back onto the surfacing yet to be removed. No soil or
hard core may be removed from beneath the surfacing and topsoil or sharp sand must immediately be used to cover the soil surface to
prevent tree roots from drying out.  The anticipated soft landscaping can then be applied on top of the sub base.

Structures to be demolished
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Appendix E 

Tree Protection Fencing Specification
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