Banners Gate Limited
10 - 11 Cavendish House

Banners

Birmingham Street

G ate EST. 1998

B63 3HN

File: 26106 - SA02 SOAKAWAY SIZING - 2026.10. | Page 1
Network: Storm Network 1 26106

Lewis Bryant SA02 Soakaway
13/10/2026

Design Settings

Rainfall Methodology FEH-22 Maximum Time of Concentration (mins) 30.00 Preferred Cover Depth (m)  1.200
Return Period (years) 10 Maximum Rainfall (mm/hr) 100.0 Include Intermediate Ground v/
Additional Flow (%) O Minimum Velocity (m/s)  1.00 Enforce best practice design rules  x
Cv 1.000 Connection Type Level Soffits
Time of Entry (mins)  6.00 Minimum Backdrop Height (m) 0.200
Nodes
Name Area TofE Cover Depth Invert
(ha) (mins) Level (m) Level
(m) (m)
(o 0.115 49,500 1.100 48.400
SA02 49,500 1.200 48.300
Links
Name us DS Length ks(mm)/ USIL DSIL Fall Slope Dia TofC Rain
Node Node (m) n (m) (m) (m) (1:X) (mm) (mins) (mm/hr)
1.000 CP SA02 5.000 48.400 48.300 225
Name Vel Cap Flow us DS 2 Area X Add Pro Pro
(m/s) (I/s) (I/s) Depth Depth (ha) Inflow Depth Velocity
(m) (m) (/s)  (mm)  (m/s)
1.000 1854 737 416 0.115 0.0 121 1.907
Pipeline Schedule
Link Length Slope Dia Link USCL USIL USDepth DSCL DSIL DSDepth
(m) (1:X)  (mm) Type (m) (m) (m) (m) (m) (m)
1.000 5.000 225 49.500 48.400 49.500 48.300
Link us Node DS Node
Node Type Node Type
1.000 CP Junction SAO02 Junction
Manhole Schedule
Node CL Depth Connections Link IL Dia
(m) (m) (m)  (mm)
CpP 49,500 1.100 9[
0 | 1.000 48.400 225
SA02 49,500 1.200 1| 1.000 48.300 225
1
Simulation Settings
Rainfall Methodology =~ FEH-22 Winter CV  1.000 Drain Down Time (mins) 1440 Check Discharge Rate(s) x
Rainfall Events  Singular Analysis Speed Detailed Additional Storage (m3/ha) 0.0 Check Discharge Volume  x
Summer CV  1.000 Skip Steady State  x Starting Level (m)

15 30 60

Storm Durations

120 180 240 360 480 600 720 960 1440
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26106
SA02 Soakaway

Return Period Climate Change

(years)

(CC %)

30 35

Base Inf Coefficient (m/hr)
Side Inf Coefficient (m/hr)

Depth
(m)
0.000

Additional Area

Additional Flow

Return Period Climate Change

Additional Area Additional Flow

(A %) (Q %) (years) (CC %) (A %) (Q %)
0 100 40 0 0
Node SA02 Depth/Area Storage Structure
0.48960 Safety Factor 1.5 Invert Level (m) 48.200
0.48960 Porosity 0.95 Time to half empty (mins) 23
Area Inf Area Depth Area InfArea Depth Area InfArea
(m?) (m?) (m) (m?) (m?) (m) (m?3) (m?)
110.0 0.400 1100 0.401 0.0
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Results for 2 year Critical Storm Duration. Lowest mass balance: 100.00%

Node Event us Peak Level Depth Inflow Node Flood Status
Node (mins) (m) (m) (I/s) Vol(m3) (m3)
15 minute summer CP 10 48473 0.073 16.8 0.0000 0.0000 OK
30 minute summer SAO02 22 48244 -0.056 15.7 45770 0.0000 OK
Link Event us Link DS Outflow Velocity Flow/Cap Link
(Upstream Depth) Node Node (1/s) (m/s) Vol (m3)
15 minute summer CP 1.000 SA02 16.8 1.517 0.228 0.0554
30 minute summer  SA02 Infiltration 8.7

Flow+ v17.0 Copyright © 1988-2026 Causeway Technologies Ltd




Banners
G ate EST. 1998

Banners Gate Limited
10 - 11 Cavendish House

Birmingham Street

B63 3HN

File: 26106 - SA02 SOAKAWAY SIZING - 2026.10. | Page 4
Network: Storm Network 1 26106

Lewis Bryant SA02 Soakaway
13/10/2026

Results for 30 year +35% CC Critical Storm Duration. Lowest mass balance: 99.86%

Node Event

15 minute summer

60 minute summer

Link Event
(Upstream Depth)
15 minute summer

60 minute summer

us
Node
CP
SA02

us
Node
CP
SA02

Peak Level Depth Inflow Node Flood Status
(mins)  (m) (m)  (/s) Vol(m3) (m3)
10 48567 0.167 67.2 0.0000 0.0000 OK
44 48471 0171 488 282723 0.0000 OK

Link DS Outflow Velocity Flow/Cap Link
Node (1/s) (m/s) Vol (m3)
1.000 SA02 67.2 2.129 0.912 0.1578
Infiltration 10.8
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Results for 100 year +40% CC Critical Storm Duration. Lowest mass balance: 99.82%

Node Event us Peak Level Depth Inflow Node Flood Status
Node (mins) (m) (m) (I/s) Vol(m3) (m3)
60 minute summer CP 47 48995 0.595 66.4 0.0000 0.0000
60 minute summer SAO02 47 48992 0.692 66.3 41.8523 0.0000 OK
Link Event us Link DS Outflow Velocity Flow/Cap Link

(Upstream Depth) Node Node (1/s) (m/s) Vol (m3)
60 minute summer CP 1.000 SA02 66.3 2124 0.900 0.1989
60 minute summer SA02 Infiltration 113
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