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house as architect's plans

large 'L' shaped planting bed
to frame and soften front 
elevation of house
1m wide off elevations

beds are pulled back 300mm from garage door
to prevent plants impeding access

existing laurel hedge retained and kept to
<3m height - bird nesting habitat and too
mature to be replaced

additional (NEW) length of laurel
hedge to front east boundary

existing front lawn retained with west
edge tidied to a more aesthetically
pleasing curve

notional parking spaces are shown at American
size (2.5 x 5m), but will not be delineated on
the drivewayExisting laurel hedge felled and 

replaced with Prunus lusitanica,
as an evergreen hedge is still
required here

planting bed (mixed border, planted
with shrubs, grasses and perennials
chosen for wildlife interest

4 new Pyrus calleryana 'Chanticleer' 14-16cm standards to front boundary
4.5m approximate spacing (1-3); 7m either side of driveway.
These trees must be fastigiate in form and have more wildlife benefit than
alternatives such as Carpinus betulus 'Frans Fontaine'

deep front border planted with
shade-tolerant shrubs chosen 
for wildlife benefits

all car-parking spaces are nominal
and shown at 5m x 2.5m size.
They are not delineated in the 
driveway block paviours

gravel/grid (fully permeable) to side access
10mm decorative aggregate in-fll

4 No. Trachelospermum jasminoides
climbers planted through gravel to fence
to east side of side access provide rich 
source of nectar

New automated hardwood driveway gates
Full-height but with open top section

N 
0 5 10m 

existing manhole cover

new brick 215mm walls and 440mm piers 
form a safe driveway 'inlet' to allow a car to 
pull in from busy road before opening gates

new Jackson's tongue-and-groove fence
to front boundary with gravel board to base
and top rail above
Total height <2m

ACO RainDrain Brickslot B125 
slot drain set into driveway blockwork

DRAINAGE
FALL

DRAINAGE
FALL

Driveway drainage crate soakaway
to engineer's specification (subject to
soil test) situated at least 5m from house

Marshall's Tegula block-paved 
driveway in Traditional finish

triple wheelie bin store (model shown is 
Jackson's)


