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Channel drain to raised
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Drain to descend and
then connect to S02
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Cellular Attenuation Tanks - General Design Notes if triggered (switch, and alarm by ¥ ) N Flow Confro - 4
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Required void volume 288m .

Design Flow  1.5L/s

Cover level (Varies)  38.76m Min - 38.96m Max Design Code  SHE-0064-1500-0605-1500

Top of tank level 38.36m (0.4m Min Cover)
Tank invert level 37.36m

Chamber S31

Cellular Attenuation Tank 2A & 2B - Design Notes Design Head  0.520m

Plan dimensions (20m x 16.5m) + (15m x 8m) .

Plan area 330m” + 120m’ 32332 Elgéve gﬁlél-%ow-sooo-oszo-sooo
Tank unit depth 0.5m

Tank volume 165m° + 60m?

Porosity 96% Bypass Separators

Required void volume 158.4m° + 57.6m>

Cover level (Varies)  38.660m Min - 38.85m Max

Top of tank level 37.935m + 37.950m (0.725m Min Cover)
Tank invert level 37.435m + 37.450m

Cellular Attenuation Tank 3A - Design Notes beneath covers, e.g. Wrekin No Leak DUESP/6060/NL.

SPEL models as denoted on annotations. Complete with alarm system and vent. Invert
levels fall 100mm between inlet and outlet. Vent location to be positioned next to nearest
lighting column; alarm to sound in manager's office - refer to M&E engineer's drawings &
specification. Units to be Super Heavy / Special specification due to groundwater level -
To be confirmed; see Groundwater notes. Both to be fitted with pressure sealing plates

Top of tank level 37.94m (0.60m Min Cover)
Tank invert level 37.44m e To pump at fixed rate of 1.0L/s maximum

Plan dimensions 22.5mx 10.5m

Plan area 236.25m?

Tank unit depth 0.5m Foul Drainage Pump - FO7_PUMP

Tank volume 118.1m° Vertical Pump Chamber (BY TT Pumps or similar and approved). Package pump station
Porosity 96% to contain 2 pumps operating in duty/standby configuration.

Required void volume 113.4m’ e |Installation detail as per manufacturer's requirements.

Cover level (Varies)  38.54m Min - 38.80m Max o To be fitted with alarm. Alarm to sound in manager's office - refer to M&E

engineer's drawings & specification (in the event of pump failure)
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Attenuation tank access points and
flush channels - see both drainage
details and manufacturer's details

Recyfix NC 300mm Type 010
E600 grade cover and bedding
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Craddys to provide pop ups at base of columns
where required - this is one floor below the store due
to the flood storage compensation.
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Therefore, M&E engineer or specialist must provide
design for above ground drainage to connect up
condensate points (and other foul drainage points)
such that the drainage can be taken to the pop ups
at the base of the column locations.
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UNDERSLUNG ABOVE GROUND DRAINAGE (SHOWN
INDICATIVELY, TO BE DESIGNED BY OTHERS) IS SHOWN IN
BROWN ON THIS DRAWING FOR CONTEXT ONLY.

M&E ENGINEER OR SUITABLE SPECIALIST TO DESIGN
UNDERSLUNG DRAINAGE TO DESCEND BELOW GROUND
LEVEL AT DOWNPIPE LOCATIONS CRADDYS IS INDICATING
ON THIS DRAWING (AT COLUMN LOCATIONS).

SETTING OUT OF ABOVE GROUND DRAINAGE LOCATIONS
BY ARCHITECT.

ALL FOUL ABOVE GROUND CONNECTIONS (EXCLUDING
CONDENSATES) TO HAVE RODDING ACCESS AT BASE OF
STACK - BY OTHERS.

FOUL CONDENSATE DRAINS TO BE 1004 AND NO FLATTER
THAN 1:80 UNLESS NOTED OTHERWISE

| REV |DATE [DESCRIPTION [DRW [CHK \
CO1 31.10.25 First issue AJP  RJH

C02 12.01.26 Location of vent pipes AJP RJH

amended. Preferred of

location tank access points
and flush channels indicated

GENERAL NOTES

DRAWINGS AND SPECIFICATIONS: This drawing is to be read in
conjunction with all relevant Architects, Engineers and Specialists
drawings together with the specification.

BUILDING REGULATIONS AND WARRANTY PROVIDER
APPROVALS: Please note that it is the responsibility of the
Client/Main Contractor to ensure that Building Regulations and
warranty provider (e.g. NHBC) approval of all design and
construction details is achieved prior to construction on site.

DRAINAGE NOTES

DRAINAGE STANDARDS: All private drainage works shall be in
accordance with Building Regulations Document Part H. All
adoptable drainage works shall be in accordance with Sewerage
Sector Guidance Appendix C : Design and Construction Guidance
and statutory undertaker's requirements.

ABOVE GROUND DRAINAGE: RWP/SVP drainage positions shown
on Craddys drawings, upon which the below ground drainage is
designed, are based upon the positions provided to us by the
Architect and these are to be set out on the Architect's floor plans
unless agreed otherwise. If above ground drainage positions change
then Craddys will need to be informed of these changes in writing
and the changes in position clearly noted or highlighted on a
drawing, i.e. using revision clouds, with relevant CAD files provided
to Craddys below ground drainage drawings to be updated. Note
that should these changes occur following Craddys issue of
Construction status drawings then there is a risk of the contractor
undertaking abortive works..

LAYING DRAINAGE. It is recommended that all drains be laid
starting from the downstream connection to the existing network and
working upstream to and through the new development. Surface
water drainage to be laid at 1:80 minimum unless noted otherwise
(UNO). Foul drainage to be laid at 1:40 minimum UNO.

DRAINAGE PIPE SIZES: All private foul water drains to be 100mm
diameter UNO; all private surface water drains to be 150mm
diameter UNO.

MANHOLE COVER LEVELS: All manhole & inspection chamber
cover levels are to be adjusted to suit the proposed finished surface
levels. If the cover levels proposed in the drainage schedules vary
from proposed surface level by more than 100mm, Contractor to
notify Craddys.

PIPE MATERIAL: All private and adoptable drainage pipes less than
500mm diameter to be class SN8 Plastic. Pipes to be laid in 3m
lengths.

PPIC: Al PPIC's to be orientated such that the main discharge
passes through the main/middle branch. Additionally all foul PPIC's
to be orientated such that a toilet or bathroom soil stack connects to
the middle/main branch.

CHANNEL DRAINS: Unless noted otherwise, all drainage channels
to be "Recyfix Monotec 110mm" by Hauraton, with Trash Box at
outlet. Channel Type as specified. To be installed in accordance with
manufacturer's details. Grated covers to be D400 grade.

C D M : SIGNIFICANT HAZARDS

THE FOLLOWING HEALTH AND SAFETY HAZARDS ARE IDENTIFIED BY THE
DESIGNER AS ABNORMAL IN PURSUANCE OF THE CURRENT
CONSTRUCTION DESIGN AND MANAGEMENT REGULATIONS.

RISKS DURING CONSTRUCTION:
o Existing Services
o Deep Excavation
e High Groundwater

OPERATION / MAINTENANCE RISKS:
o No abnormal risks have been identified relating to this design element.

RISKS DURING DEMOLITION/DECOMMISSIONING/DISMANTLING/ALTERATIONS:
o No abnormal risks have been identified relating to this design element.

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY COMPETENT &
ADEQUATELY RESOURCED CONTRACTOR(S) TO SAFE SYSTEMS OF WORK.

THIS DRAWING IS THE COPYRIGHT OF CRADDY PITCHERS LTD AND MUST
NOT BE COPIED, REPRODUCED OR SUBMITTED TO OTHER PARTIES

WITHOUT THEIR PERMISSION.
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