Use of This Document Trees
Ref. Species Size Type Quantity
1) Planting 3-3.5m, .
) . . ) I e il . 35L Container /
a. All planting shall be carried out in accordance with the approved specification and plant QuRoFa Quercus robur 'Fastigiata’ - Fastigiate Oak 10-14cm 2
schedule and following the specified planning bed preparation specification. girth Bareroot
b. Plants must be planted at the correct depth making sure that the root collar is at the 3-3.5m
proposed surface level; adjust depth as required. . Y 35L Container /
o . . QuRo Quercus robur - English oak 10-14cm 1
c. Tree planting pits should be square in shape, and be excavated at a width of 3x the tree's . Bareroot
container/rootball. girth
d. Plant substitutions are not permitted without prior approval of the project manager and 3-3.5m, 351 Camtaingr]
client. All plants must be of a size and specification in line with the approved specification, AcCa Acer campestre - Field maple 10-14cm 1
unless otherwise agreed by the project manager and client. girth Bareroot
e. Immediately following planting, trees must be watered in with 30 litres per tree position. 3-3.5m
i ) " | 35L Container /
PrAv Prunus avium - Wild cherry 10-14cm 2
] Bareroot
girth
Mixed Native Hedging - Hawthorn (50%), Bird 60-90 Whips planted in
-90cm
- Cherry (10%), Field Maple (10%), Dog Rose whios double staggered
(10%), Hazel (10%) and Blackthorn (10%) E rows 5p/m
S,
s Ve —Ved —Vay

a. Newly planted trees should be secured with two wooden stakes and rubber or Hessian ties
installed in line with, and at a distance of 150-250mm, from the tree's stem. Around the base

2) Mulch and Supports
of each newly planted tree a 50mm deep layer of mulch should be spread. This should extend

2m from the base of the tree.
b. Rabbit/deer guards should be installed around the base of each tree's stem.

3) Aftercare

a. Following the establishment of the trees (3-5 years after planting), annual pruning/ trimming
b. Supplemental irrigation will be required in order to ensure the long-term health and survival

may be required.
of the plants. The frequency and extent of the supplemental irrigation should consider the

prevailing weather conditions and season (e.g. prolonged dry periods or rainfall patterns).
However, it is advised that for the initial 2 years, following planting, each plant will require

watering between three to seven days per week, during the summer months.

c. It is recommended that newly planted trees receive supplemental irrigation for their initial 2
years. Irrigation will need to occur every 3-5 days, during the summer months. Ligna
Consultancy recommends the use of a 75L 'Tree Hydration Bag' so as to keep this frequency

to a minimum.
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Project:
Avenue House ™
C/O MJH Architects Ll g n a
Consultancy
All dimensions should be checked on site. No dimensions to be scaled from this drawing. Please notify
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