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Mains and services to be ducted where they cross the road, see Gas Duct table for duct diameters and design plan for duct locations.

Gas Network Design Drawing

 Drawn By:  MR Ref: B96413608  Date: 13/03/19  Scale: 1:500@A1

Gas network design by: Steve Richards BSc, I.Eng, MIGEM
GasDesign Utilities Ltd, 20 Broad Street, Whittlesey, Peterborough, PE7 1HA

 www.gasdesignuk.com   Tel. 01733 202914
GIRS Reg. No.: IUP 2000015/0029/001F

c Gas Design 2018

 Client ref: SEQ263                                         ESP Ref: ESN021802

Revision
1

Date
10/07/18

Details
Original Drawing

The information shown on this plan is given without obligation or warranty. The accuracy
therof cannot be guaranteed. Where service pipes are shown their position is
approximate. No liability of any kind whatsoever is accepted by the company, its agents
or servants for any error or omission. The actual position of mains and services must be
verified and established on site before any excavations are carried out or any mechanical
plant used. For details of all existing apparatus, please consult the records department of
the host utility. Any exisiting apparatus shown on this drawing is for planning purposes
only, the positions of which are to be taken as approximate only.

www.gasdesignuk.com

2 x Commercial,
Shinfield Care Homes, Hyde End Road,
Shinfield, Wokingham, RG2 9EH.

All pipe fittings used on this design are to be in accordance with PL2/E,L2/E,V7-3 &
F7/E.  PRI (where included in design) to IGE/TD/13 Ed 2 & GIS E34

Depth of Cover - Mains & Services
Main (fields) 1.1m

Main (road & verge) 0.75m
Main (footpath) 0.6m
Service (road &

verge)
0.45m

Service (footpath) 0.45m
Service (private land) 0.375m
Depths are for proposed & aslaid mains &
services unless shown otherwise.

Gas Ducts
Gas Pipe Outside

Diameter
Duct Inside
Diameter

20, 25 and 32mm 50mm
63mm 100mm
90mm 150mm

125mm and 180mm 225mm
250mm 350mm
315mm 450mm

2000mm

450 295 295 270 260 430

Electricity Depth EHV 750mm - 1200mm / HV 450mm - 600mm
/ LV 450mm

Cable TV / Communications Depth 250mm - 350mm

Gas Depth 600mm

Water Depth 750mmm - 900mm

Telecommunications
Depth 350mm

FIGURE 1 - Recommended Positioning of Utility Apparatus in a 2 metre Footway
Taken from NJUG Publication: Volume 1: Issue 2: 02/11/2007
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This diagram is
not to scale

295295270260430

Electricity Depth HV 750mm / LV 650mm

Cable TV / Communications Depth 600mm

Gas Depth 750mm

Water Depth 900mm

Telecommunications
Depth 600mm

FIGURE 2 - Recommended Positioning of Utility Apparatus in a Carriageway

Carriageway

Note:
This diagram is
not to scale

M/P Meter/Regulator Housing - Minimum Proximity Distances

Minimum distance of meter box to any opening such as openable
window, door, air brick, balanced flue, or other breach
Minimum distance above or to the side of a meter box, to any
electrical equipment such as lights, switches and power points
Minimum distance of a relief vent tip to any opening such as
openable window, door, air brick, balanced flue, or other breach
Minimum distance of a relief vent tip to any electrical equipment
such as lights, switches and power points

0.18m

0.33m

1.00m

1.55m

                                       Medium Pressure Services
Service Isolation valves (SIVs) and Service excess flow valves (SEFVs) should be
fitted on all MP domestic services where the PID ≤6scmh (65kW). All other MP
services should be provided with service isolation valves.

Pipe Jointing
Design is based on electro fused and/or
butt fused internally de beaded pipe

GasDesign
Utilities Ltd

Minimum Proximity to Normally Occupied Buildings

Pe

Type of Main Diameter of Main (mm)

Minimum Building Proximity Distance (m)

< 75mbar > 75mbar - <2bar >2bar - <5.5bar >5.5bar - <7bar

Pe
Non-Inserted

Up to 125 0.25 2 4 6
126 to 355 1 2 4 6
356 to 500 1 2 4 8
501 to 1000 1 5 13 15

Pe
Inserted

Up to 125 0.25 1 2 3
126 to 355 0.5 1 2 3
356 to 500 0.5 1 2 3

501 to 1000 0.5 1 3 3

Steel

Type of Main Wall Thickness of Main
(mm)

Minimum Building Proximity Distance (m)

< 75mbar > 75mbar - <2bar >2bar - <5.5bar >5.5bar - <7bar

Steel
Steel t < 9.52 0.25 1 3 13

Steel t > 9.52 - < 11.91 0.25 1 3 6
Steel t > 11.91 0.25 1 3 3

High Pressure Existing
Intermediate Pressure Existing
Medium Pressure Existing
Low Pressure Existing
High Pressure Proposed
Intermediate Pressure Proposed
Medium Pressure Proposed
Low Pressure Proposed
Service Proposed
Manifold / Steel

Duct

Reducer

Valve

Governor

Point of Disconnection

Proposed Abandoned Services

Rigid plastic ducting can be used for perpendicular road crossings only.  The developer is
responsible for the supply and installation of ducting.  A suitable standard for plastic
ducting is BS 4962.  Corrugated ducting  must not be used for road crossings.
All gas mains, services and ducts that shall contain gas pipes, must be overlaid with gas
identifiable marker tape 150mm above the apparatus. Gas mains and services should
have a minimum of 250mm clearance from other utilities.

Legend
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Flanged Inlet Screwed Inlet

< 50mm

< 50mm
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150mm

> 150mm

LP / MP

IP

LP / MP / IP

LP / MP / IP

LP / MP / IP

Size of ECV
"D" Ø

Pressure
Tier

Connection
Type

Dim A
Minimum
distance

Dim B
Minimum
distance

Dim H
Tolerance
± 25mm

Vertical Inlet

SCREWED

FLANGED

FLANGED

FLANGED

FLANGED

2D

2D

2D

2D

2D

300

350

350
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750
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Vertical Inlet Connection Heights
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80mm

100mm

150mm

LP / MP

Size of ECV
"D" Ø
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distance
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Minimum
distance
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METER ROOM(S)
INDIVIDUAL METERS OR METERS TO BE LOCATED ON MANIFOLD(S) IN PURPOSE BUILT

GROUND FLOOR/BASEMENT METER ROOM(S) MUST HAVE SECURE PERMANENTLY
VENTILATED DOOR(S) OPENING DIRECTLY TO THE OUTSIDE OR INTO PERMANENTLY

VENTILATED BASEMENT GARAGE AREA

METER ROOM VENTILATION
EFFECTIVE VENTILATION AREA TO BE NOT LESS THAN 2% OF THE FLOOR AREA OF ROOM

(OR OF ITS NOTIONAL EQUIVALENT) OR 3% WHERE VENTILATION IS PROVIDED IN ONE
WALL ONLY. ROOM TO BE SEALED FROM REST OF INTERIOR OF BUILDING.

Meter room to comply with IGEM-G-5 and IGEM-GM-8
IF IN DOUBT PLEASE SEEK ADVICE.

Where pipework passes through walls and floors it must be ducted and firestopped

GRP Sleeving
to Factory Entry Elbow

WallAbove Ground Entry

SIV

Valve
Box

Ground

TYPICAL ABOVE GROUND LEVEL ENTRY

PE

ECV

WRAPPED
STEEL
PIPE LIGHT

SCREED

ACCESS PIT
IMPERMEABLE SIDES AND
FLOOR AND BACKFILLED WITH
SAND

TYPICAL BELOW GROUND LEVEL ENTRY
Pipework shall enter or leave a building through a continuous gas-tight sleeve, as shown. The horizontal sleeve shall
terminate in a square recess, having a minimum dimension of 300 mm, in the floor of the building. Where the pipe
diameter exceeds 100 mm, the dimension of the square recess shall be at least three times the diameter of pipe to be
installed. The riser and bend shall be jointed to the incoming or outgoing pipework and wrapped.

Ground

Service pipe must not extend beyond
2.0m inside building below ground

Below Ground
Entry Fitting

VALVE
BOX

Pe Steel

SIV

SLEEVE

2 05/03/19

New POC further away from the site entrance. Mains added between nodes 1-30, 30-31
& 31-2 (MP). New meter positions for the North Care Home and South Care
Home.Mains removed between nodes 3-4. Mains added between nodes: 7-8 & 8-9 (LP).
Flow calculations revised for: MP Main, LP Main & LP service.

This Plan shows only the pipes owned by E S Pipelines Ltd in its role as a licensed 
Gas Transporter (GT).   Gas pipes owned by other GT's, and also privately owned, 
may be present in the area. Information with regard to such pipes should be 
obtained from the owners. The information shown on this plan is given without 
obligation, or warranty. The accuracy thereof cannot be guaranteed. All service 
pipes are not necessarily shown but their presence should be anticipated. No 
liability of any kind whatsoever is accepted by E S Pipelines Ltd, its agents or 
servants, for any error or omission. Safe digging practices, as detailed in Health and 
Safety booklet HS(G)47 'Avoiding danger from underground services', must be used 
to verify and establish the actual position of mains, services and other plant on site 
before any mechanical plant is used. It is your responsibility to ensure that this 
information is provided to all persons 
(either direct or contract labour) working for you on or near gas apparatus. The 
information on this plan should not be referred to beyond 28 days following the date 
of issue. (See below for date of issue)
REPRODUCED FROM THE ORDNANCE SURVEY MAP WITH THE SANCTION OF THE CONTROLLER OF 
HER MAJESTY'S STATIONARY OFFICE © CROWN COPYRIGHT RESERVED.  THIS DRAWING IS THE 
COPYRIGHT OF E.S. PIPELINES LIMITED AND MAY NOT BE REPRODUCED  WITHOUT WRITTEN 
CONSENT ©

ES Pipelines
HAZELDEAN
STATION ROAD
LEATHERHEAD
SURREY
KT22 7AA
Tel: 01372 227560   FAX: 01372 377996

ESP GAS GROUP
ESP

3 13/03/19

New site plan added to the design for the North Section. Service to the North Care Home
location revised, now terminating externally in a custom built kiosk. Service to the South
Care home location revised. Mains removed between nodes 8-9. Mains revised between
nodes: 2-3 & 7-8. LP Flow calculations revised.
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SSE SPECIFICATION
1. MARKER TAPE: 100mm wide Marker tape manufactured to

ENA TS 12-23, supplied by Centriforce.
2. DUCT: 150mm Black Polyethylene or PVC ducting

manufactured to ENA TS 12-24, supplied by Polypipe or
Emtelle UK.
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PRECAUTIONS TO BE TAKEN WHEN CARRYING OUT WORK IN THE VICINITY OF ELECTRICITY CABLES 

ADVICE TO SITE PERSONNEL 

MANAGEMENT NOTE  

Please ensure that a copy of this note is read by your site management and to your site operatives.  

Early consultation with ESP Utilities Group prior to excavation is recommended to obtain the location of plant and precautions to be 
taken when working nearby. 

This Guidance Note should be read in conjunction with the Health and Safety Executive guidance HSG47 "Avoiding danger from 
underground services". 

 

 
1.0 Introduction 
 
This procedure should be read in conjunction with the ESP Electricity Distribution Safety Rules and other relevant procedures. 
The object of this procedure is: 
 

a) To lay down the rules for the location of cable before work is started. 
 
b) To specify the safe working procedure to be adopted by persons who have to work on or in the vicinity of cables. 

 
2.0 Reference 
 
ESP Electricity G81 – Design and Planning 
ESP Electricity G81 – Installation and Records 
National Joint Utilities Group (NJUG) Guidance Notes 
Avoiding danger from underground services HSG47 HSE Advice Booklet. 
 
3.0 Work 
 
3.1 All cables and apparatus to which the cables are connected shall be treated as being live, until they have been proved dead 

and all points of isolation have been establish and controlled. 
 
3.2 All work carried out under this procedure shall also be carried out in strict accordance with the ESP Electricity Distribution 

Safety Rules and other relevant procedures. 
 
3.3 For the purpose of this procedure: 
 

a) Work on a cable includes the intentional cutting or removal of its Sheath or Armour, cutting of its core(s) or 
conductor(s) and the removal of a spiking gun. 

 
b) Work in the vicinity of a cable includes digging or any activity carried out at any work location where cables are or 

may be present, whether or not for the specific purpose of preparation for work on a cable. 
 
4.0 Cable Locating Devices 
 
4.1 An approved cable locating device is to be used on every occasion before any surface is removed or any digging is started. 

It must also be used during the course of any digging work. 
 
4.2 Cable location devices provide information on the position of cables. They must not be used as the only means of cable 

location. 
 
4.3 Cable locating devices must be regularly checked for correct operation. 
 
All persons using cable locating devices must be adequately trained in their use and must be Competent Persons. 
 
5.0 Location of Cables 
 
5.1 The depth of underground cables varies greatly.  It is essential that a site specific risk assessment is undertaken for the 

proposed work you are planning this must include obtaining an up-to-date map of the electricity cables in the area and to 
make use of it. The electricity cable records must be checked before any work is started. Changes in surface level or 
reference points, and work carried out by other people may affect the reliability of these records. Anybody excavating must 
be told of these possibilities. 

 
5.2 Before the start of any excavation work, a cable locating device shall be used to establish the run of live cables. Reasonable 

steps should be taken to establish the runs of cables both along and across the length of the intended area of digging. The 
cable avoidance tool shall be used together with mains records and where provided, service records. 
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5.3 All cable runs either confirmed by use of the cable locating device or indicated on the mains records must be marked out on 

the surface using a waterproof marker. Marked cable runs must be extended 300mm beyond either end or side of the 
intended digging area, and must stay visible while the digging is going on. The trial hole dig method can be used to identify 
the run of cables using hand dig tools only. 

 
6.0 Precautions to be Taken while Working in Vicinity of Cables 
 
6.1 Work in the vicinity of cables must be carried out as if the cables are live and all excavation work must be personally 

supervised by a Competent Person. All persons shall wear a minimum of safety footwear, Safety Glasses, hard hat, Task 
Specific Gloves flame retardant overalls. 

 
6.2 Approved hand tools should always be used in preference to power tools in the vicinity of cables, unless site conditions 

make this impracticable. Spades should always be used in preference to forks. Extreme care must always be taken when 
using a fork or pick. Forks must be of approved type with shortened chisel ended tines. Spades must have sharp corners of 
the blade rounded. The selection of a fork or pick will be assessed on a Task Specific Risk Assessment. 

 
6.3 A proprietary air digging tool, which removes oil with a high-velocity jet of air, can be used to expose buried services without 

damage to the service. However, it will not penetrate asphalt, concrete or frozen ground. Also precautions need to be taken 
that will prevent injury to the operator and members of the public from ejected soil and other materials. 

 
6.4 When site conditions require the use of hand held power tools they must be fitted with a short bit. The following method of 

work must be used: 
 

a) Using all the information provided, together with an approved cable locating device, the line of all know cables 
must be marked out at least 300mm past the hole that will be dug using waterproof marker. 

 
b) Encroachment lines must be drawn 300mm parallel to and away from the outer and innermost cable marker lines. 

And as in (a) above these must be drawn to extend at least 300mm beyond the edge of the hole that will be dug. 
 
c) Hand held power tools must not be used below ground level in between the encroachment lines. Hand tools must 

be used for progressive and careful undermining from outside the encroachment lines towards the cable(s). Hand 
power tools must only be used to break up any hard surface, keeping pace with, but not going past the 
undermining. Extreme care must, in particular, be exercised when using power tools above cables already 
exposed by undermining. The use of power tools must stop if at any time the cutting rate quickens, indicating 
softer ground. At all times, attention must be paid to the cable run marker lines outside the edges of the holes. 

 
d) The safe digging procedure in (c) above must be followed until all cable(s) required for work or for identification 

have been located. 
 

e) If all recorded or detected cables inside the digging area have been located then hand held power tools may be 
used below ground level to break up concrete or similar structures, but even then only when site conditions 
render the use of hand tools impractical. 

 
6.5 During excavation, full use must be made of cable locating devices which must be used to assist in establishing the exact 

location of live cables. 
 
6.6 Where exposed cables are likely to be damaged in any way they shall be adequately protected and/or supported. Where in 

the opinion of the person in charge on site it is appropriate, warning notices must be attached to cables e.g. ‘live cable 
exposed above ground level’ or ‘live coiled cables’. 

6.7 Irrespective of the color of the electricity cable it shall be considered as being in a ‘live’ status unless it has been confirmed 
and proven that the cable has been physically isolated or turned off. 

If damage is caused or suspected the following action should be taken at once: 
 

� Remove all personnel from the immediate vicinity 

� Contact  ESP Electricity 01372 587500 or out of hours Emergency contact Number 0800 731 6945 

� Prevent any approach by the public.  

� Assist electricity personnel, Police or Fire Service as requested.  

REMEMBER – IF IN DOUBT; SEEK ADVICE FROM ESP Utilities Group. 

ESP Utilities Group can be contacted at:  

Office Address: Bluebird House, Mole Business Park, Leatherhead, Surrey, KT22 7BA 

Office Tel: 01372 587 500; Fax: 01372 377996 
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PRECAUTIONS TO BE TAKEN WHEN CARRYING OUT WORK IN THE VICINITY OF UNDERGROUND GAS PIPES  

ADVICE TO SITE PERSONNEL 

MANAGEMENT NOTE  

Please ensure that a copy of this note is read by your site management and to your site operatives.  

Early consultation with ESP Utilities Group prior to excavation is recommended to obtain the location of plant and precautions to be 
taken when working nearby. 

This Guidance Note should be read in conjunction with the Health and Safety Executive guidance HSG47 "Avoiding danger from 
underground services". 

 

Introduction  

Damage to ESP Utilities Group’s plant can result in uncontrolled gas escapes which may be dangerous.  In addition these 
occurrences can cause expense, disruption of work and inconvenience to the public.  

Various materials are used for gas mains and services.  Cast Iron, Ductile Iron, Steel and Plastic pipes are the most widely found.  
Modern Plastic pipes are either bright yellow or orange in colour.  

Cast Iron and Ductile Iron water pipes are very similar in appearance to Cast Iron and Ductile Iron gas pipes and if any Cast Iron or 
Ductile Iron pipe is uncovered, it should be treated as a gas pipe.  ESP Utilities Group do not own any metallic gas pipes but their gas 
network infrastructures may be connected to Cast Iron, Ductile Iron or Steel pipes owned by Distribution Network Operators.  

The following general precautions apply to Intermediate Pressure (2-7barg MOP), Medium Pressure (75mbarg-2barg MOP), Low 
Pressure (up to 75mbarg MOP) and other gas mains and services likely to be encountered in general site works and are referred to 
within this document as ‘pipes’.  

Locating Gas Pipes 

It should be assumed when working in urban and residential areas that gas mains and services are likely to be present.  On request, 
ESP Utilities Group will give approximate locations of pipes derived from their records. The records do not normally show the position 
of service pipes but their probable line can be deducted from the gas meter position. ESP Utilities Group’s staff will be pleased to 
assist in the location of gas plant and provide advice on any precautions that may be required.  The records and advice are given in 
good faith but cannot be guaranteed until hand excavation has taken place.  Proprietary pipe and cable locators are available 
although generally these will not locate plastic pipes.  

Safe working Practices  

To achieve safe working conditions adjacent to gas plant the following must be observed: 

Observe any specific request made by ESP Utilities Group’s staff.  

Gas pipes must be located by hand digging before mechanical excavation. Once a gas pipe has been located, mechanical excavation 
must proceed with care.  A mechanical excavator must not in any case be used within 0.5 metre of a gas pipe and greater safety 
distances may be advised by ESP Utilities Group depending on the mains maximum operating pressure (MOP). 

Where heavy plant may have to cross the line of a gas pipe during construction work, the number of crossing points should be kept to 
a minimum. Crossing points should be clearly indicated and crossings at other places along the line of the pipe should be prevented.  

Where the pipe is not adequately protected by an existing road, crossing points should be suitably reinforced with sleepers, steel 
plates or a specially constructed reinforced concrete raft as necessary.  ESP Utilities Group staff will advise on the type of 
reinforcement necessary.  

No explosives should be used within 30 metres of any gas pipe without prior consultation with ESP Utilities Group.  

ESP Utilities Group must be consulted prior to carrying out excavation work within 10 metres of any above ground gas 
installation.  

Where it is proposed to carry out piling or boring within 15 metres of any gas pipe, ESP Utilities Group should be consulted prior to the 
commencement of the works.  

Access to gas plant must be maintained at all times during on site works.  
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Proximity of Other Plant  

A minimum clearance of 300 millimetres (mm) should be allowed between any plant being installed and an existing gas main to 
facilitate repair, whether the adjacent plant be parallel to or crossing the gas pipe.  No apparatus should be laid over and along the 
line of a gas pipe irrespective of clearance.  

No manhole or chambers shall be built over or around a gas pipe and no work should be carried out which results in a reduction of 
cover or protection over a pipe, without consultation with ESP Utilities Group.  

Support and Backfill 

Where excavation of trenches adjacent to any pipe affects its support, the pipe must be supported to the satisfaction of ESP Utilities 
Group and must not be used as an anchor or support in any way.  In some cases, it may be necessary to divert the gas pipe before 
work commences.  

Where a trench is excavated crossing or parallel to the line of the gas pipe, the backfill should be adequately compacted, particularly 
beneath the pipe, to prevent any settlement which could subsequently cause damage to the pipe.  

In special cases it may be necessary to provide permanent support to the gas pipe, before backfilling and reinstatement is carried out. 
Backfill material adjacent to gas plant must be selected fine material or sand, containing no stones, bricks or lumps of concrete, etc., 
placed to a minimum depth of 150mm around the pipes and well compacted by hand. No power compaction should take place until 
300mm of selected fine fill has been suitably compacted.  

If the road construction is in close proximity to the top of the gas pipe, a "cushion" of selected fine material such as sand must be used 
to prevent the traffic shock being transmitted to the gas pipe.  The road construction depth must not be reduced without permission 
from the local Highway Authority.  

No concrete or other hard material must be placed or left under or adjacent to any Cast Iron pipe as this may cause fracture of the 
pipe at a later date.  

Concrete backfill should not be used closer than 300 mm to the pipe.  

Damage to Coating  

Where a gas pipe is coated with special wrapping and this is damaged, even to a minor extent ESP Utilities Group must be notified so 
that repairs can be made to prevent future corrosion and subsequent leakage.  

Welding or "Hot Works"  

When welding or other "hot works" involving naked flames are to be carried out in close proximity to gas plant and the presence of gas 

is suspected, ESP Utilities Group must be contacted before work commences to check the atmosphere.  Even when a gas free 

atmosphere exists care must be taken when carrying out hot works in close proximity to gas plant in order to ensure that no damage 

occurs.  

Particular care must be taken to avoid damage by heat or naked flame to plastic gas pipes or to the protective coating on other gas 
pipes.  

 

Leakage from Gas Mains or Services  
If damage or leakage is caused or an escape of gas is smelt or suspected the following action should be taken at once:  

� Remove all personnel from the immediate vicinity of the escape; 

� Contact the National Gas Emergency Service on: 0800 111 999; 

� Prevent any approach by the public, prohibit smoking, extinguish all naked flames or other source of ignition for at least  
15 metres from the leakage;  

� Assist gas personnel, Police or Fire Service as requested.  

REMEMBER - IF IN DOUBT; SEEK ADVICE FROM ESP UTILITIES GROUP. 

ESP Utilities Group can be contacted at: 

Office Address: Bluebird House, Mole Business Park, Leatherhead, Surrey, KT22 7BA  

Office Tel: 01372 587 500; Fax: 01372 377 996 
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Gigaclear Ltd - Asset Network Plans   

We acknowledge with thanks your request for information regarding the location of our apparatus. 

Please find enclosed plan(s) showing the approximate location known to be in the vicinity of your scheme. Attached 

are conditions and information regarding the Gigaclear Network. Please ensure these details are made available to 

any of your operatives carrying out any works on your behalf. 

Please note that the accuracy of the Gigaclear network cannot be guaranteed, and it is strongly advised that you 

undertake hand dug trial holes prior to commencing any of your works. 

Please contact us using this email address diversions@gigaclear.com for requests for Diversionary Estimates, or for 

queries with the data provided. 

When requesting Diversionary Works estimates please provide as much information as possible eg, Full site address 

including postcode, together with plan & section drawings, brief scope of works and contact details. Any damage 

caused to the Gigaclear apparatus, should be promptly reported to: 

Email: noc@gigaclear.com  

Tel: 01865 591185 

Yours sincerely,  

 

Gigaclear Diversionary Works Team  

diversions@gigaclear.com 
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Enquirer

Name Phone

Company Mobile

Address

Email

Enquiry Details Site Map
Enquiry type

Work category

Work type

Work type buffer*

Start date

End date

Scheme/Reference

Search location

Confirmed location

Site size

Site Contact Name

Site Phone No.

Description of Works
Please note that the above map only displays the 
location of the proposed work site and will not display 
any of the Members’ pipes and cables.  It is imperative 
that this area accurately reflects the proposed work site.

* The WORK TYPE BUFFER is a distance added to your search area based on the Work type you 
have chosen.

Enquiry Confirmation Date of enquiry:

Time of enquiry:

217896/YG

LSBUD Ref: 32343154

06/02/2024

XY= 473149, 167218

Utility Works

Not Supplied

05:01

473155 167252

Mr Ben Evans 01454662086

Not Supplied

Single excavations site (deeper than 1.5m)

05/02/2024

Initial Enquiry

searches.utilitysolutions@atkinsglobal.com

The Hub  Aztec West   Almondsbury Bristol  BS32 4RZ

Atkins - Utility Solutions Not Supplied

772496 metres square

50 metres

06/02/2024

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Affected LSBUD members

(LSBUD Members who have assets registered on LSBUD within the vicinity of your search area.)
Asset Owner Phone/Email Emergency Only Status

ESP Utilities Group 01372227560 01372227560 Await response

Gigaclear Ltd 01865594145 01865591185 Await response

Scottish and Southern Electricity Networks 08000483516 08000727282 Await response

SGN 08009121722 0800111999 Await response

Status explanation

Await Response means that the asset owner will contact you. This is typically by sending the plan response but they may ask for

further information before being able to do so, particularly if any payments or authorisations are required.

Email Additional Info means that the asset owner needs further information about your works to assess your enquiry before

providing a response.  Please provide any details you have available including plans, method statements etc. if available.

Page 1 of 3



Important notices

It is very important that you correctly understand what the service does and the procedures in order for you to work safely.

Please refer to the LSBUD Support Page (www.lsbud.co.uk/linesearchbeforeudig-support) for further guidance.

This information includes how to provide additional information to the LSBUD Members who request it to provide a

response to your enquiry.

Validity and search criteria. The results of this enquiry are based on the confirmed information you entered and are valid only as at

the date and time of the enquiry. It is your responsibility to ensure that the Enquiry Details are correct, and LinesearchbeforeUdig

(LSBUD) accepts no responsibility for any errors or omissions in the Enquiry Details or any consequences thereof. LSBUD Members

update their asset information on a regular basis so you are advised to consider this when undertaking any works. It is your

responsibility to choose the period of time after which you need to resubmit any enquiry but the maximum time (after which your

enquiry will no longer be dealt with by the LSBUD Helpdesk and LSBUD Members) is 28 days. If any details of the enquiry change,

particularly including, but not limited to, the location of the work, then a further enquiry must be made.

Terms and Conditions. Please note that this enquiry is subject always to our standard terms and conditions available at

www.lsbud.co.uk ("Terms of Use") and the disclaimer at the end of this document. Please note that in the event of any conflict or

ambiguity between the terms of this Enquiry Confirmation and the Terms of Use, the Terms of Use shall take precedence.

 

Enquiry Confirmation
LSBUD Ref: 32343154

Date of enquiry:  05/02/2024

Time of enquiry:  05:01

List of not affected LSBUD members
(LSBUD Members who do not have assets registered on the LSBUD service within the vicinity of your search
area.)
Angus Energy AWE Pipeline B & D Energy Limited

Balfour Beatty Investments Limited BOC Limited (A Member of the Linde Group) Box Broadband

BP Exploration Operating Company Limited BPA Cadent Gas

Cambridgeshire County Council Climate Change
and Energy Services

CATS Pipeline c/o Wood Group PSN Cemex

Centrica Storage Ltd CNG Services Ltd Concept Solutions People Ltd

ConocoPhillips (UK) Teesside Operator Ltd D.S.Smith Diamond Transmission Corporation

DIO (MOD Abandoned Pipelines) DIO (MOD Live Pipelines) Drax Power Limited

E.ON UK CHP Limited EDF Energy Renewables Ltd EirGrid

Eleclink Limited Electricity North West Limited Energy Assets Networks

ENI & Himor c/o Penspen Ltd EnQuest NNS Limited EP Langage Limited

ESB CCGT Power station (Carrington Gas
Pipeline)

ESSAR Esso Petroleum Company Limited

euNetworks Fiber UK Ltd EXA Infrastructure Exolum Pipeline System

Fulcrum Electricity Assets Limited Fulcrum Pipelines Limited Gamma

Gas Networks Ireland (UK) Gateshead Energy Company Harbour Energy

Heathrow Airport LTD Humbly Grove Energy IGas Energy

INEOS FPS Pipelines INEOS Manufacturing (Scotland and TSEP) INOVYN ChlorVinyls Limited

INOVYN Enterprises Limited Intergen (Coryton Energy or Spalding Energy) Jurassic Fibre Ltd

Kensa Utilities Last Mile Mainline Pipelines Limited

Manchester Jetline Limited Manx Cable Company Marchwood Power Ltd (Gas Pipeline)

Melbourn Solar Limited MUA Group Limited National Gas Transmission

National Grid Electricity Distribution National Grid Electricity Transmission National Grid Ventures

Neos Networks Northern Gas Networks Limited Northumbrian Water Group

NPower CHP Pipelines NTT Global Data Centers EMEA UK Ltd NYnet Ltd

Ogi Oikos Storage Limited Ørsted

Palm Paper Ltd Perenco UK Limited (Purbeck Southampton
Pipeline)

Petroineos

Phillips 66 Portsmouth Water Premier Transmission Ltd (SNIP)

Redundant Pipelines - LPDA RWE - Great Yarmouth Pipeline (Bacton to Great
Yarmouth Power Station)

RWEnpower (Little Barford and South Haven)

SABIC UK Petrochemicals SAS Utility Services Ltd Scottish Power Generation

Seabank Power Ltd SES Water Shell

Shell NOP SP Energy Networks Spring Fibre Limited

Squire Energy Networks SSE Generation Ltd SSE Transmission

Page 2 of 3



  

Non-LSBUD members (Asset owners not registered on LSBUD)

(The following Non-LSBUD Members may have assets in your search area. It is YOUR RESPONSIBILITY to

contact them before proceeding.

Please be aware this list is not exhaustive and it is your responsibility to identify and contact all asset owners

within your search area.)
Asset Owner Preferred contact method Phone Status

Arelion UK Ltd check-network@arelion.com Not Notified

BT https://www.swns.bt.com/pls/mbe/welcome.home 08000232023 Not Notified

CityFibre asset.team@cityfibre.com 033 3150 7282 Not Notified

Colt plantenquiries@catelecomuk.com 01227768427 Not Notified

Equans nrswa.uk@equans.com 0800 130 3600 Not Notified

GTC https://pe.gtc-uk.co.uk/PlantEnqMembership 01359240363 Not Notified

Lumen Technologies plantenquiries@ocugroup.com 02087314613 Not Notified

Mobile Broadband Network Limited mbnl.plant.enquiries@turntown.com 01212 621 100 Not Notified

Sky UK Limited nrswa@sky.uk 02070323234 Not Notified

Sota sota.plantenquiries@ocugroup.com Not Notified

Thames Water http://www.digdat.co.uk 08450709145 Not Notified

Utility assets Ltd assetrecords@utilityassets.co.uk Not Notified

Verizon Business osp-team@uk.verizonbusiness.com 01293611736 Not Notified

Virgin Media http://www.digdat.co.uk 08708883116 Not Notified

Vodafone osm.enquiries@atkinsglobal.com 01454662881 Not Notified

Wokingham District Council (Structures) Highway.operations@wokingham.gov.uk 01189746000 Not Notified

  

Disclaimer

Please refer to LSBUD's Terms of Use for full terms of use available at www.lsbud.co.uk 
The results of this Enquiry are personal to the Enquirer and shall not be shared with or relied upon by any other party. The asset information on which

the Enquiry results are based has been provided by LSBUD Members, therefore LSBUD will provide no guarantee that such information is accurate or

reliable nor does it monitor such asset information for accuracy and reliability going forward. There may also be asset owners which do not participate

in the enquiry service operated by LSBUD, including but not exclusively those set out above. Therefore, LSBUD cannot make any representation or

give any guarantee or warranty as to the completeness of the information contained in the enquiry results or accept any responsibility for the accuracy

of the mapping images used. LSBUD and its employees, agents and consultants accept no liability (save that nothing in this Enquiry Confirmation

excludes or limits our liability for death or personal injury arising from our negligence, or our fraud or fraudulent misrepresentation, or any other liability

that cannot be excluded or limited by English law) arising in respect thereof or in any other way for errors or omissions including responsibility to any

person by reason of negligence.

Enquiry Confirmation
LSBUD Ref: 32343154

Date of enquiry:  05/02/2024

Time of enquiry:  05:01

SSE Utility Solutions Limited Storengy Tata Communications (c/o JSM Construction
Ltd)

TfL – London Underground HV Cables (Road
Side Cables)

Total Colnbrook Pipelines Total Finaline Pipelines

Transmission Capital Trojan Energy Limited UK Power Networks

Uniper UK Ltd University of Cambridge Granta Backbone
Network

Vattenfall

Veolia ES SELCHP Limited Veolia ES Sheffield Ltd Voneus Limited

VPI Power Limited Wales and West Utilities West of Duddon Sands Transmission Ltd

West Sussex OpenNetwork (Cooperative
National Infrastructure)

Westminster City Council Zayo Group UK Ltd c/o JSM Group Ltd
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Our Ref: Ref shown on map  
 
 
Date of issue: shown on map  
 
 
 
 
 
Dear Customer, 
 
NR & SW ACT 1991 – PROPOSED WORKS AT: **SITE LOCATION**  
 
Prior to commencement of work: For free onsite guidance and accurate up to date location of BT Apparatus  
please contact our Plant Protection Service by the following methods:- 
 
Email the Click Before You Dig Team CBYD@openreach.co.uk 
Visit the Click Before You Dig Website www.openreach.co.uk/cbyd    
  
Thank you for your request of **/**/** describing the above proposals. 
 
Enclosed are copies of our drawings marked up to show the approximate locations of BT apparatus in the 
immediate vicinity of your works.  It is intended for general guidance only.  No guarantee is given of its 
accuracy.   
 
The drawings are valid for 90 days from the date of issue and should not be relied upon after this time period 
has expired. 
 
When planning excavation work or other works near to BT apparatus, please be mindful our apparatus may 
exist at various depths and may deviate from the marked route. 
 
To avoid damage it is recommended that mechanical excavators or borers are not used within 600mm of BT 
apparatus.  If scaffolding is erected, please ensure that our equipment is not enclosed, blocked, covered or 
otherwise obstructed by the scaffolding. 
 
In the event of BT apparatus being in the area of your works we recommend that your plant/vehicle crossing is 
either resited, or apply for a budget estimate by submitting detailed plans to our Network Relocation Team at 
https://www.ournetwork.openreach.co.uk/altering-our-network.aspx 
 
 
Yours faithfully, 
 
 

 
Julie Cullum 
NNHC & MBE Manager  

 
   email: nnhc@openreach.co.uk 
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