Tree Categories

Trees are categorised in accordance with the cascade chart in
Table 1 of the British Standards (BS)5837:2012 Trees in Relation
to Design, Demolition and Construction - Recommendations.

Category 'U' - Trees in such condition that they cannot realistically
be retained as living trees in context of the current land use for
longer than 10 years.

Category 'A' - Trees of high quality with an estimated remaining
life expectancy of at least 40 years.

Category 'B' - Trees of moderate quality with an estimated
remaining life expectancy of at least 20 years.

Category 'C' - Trees of low quality with an estimated remaining life
expectancy of at least 10 years, or young trees with a stem
diameter below 150mm.

Root Protection Area (RPA)

In order to avoid damage to the roots or rooting environment of
retained trees, the RPA should be plotted around each of the
category A, B & C trees. This is a minimum area (m?) which should
be left undisturbed around each retained tree.

The RPA is calculated using the British Standard (BS)5837:2012
Trees in Relation to Design, Demolition and Construction -
Recommendations. The calculated RPA is capped at 707m?, which
is the equivalent to a circle with a radius of 15m.

Tree Survey Report

Please refer to Arbtech Consulting Ltd. Tree Survey Report (TSR)
and Tree Schedule (TS) for full details on all surveyed trees,
hedgerows and major shrub groups.

All trees were surveyed and categorised in accordance with the
guidance as set out in British Standards (BS)5837:2012 Trees in
Relation to Design, Demolition and Construction -
Recommendations.

Utility Apparatus

Underground utility apparatus:

Mechanical trenching for the installation of underground
apparatus and drainage severs any roots present and can change
the local hydrology in a way that adversely affects the health of
trees. For this reason, particular care should be taken in the rout
and methodology of installation for all underground apparatus.
Wherever possible, apparatus should be routed outside of the
RPAs; where this is not possible, it is preferable to keep apparatus
together in common ducts. All inspection chambers should be
sited outside of RPAs.

Where underground apparatus is to pass within the RPAs, detailed
plans showing the proposed route should be drawn up in
conjunction with the Project Arboriculturalist. In such cases
trenchless insertion methods should be used with entry and
retrieval pits being located outside of the RPAs. If this option is not
feasible and providing roots can be retained and protected,
manual excavations using hand held tools (air-spade, folks,
shovels etc.,) or a combination of trenchless and manual
excavations (broken trench) should be used.

Any design and installation must be undertaken in accordance
with National Joint Utilities Guidelines (NJUG).

Above-ground utility apparatus:

Above-ground apparatus (including CCTV cameras and lighting)
should be sited to avoid the need for detrimental tree pruning, as
such the current and future crown size of the tree should be
assessed.

Tree branches can be pruned back with care to provide space,
though it is not appropriate for repetitive and significant tree
works to an initial design solution unless this is a suitable
management outcome for the tree. Any pruning must be
undertaken in accordance with BS3998:2010.

Arboricultural Method Statement

All tree works must be undertaken in accordance with British
Standards. Please refer to the Tree Schedule, Arboricultural
Method Statement & Tree Protection Plan, for full details of all
surveyed trees and how the development maybe implemented
without detriment to retained trees.

Impact: Proposed wall situated within the RPAs of trees T0O3 & T04.
Mitigation: Foundations for the proposed wall are to be designed to
utilise piles supporting an above ground beam/lintel construction.
Pile locations are to be informed with the use of site investigations
and will be relocated to avoid roots in excess of 25mm diameter.
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Impact: Proposed hard surfacing situated within the RPAs of trees
T02, T03, T0O4 & GO1.

Mitigation: The resulting incursions from the proposed hard surfacing
is limited to between 1.5 & 7.2% and located on the peripheral of the
RPAs. It is therefore considered that the use of a standard sub-base
and installation will not have a discernable impact on the longevity of
the retained trees; all required excavations are to be undertaken
manually and under the direct supervision of the Project
Arboriculturist.

Impact: Proposed structure situated within the RPA of tree T17.
Mitigation: The resulting incursion from the proposed structure
is limited to 0.1% and located on the peripheral of the RPA. It is
therefore considered that the use of a standard foundation
design will not have a discernable impact on the longevity of the
retained tree.
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Arboricultural Impacts

Impacts No. of Trees
Trees to be removed 3
Groups / Hedges to be removed (Partial removal) 31
Trees with proposed incursions into the RPAs 4
Groups / Hedges with proposed incursions into the RPAs 1
Trees that require pruning 1
Groups / Hedges that require pruning 0
Trees to be transplanted 0
Groups / Hedges to be transplanted 0
No. Species Proposed Structure | Incursion
T02 Common Laburnum Fence RPA
T02 Common Laburnum Hard landscaping RPA
TO3 Common Oak Wall RPA
TO3 Common Oak Hard landscaping RPA
T04 Common Oak Wall RPA
T04 Common Oak Hard landscaping RPA
T17 Common Oak Outbuilding RPA
GO1 A Group Hard landscaping RPA

Arboricultural Impacts - RPAs (Area)

Incursion
Species
(m?)
T02 Common Laburnum 13.9 0.0 0.0
T02 Common Laburnum 13.9 1.0 7.2
TO3 Common Oak 35.5 1.1 3.1
TO3 Common Oak 355 2.0 5.6
T04 Common Oak 40.7 1.3 3.2
T04 Common Oak 40.7 1.3 3.2
T17 Common Oak 28.3 0.1 0.4
GOo1 A Group 65.3 1.0 15
Tree Work Schedule
Species Works Category
TO1 Plum Remove; grind stump c2
To2 Common Laburnum Srgr\:‘vn reduce southern aspect by co
TO5 Norway Maple Remove; grind stump ca21
TO6 Elm Remove; grind stump U

Partial removal of group as
GO1 A Group indicated on plan (Arbtech AIA 01); ca21
grind stumps

G02 A Group Remove; grind stumps B2
G03 A Group Remove; grind stumps c2
G0o4 A Group Remove; grind stumps c2

Partial removal of group as
G07 A Group indicated on plan (Arbtech AIA 01); B2
grind stumps

Partial removal of hedge as
HO1 A Hedge indicated on plan (Arbtech AIA 01); c2
grind stumps

All tree work is to be undertaken in accordance with British Standards (BS)3998:2010
Tree Work - Recommendations. All arisings's are to be removed and the site left as it was
found. Care is to be taken to ensure that the ground around retained trees does not
become compacted as a result of tree surgery operations. No equipment or vehicles such
as (but not limited to) timber lorries, tractors, excavators, or cranes are to be parked or
driven beneath the crowns of any retained trees to prevent subsequent compaction and
root death.
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All dimensions should be checked on site. No dimensions are to be scaled from this drawing.

Please notify us of any discrepancies found. Arbtech Consulting Ltd. cannot be held responsible for
inaccuracies in the base drawing in which this plan is based.
This drawing is designed to reflect the principles of the layout or design only, and relates only to the
protection of retained trees.
This drawing is not to be read as a definitive part of the engineering or construction designs or method

statement. An architect or structural engineer should be contacted over any matters of construction,
detailing or specification and for any standards or regulatory requirements relating to proposed

structures, hard surfacing or underground services.
This drawing was produced in color - a monochrome copy should not be relied upon.

© Arbtech Consulting Ltd, 2024



AutoCAD SHX Text
EL 62.82

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
RL

AutoCAD SHX Text
65.97

AutoCAD SHX Text
EL

AutoCAD SHX Text
64.34

AutoCAD SHX Text
EL 62.82

AutoCAD SHX Text
RL 68.36

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
EL 64.72

AutoCAD SHX Text
RL 68.24

AutoCAD SHX Text
EL 62.92

AutoCAD SHX Text
RFL 64.81

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
EL 62.70

AutoCAD SHX Text
Hedge Ht 1.50

AutoCAD SHX Text
LLF Ht 1.80

AutoCAD SHX Text
Fence

AutoCAD SHX Text
Changes

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
Hedge Ht 2.00

AutoCAD SHX Text
Bushes

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
LLF Ht 1.20

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
LLF Ht 1.20

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
CLF Ht 1.20

AutoCAD SHX Text
CBF Ht 1.80

AutoCAD SHX Text
No11

AutoCAD SHX Text
OLD BATH ROAD

AutoCAD SHX Text
No9

AutoCAD SHX Text
Undefined

AutoCAD SHX Text
Boundary

AutoCAD SHX Text
EL 62.82

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
RL

AutoCAD SHX Text
65.97

AutoCAD SHX Text
EL

AutoCAD SHX Text
64.34

AutoCAD SHX Text
EL 62.82

AutoCAD SHX Text
RL 68.36

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
EL 64.72

AutoCAD SHX Text
RL 68.24

AutoCAD SHX Text
EL 62.92

AutoCAD SHX Text
RFL 64.81

AutoCAD SHX Text
EL 64.34

AutoCAD SHX Text
No11


	Sheets and Views
	A0 - AIA


