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NOTES

1. DO NOT SCALE THIS DRAWING ON PRINT OR ELECTRONICALLY. WORK FROM

2. No deviation from the details shown on this drawing is allowed without lesis's prior permission
in writing.

3. Read this drawing with all Architects, Service Engineers and lesis's relevant details and
drawings. NB. Setting-out dimensions as per the Architect's drawings take precedence.

4. All work is to be in accordance with the relevant specifications issued by lesis, British Standard
Codes of Practice, Statutory requirements and the Contract Documents.

5. DRAWING STATUS
P : PRELIMINARY - Evolving drawings for approvals,Tenders, Billings, etc.

C : CONSTRUCTION - Fully developed drawings issued under instruction for
construction.

ONLY STATUS C DRAWINGS TO BE USED FOR CONSTRUCTION.

6. SUITABILITY CODE
WORK IN PROGRESS:

S0 - Work in progress
SHARED (NON-CONTRACTUAL):

S1 - For coordination, S2 - For information, S3 - For internal review and comment,
S4 - For construction approval.

DOCUMENTATION (FOR CONTRACTOR PURPOSES):

D1 - For costing, D2 - For Tender, D3 - For contractor design,
D4 - For manufacture / procurement.

CONSTRUCTION:

A - For construction, B - For construction but with comments (i.e. areas in abeyance),
C - Comprehensive revisions required.

Drawing illustrates that travel distance from a point (Max 20m
reversing) down the dead end does not exceed 45m to the
furthest part within the dwelling.

The design criteria for all access road/private drives

[ 8.68 ]
VEHICLE IS TRACKED WITH A
FORWARD SPEED OF 15kph AND
5kph IN REVERSE
l1.52 l 3.81 l
DB32 Fire Appliance NOTES;
Overall Lengt 8.680m
Overall Wid 2.180m
Overall Body Height 3.452m
Min Body Ground Clearance 0.337m
Max Track Width 2121m
Lock to lock time 6.00s
Kerb to Kerb Turning Radius 7.910m

Basin

comprises of the following:

° Minimum width of 3.7m.
. The surface can withstand min 12.5 tonnes.
. A minimum height clearance of 3.7m.

It is assumed that the Fire Service tenders will approach the
plots in a forward gear.
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