
Foraging Hedge Mix
58 No.Cav

115 No.Cmo
86 No.CYDOB
58 No.MAHP
86 No.PRUDom
58 No.PRUSP

115 No.SAMNI

Foraging Hedge Mix
30 No.Cav
60 No.Cmo
45 No.CYDOB
30 No.MAHP
45 No.PRUDom
30 No.PRUSP
60 No.SAMNI

Water Tap
Water Meter pointWater Tap

Foraging Hedge Mix
10 No.Cav
20 No.Cmo
15 No.CYDOB
10 No.MAHP
15 No.PRUDom
10 No.PRUSP
20 No.SAMNI

Foraging Hedge Mix
10 No.Cav
20 No.Cmo
15 No.CYDOB
10 No.MAHP
15 No.PRUDom
10 No.PRUSP
20 No.SAMNI

Foraging Hedge Mix
39 No.Cav
78 No.Cmo
58 No.CYDOB
39 No.MAHP
58 No.PRUDom
39 No.PRUSP
78 No.SAMNI

ManureWoodchip

Native Shrub Mix
25 No.CORSA
25 No.Cav
25 No.Cmo
13 No.ILEAQ
25 No.PRUSP
13 No.Rca

Native Shrub Mix
44 No.CORSA
44 No.Cav
44 No.Cmo
22 No.ILEAQ
44 No.PRUSP
22 No.Rca

Ornamental Grass Mix
4 No. ALL PS
4 No. AQUPLB
7 No.STI CAL
5 No. VERBO
5 No.NEPGIAA
4 No.PITTO
4 No.MaSoftC
4 No.SAJ

Ornamental Grass Mix
5 No. ALL PS
5 No. AQUPLB

10 No.STI CAL
8 No. VERBO
8 No.NEPGIAA
5 No.PITTO
5 No.MaSoftC
5 No.SAJ

Open Space Shrub Mix
8 No.Cal
6 No.CORSTKEG
5 No.Eeu
6 No.MaA
6 No. VIBTIFRW

Open Space Shrub Mix
13 No.Cal
11 No.CORSTKEG

8 No.Eeu
11 No.MaA
11 No. VIBTIFRW

Ornamental Grass Mix
4 No. ALL PS
4 No. AQUPLB
7 No.STI CAL
5 No. VERBO
5 No.NEPGIAA
4 No.PITTO
4 No.MaSoftC
4 No.SAJ

5 No.PITTO
5 No.MaSoftC
5 No.SAJ

Allotment plot sizes
=90sq metres

11 no. tool sheds sat
on concrete slab base

Water  point - galvanised steel
allotment dip tank 1200x610x610
with service box & float tank to be
positioned over the hoggin surface

Notice BoardNotice Board

Ornamental Grass Mix
ALL PS
AQUPLB
STI CAL
VERBO
NEPGIAA
PITTO
MaSoftC
SAJ

Native Bulb Mix
51 No.GALRI
51 No.HyaNoSc

101 No.NARPSE

Open Space Shrub Mix
21 No.Cal
17 No.CORSTKEG
13 No.Eeu
17 No.MaA
17 No. VIBTIFRW

Native Bulb Mix
75 No.GALRI
75 No.HyaNoSc

150 No.NARPSE

Native Bulb Mix
93 No.GALRI
93 No.HyaNoSc

186 No.NARPSE

3 No.MALSTW

3 No.PEAWBC3 No.MALSP

3 No.PRUOP

12 No.CORAV

3 No.PRUSTE

8 No. ACECOLA10-12cm

7 No.CARBETLU10-12cm

2 No.Sar 8-10cm

2 No.Sau8-10cm

2 No.Tc 8-10cm

1 No.Sar 8-10cm

2 No.Pav 8-10cm

1 No.Pav 8-10cm

1 No. ACEPLCS10-12cm

10 No.MORALP10-12cm

3 No.TcGS10-12cm

3 No.CARBET 8-10cm

5 No.BETEDIN

3 No.MISFLAA

5 No.MISFLAA

3 No.MISFLAA

2 No.Tc 8-10cm

3 No.Sau8-10cm

1 No.MAHP 8-10cm
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PLANTING NOTES
All plants to be supplied in accordance with the HTA 'National Plant Specification' and from a HTA certified nursery. All plants and trees to be planted in accordance
with BS3936 and BS8545. Delivery and handling of all plant material to be in accordance with BS4428/JCLI/CPSE Code of Practice for 'Handling and Establishing
Landscape Plants' Parts I, II and III and BS8545.
Planting Pit and Trench Preparation
Tree pits in soft landscape to be excavated to 1mx1mx1m depth prior to topsoiling and all shrub planting areas excavated to 450mm depth. All proposed hedge
planting trenches to be excavated to 600mm depth.Unless otherwise specified, all tree pits in hard landscape to be 2mx2mx1m, backfilled with compacted Urban Tree
Soil.
The preparation of planting pits, bed or trenches shall comply with the appropriate British Standards, namely BS4043, BS4428, BS5837 and BS8545.
Excavation of planting pits, beds or trenches shall not take place when the ground is frozen or waterlogged such that damage may occur to the structure of the soil. All
excavated areas to be backfilled with either site won topsoil or imported topsoil to be BS3882-General purpose grade. All topsoiled areas to be clear of rocks and
rubble larger than 50mm diameter and any other debris that may interfere with the establishment of plants. The Contractor shall break up and cultivate at the base of
the trenches or planting pits. The sides of the trenches or planting pits shall be loosened with a fork or other similar implement. All stones and the like over 75mm in
any dimension, deleterious matter, weeds and weed roots brought to the surface by any cultivation or excavation shall be removed off site.  The Contractor shall
remove off site the excavated subsoil/fill material when preparing planting pits. The imported topsoil should make up any deficiencies caused by the removal of the
subsoil/fill material. Trenches and pits shall have the topsoil and any subsoil/fill material thoroughly broken up and mixed prior to backfilling.
All trees shall be supplied root balled, unless otherwise stated.  Root balled trees shall be well grown, healthy and with a compact, contained rootball.  They shall be
nursery grown and have been regularly watered. Prior to planting, all plant material shall be stored and sorted at in accordance with best practice.
Planting
All plants shall be planted in a random fashion avoiding formal regimented lines at densities indicated in the schedule, unless otherwise specified. Unless otherwise
specified, all hedgerows shall be planted in single rows and hedgerow mixes shall be planted in groups of 7, 9 & 13s at densities indicated on the schedule.
Ornamental shrub planting mixes shall be planted in groups of 5, 7 & 11s and native shrub planting mixes shall be planted in groups of 9, 13 & 15s, with a cane and
protective spiral guard included to all native planting. The selection, procurement, handling, storage and planting operations of all proposed trees shall be in
accordance with BS8545:2014 - Trees: from nursery to independence in the landscape, recommendations.
Planting and associated operations shall comply with BS4043, BS4428, BS5837 and BS8545. Unless otherwise stated planting shall be carried out during the period
of 1 Nov to 31 March when the ground is not frozen or water logged. If planting is required outside this period agreement shall be sought and all bare root plants shall
be substituted with container grown stock.
Provide Bamboo cane support and 'Biodegradeable Spiral Guards' (Green-tech Product code: 160PS1018-PRO) or similar to all native shrubs and hedgerows, young
sapling trees, whips and feather planting, ensuring that the main or terminal bud is protruding out above the top of the spirals.

Watering
All plants shall be watered in to field capacity immediately after planting and mulched with 50mm depth of medium grade crushed mulch. The Contractor shall water
the trees, shrubs and hedges once planted so that the entire tree pit or planted area is moistened to field capacity, i.e. “the amount of water retained by previously
saturated soil once full drainage has ceased". Watering to field capacity shall continue frequently and on a regular basis as considered necessary by the landscape
contractor and as necessary to ensure the successful establishment and continued thriving of all planting. Additional watering shall be undertaken during summer
months and/or periods of drought. Post planting management and maintenance specifically for new tree planting shall include ongoing irrigation and formative pruning
as outlined in BS8545. The period over which regular irrigation required for transplanted trees is likely to be at least two full growing seasons to ensure successful
establishment. As the root system develops the frequency of irrigation can be reduced.
Staking
All trees within soft landscape areas to be double staked with cross bar and tied, using 1.5m long, 75mm diameter rounded tree stakes 75mm brace, rubber tie and
spacer block. Stakes not to extend more than 650mm above ground level. All trees within hardstanding/highways visibility splays to be clear stem to 1.5m high unless
otherwise specified. Trees within hardstanding / specific pits to be underground guyed unless otherwise specifed.
Root Barriers
Root barriers (ReRoot 1000 or equivalent) to be included adjacent to buildings and services where necessary. Landscape contractor shall check all planting operations
comply with appropriate standards and that in the absence of detailed surveys, any necessary underground investigations are undertaken to ensure there are no
conflicts with existing or proposed utilities, services or foundations.
PROTECTION OF EXISTING VEGETATION TO BE RETAINED
Existing trees to be retained shall be protected in accordance with BS5837, from commencement to completion of all works on site.

N.B. All planting proposals including tree planting have been developed in order to create a high quality environment and gain planning consent for the development.
All tree species have been reviewed in line with NHBC guidance (2017) and in the absence of any building foundation depths or detailed soil analysis information for
the site. Where possible only low and moderate water demand species are proposed in close proximity to new buildings. A number of varied cultivars of these species
as well as ornamental species that have a smaller overall mature height (which are not currently assessed within NHBC guidance 2017) are proposed to provide
variety in the scheme and engineer's should consider these locations & species. Where necessary new building foundation depths shall be designed to accommodate
the approved tree species, site specific soil shrinkage and tree water demand in line with NHBC standards 2017 (Chapter 4.2 - Building Near Trees). Planting plans
have been prepared for planning purposes and in the absence of fully detailed ground investigations, geological or hydrological surveys and planting design or species
choice may be subject to change - suitability should be confirmed on site by the landscape contractor. Detailed site specific soil analysis and suitable site drainage
should be checked by landscape contractor to ensure planting can be implemented in accordance with approved drawings prior to implementation.

Proposed Rocks / Boulders
Product: Recumbent Boulders
Cornish Glacial Granite
Supplier: Russell Play
Size: 0.5 -1.5m wide
Weight: 0.5MT - 0.75MT
Product Code: TC1003

KEY:

Site Boundary

Existing Trees

Existing Shrubs

Proposed Mixed Native Hedge
(Caned and Rabbit guards added with 50mm bark mulch)

Proposed Multistem Trees

Proposed Ornamental Hedge
(Initially clipped to 0.5m high and subsequently
maintained at 0.6m high, offset 0.5m from back
of highway boundary with a 0.5m bark mulch
strip)

Proposed Trees
(to be positioned 2m from highway boundary,
5m from street lighting and 1m from kerb edge)

Proposed Feature Shrub

Proposed Ornamental Shrubs
(50mm Bark mulch to be included around planting)

Proposed Premium Grade Turf
(150mm min gravel strip with timber edge to be installed along building edge)

Proposed Bulb Planting
(Scattered Randomly where to be planted)

Proposed Root Barrier
(ReRoot 1000 or equivalent)

Proposed Timber Bench
Hatton Rustic 4 Slat Seat
Supplier: Broxap
Finish: Treated Softwood timber
Size/: L2000mm W580mm H770mm
Root Fixed Length 300mm
Ref: BX17 4055

Proposed Wildflower Mix

EL1 Flowering Lawn Mixture. Sown at 40kg/ha.

Emorsgate EM2 Standard General Purpose Meadow Mixture. Sown at 40kg/ha

Rolawn Medallion Turf Rolls or Similar to plot frontages

Proposed Amenity Grass Seed

Proposed Native Shrub Planting
(50mm Bark mulch to be included around planting)

NB: Decorative Bark mulch to be supplied in 30-40mm chip size and
applied at a depth of 50mm around landscaping to restrict weed
growth and retain moisture.

Proposed WetWildflower Mix
Emorsgate EM8 Meadow Mixture for wetlands. Sown at 40kg/ha

Proposed Orchard Trees

Winchester Open Top Litter Bin
Supplier: Broxap
Size: D535mm H696mm
Capacity: 90 Litres
Code: BX17 4036

A 24.08.2026 Updated to latest layout SP CW

B

B 27.08.2026 Red line and tree sizes revised SP CW
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