
675

IL : 52.50

IL : 52.35

NUMBER OF COURSES OF CLASS B
ENGINEERING BRICKS, CONCRETE BLOCKS,
OR PRECAST CONCRETE TO BE ADJUSTED
ON SITE TO SUIT FINAL GRADED SURFACE

DISTANCE BETWEEN SOFFIT OF PIPE
AND UNDERSIDE OF PRECAST

SECTION TO BE MIN. 50mm

DN1200 STANDARD PCC COVER SLAB
FROM STANTON BONNA OR EQUIVALENT

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT

MORTAR HAUNCHING TO
MH COVER AND FRAME

EGL : 54.15

HYDROPHYLLIC STRIP (SHOWN INDICATIVELY) FROM
HYDROTITE OR EQUIVALENT TO BE INSTALLED

WITH MIN. 50mm CONCRETE COVER (TYP.)

PROPOSED DN300 VC
FOUL SEWER FROM MH01

PROPOSED DN300 VC
FOUL SEWER TO MH04

PROPOSED DN300 VC HIGH
LEVEL OVERFLOW PIPE

IL : 52.48

IL : 52.33

150mm THICK GEN3 SRC CONCRETE SURROUND

HIGH STRENGTH GRANOLITHIC CONCRETE
TOPPING TO BE BROUGHT UP TO A DENSE

SMOOTH FACE NEATLY SHAPED AND
FINISHED TO ALL BRANCH CONNECTIONS

(MIN THICKNESS 20mm)

BLINDING LAYER 75mm THICK
GEN1 GRADE CONCRETE

1200 ID PCC MANHOLE RINGS FROM
STANTON BONNA OR EQUIVALENT

PROPOSED DN300 VC FOUL SEWER

PROPOSED DN300 VC FOUL SEWER

FALL

FALL FALL

CULVERT END WALL

ANNULUS BETWEEN SEWER PIPE AND
CULVERT WALL TO BE SEALED WITH
A SUITABLE WATERTIGHT SEALANT

EGL : 54.25
EGL : 54.29

PROPOSED MH03

675

PROPOSED DN300 VC
FOUL SEWER FROM MH06

PROPOSED MH02

SOUTH CULVERT TANK
2.4m (W) x 1.5m (H) x 36m (L)

EXISTING GROUND LEVEL

IL : 53.70

IL : 52.51

IL : 52.33

1 in 150

1 in 290 1 in 290
FALL

1 in 150

EXISTING GROUND TO BE
RE PROFILED TO ACHIEVE
MIN 0.5m COVER TO TANK

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT

. 225mm TO BARREL OF PIPE

CL : 54.54CL : 54.54
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PROPOSED FOUL WATER SEWER TANK CONNECTION
AND MANHOLES MH01 AND MH02
PLAN AND CROSS SECTION
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P01
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NOT FOR CONSTRUCTION

P01 S2 FOR INFORMATION SM WT LO 12/02/26

ABBREVIATION

DN NOMINAL DIAMETER
VC VITRIFIED CLAY

TW THAMES WATER
MH MANHOLE

DI DUCTILE IRON

1. ALL DIMENSIONS IN MILLIMETRES AND ALL LEVELS IN METRES
ABOVE ORDNANCE DATUM (mAOD) UNLESS SHOWN OTHERWISE.

2. GPR SURVEY AS PER DATA RECEIVED FROM SURVATEC LIMITED
DRAWING NUMBER P26-329 DATED 03/12/25.

3. TOPOGRAPHICAL SURVEY DATA RECEIVED FROM RESERVOIR
AND WATER DRAWING NUMBER 001-A DATED 18/06/24.

4. OS BACKGROUND DATA RECEIVED IN REFERENCE DRAWING BY
AECOM DATED 13/11/25.

5. PARK LANE MANHOLE SURVEY AS PER DATA RECEIVED
DRAWING L795 DATED 02/12/25.

6. SITE TEAM TO VERIFY LOCATION, SIZE AND DEPTH OF ALL
EXISTING ASSETS PRIOR TO ORDERING MATERIALS OR
PROCEEDING WITH CONSTRUCTION. THE DESIGNER SHALL BE
CONTACTED FOR CLARIFICATION IF THE INFORMATION ON SITE
DIFFERS TO THAT PRESENTED ON THE DRAWING.

7. ALL WORKS IN CLOSE PROXIMITY TO TREES SHALL BE
UNDERTAKEN IN ACCORDANCE WITH THAMES WATER BEST
PRACTICE AND NJUG GUIDELINES.

8. IN ACCORDANCE WITH TW STANDARDS ADEQUATE MONITORING
SHALL BE PROVIDED WITHIN MH03 TO MONITOR THE
HYDRO-BRAKE AND STORAGE SOLUTION PERFORMANCE.THE
PROVISION OF NECESSARY CONNECTIONS TO POWER AND
TELEMETRY INTERFACE WITH THAMES WATER'S REGIONAL
SCADA, SHALL BE AS PER TW ASSETS STANDARD
AM-DES-SCADA-F24-SEC10.

9. ALL WORKS TO COMPLY WITH THAMES WATER STANDARDS AND
CESWI 7th EDITION.

10. REFER TO THAMES WATER STANDARD MANHOLE DRAWING
AM-DRG-WWN-02100 AND CLAUSE NUMBERING REFERS TO
SECTOR GUIDANCE APPENDIX C.

11. FOR HYDRO-BRAKE TECHNICAL SPECIFICATIONS AND DETAILS,
PLEASE REFER DRAWING NO OF HYDRO INTERNATIONAL
STANDARD DRAWING NUMBER CHE-0269-4700-1200-4700 –
HYDRO-BRAKE* OPTIMUM

EGL EXISTING GROUND LEVEL

LEGEND
3m CLEARANCE ENVELOPE

EXISTING UTILITIES
FW FOUL SEWER TO BE DECOMMISSIONED

PROPOSED DN1200
MH02 MANHOLE

E : 477493
N: 164937

CL COVER LEVEL
IL INVERT LEVEL
ID INTERNAL DIAMETER

PROPOSED PIPEWORK
EXISTING PIPEWORK

FW FOUL WATER

EXISTING FENCE
EXISTING GROUND

FLOW DIRECTION

MINIMUM WIDTH OF
BENCHING 225mm

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT

STEP RUNGS SEWERAGE SECTOR
GUIDANCE APPENDIX C E2.33

PROPOSED DN300 VC
FOUL SEWER FROM MH01

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

SPIGOT ENDED PIPE
LENGTH 870mm

SOUTH TANK
2.4m (W) x 1.5m (H) x 36m (L)

NORTH TANK
2.4m (W) x 1.5m (H) x 36m (L)

PROPOSED MH06
ACCESS CHAMBER

PROPOSED DN1200 MH03
MANHOLE WITH HYDRO - BRAKE

E : 477495
N : 164940

PROPOSED Ø1200 ID
PCC MANHOLE

150mm THICK GEN3
CONCRETE SURROUND

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT

STEP RUNGS SEWERAGE SECTOR
GUIDANCE APPENDIX C E2.33

MINIMUM WIDTH OF
BENCHING 225mm

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PIPE JOINT WITH CHANNEL TO BE LOCATED
MIN. 100mm INSIDE FACE OF MANHOLE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PROPOSED DN300 VC FOUL
SEWER FROM MH02 TO MH03

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PROPOSED DN300 VC FOUL
SEWER FROM MH03 TO MH04

PROPOSED Ø1200 ID
PCC MANHOLE

150mm THICK GEN3
CONCRETE SURROUND

PROPOSED MH05
ACCESS CHAMBER

HYDRO-BREAK FLOW CONTROL FITTED
WITH PIVOTING BYPASS DOOR AS PER
SUPPLIER DESIGN. REFER NOTE 11

PROPOSED DN300 VC
HIGH LEVEL OVERFLOW PIPE

REFERENCE DRAWING LIST

DRAWING DESCRIPTION DRAWING NO.

PROPOSED FOUL WATER SEWER AND STORM TANKS
SITE LOCATION PLAN L795-IL-XX-101-DR-CE-0100

PROPOSED FOUL WATER SEWER MH01 TO MH04
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0101

PROPOSED FOUL WATER SEWER SOUTH TANK
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0102

PROPOSED FOUL WATER SEWER NORTH TANK
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0103

PROPOSED FOUL WATER SEWER TANK CROSS
SECTIONS AND VENT STACK PROFILE L795-IL-XX-100-DR-CE-0105

STANDARD DETAILS OF MANHOLE MH04 AND
SCHEDULE OF MANHOLES L795-IL-XX-100-DR-CE-0106

PLAN
Scale 1:20

SECTION A
Scale 1:20

PROPOSED ACCESS CHAMBER

A
-

PIPE JOINT WITH CHANNEL TO BE LOCATED
MIN. 100mm INSIDE FACE OF MANHOLE

JOINT TO BE AS CLOSE AS
POSSIBLE TO FACE OF MANHOLE

JOINT TO BE AS CLOSE AS
POSSIBLE TO FACE OF MANHOLE

INTERFACE OF TANK INLET / OUTLET PIPE
CONNECTIONS TO BE IN COMPLIANCE WITH
THE CULVERT MANUFACTURES GUIDANCE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

SPIGOT SOCKET PIPE OF
LENGTH 600mm

PROPOSED 600mm LONG
DN300 ROCKER PIPE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

SPIGOT SOCKET PIPE OF
LENGTH 600mm

SPIGOT SOCKET PIPE OF
LENGTH 600mm

SPIGOT ENDED PIPE
LENGTH 870mm

SPIGOT SOCKET PIPE OF
LENGTH 600mm

SPIGOT SOCKET PIPE
OF LENGTH 400mm

SPIGOT SOCKET PIPE
OF LENGTH 600mm

REFER HOLD POINT 1 REFER HOLD POINT 1

HOLD

REF DESCRIPTION

1 CONNECTING PIPE INVERT LEVEL TBC BY THAMES WATER


	Sheets and Views
	L795-IL-XX-100-DR-CE-0104


