
  CLASS B ENGINEERING BRICKS, CONCRETE BLOCKS,
OR PRECAST CONCRETE COURSES TO BE ADJUSTED

ON SITE TO SUIT FINAL GRADED SURFACE

HIGH STRENGTH GRANOLITHIC CONCRETE
TOPPING TO BE BROUGHT UP TO

DENSE SMOOTH FACE (MIN THICKNESS 20)
BENCHING SLOPE TO 1:30

DISTANCE BETWEEN SOFFIT OF PIPE AND
UNDERSIDE OF PRECAST SECTION TO BE MIN. 50mm

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT
(COVER LEVEL REFER TO NOTE 11)

.

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

MORTAR HAUNCHING TO
MH COVER AND FRAME

675
EGL : 54.30 EGL : 54.25

DN1200 STANDARD PCC COVER SLAB
FROM STANTON BONNA OR EQUIVALENT

1200 ID PCC MANHOLE RINGS FROM
STANTON BONNA OR EQUIVALENT

EXISTING DN300 VC
FOUL SEWER

225mm TO BARREL OF PIPE

BLINDING LAYER 75mm THICK
GEN1 GRADE CONCRETE

SECTION - A
Scale 1:20

HYDROPHYLLIC STRIP (SHOWN INDICATIVELY) FROM
HYDROTITE OR EQUIVALENT TO BE INSTALLED

WITH MIN. 50mm CONCRETE COVER (TYP.)

PROPOSED DN300 VC FOUL
SEWER FROM MH03 TO MH04
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EXISTING GROUND TO BE RE PROFILED
TO ACHIEVE MIN 0.5m COVER TO TANK

.

PROPOSED DN300 VC
HIGH LEVEL OVERFLOW PIPE

150mm THICK GEN3 SRC
CONCRETE SURROUND

LIFTING EYES IN CONCRETE
RINGS TO BE POINTED

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

CL : 54.54

IL : 53.65

IL : 52.30 IL : 52.30
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This drawing has been prepared for the use of AECOM's client. It may not be used, modified,reproduced or
relied upon by third parties, except as agreed by AECOM or as required by law. AECOM accepts no

responsibility, and denies any liability whatsoever, to any party that uses or relies on this drawing without
AECOM's express written consent. Do not scale this document. All measurements must be obtained from the

stated dimensions.
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CURRENT REVISION INFORMATION

DRAFT
NOT FOR CONSTRUCTION

PROPOSED FOUL WATER SEWER STANDARD DETAILS 
OF MH 04 PLAN AND CROSS SECTION 
AND SCHEDULE OF MANHOLE

L795-IL-XX-100-DR-CE-0106

ARBORFIELD FW STRATEGIC GROWTH

ARBORFIELD FW

PALMER PLACE, FINCHAMPSTEAD, WOKINGHAM

WASTE WATER NETWORK

RG40 4PT SU774649 UBR

1:20 A1

P01

S2

60752433

NOT FOR CONSTRUCTION

P01 S2 FOR INFORMATION SM WT LO 12/02/26

ABBREVIATION

DN NOMINAL DIAMETER
VC VITRIFIED CLAY

TW THAMES WATER
MH MANHOLE

DI DUCTILE IRON

1. ALL DIMENSIONS IN MILLIMETRES AND ALL LEVELS IN METRES
ABOVE ORDNANCE DATUM (mAOD) UNLESS SHOWN OTHERWISE.

2. GPR SURVEY AS PER DATA RECEIVED FROM SURVATEC LIMITED
DRAWING NUMBER P26-329 DATED 03/12/25.

3. TOPOGRAPHICAL SURVEY DATA RECEIVED FROM RESERVOIR
AND WATER DRAWING NUMBER 001-A DATED 18/06/24.

4. OS BACKGROUND DATA RECEIVED IN REFERENCE DRAWING BY
AECOM DATED 13/11/25.

5. PARK LANE MANHOLE SURVEY AS PER DATA RECEIVED
DRAWING L795 DATED 02/12/25.

6. SITE TEAM TO VERIFY LOCATION, SIZE AND DEPTH OF ALL
EXISTING ASSETS PRIOR TO ORDERING MATERIALS OR
PROCEEDING WITH CONSTRUCTION. THE DESIGNER SHALL BE
CONTACTED FOR CLARIFICATION IF THE INFORMATION ON SITE
DIFFERS TO THAT PRESENTED ON THE DRAWING.

7. ALL WORKS IN CLOSE PROXIMITY TO TREES SHALL BE
UNDERTAKEN IN ACCORDANCE WITH THAMES WATER BEST
PRACTICE AND NJUG GUIDELINES.

8. IN ACCORDANCE WITH TW STANDARDS ADEQUATE MONITORING
SHALL BE PROVIDED WITHIN MH03 TO MONITOR THE
HYDRO-BRAKE AND STORAGE SOLUTION PERFORMANCE.THE
PROVISION OF NECESSARY CONNECTIONS TO POWER AND
TELEMETRY INTERFACE WITH THAMES WATER'S REGIONAL
SCADA, SHALL BE AS PER TW ASSETS STANDARD
AM-DES-SCADA-F24-SEC10.

9. ALL WORKS TO COMPLY WITH THAMES WATER STANDARDS AND
CESWI 7th EDITION.

10. REFER TO THAMES WATER STANDARD MANHOLE DRAWING
AM-DRG-WWN-02100 AND CLAUSE NUMBERING REFERS TO
SECTOR GUIDANCE APPENDIX C.

11. COVER LEVEL TO BE MATCHED TO FINAL GRADED SURFACE.

EGL EXISTING GROUND LEVEL

LEGEND

EXISTING UTILITIES
FW FOUL SEWER

CL COVER LEVEL
IL INVERT LEVEL
ID INTERNAL DIAMETER

PROPOSED PIPEWORK

EXISTING PIPEWORK

FW FOUL WATER

EXISTING GROUND

FLOW DIRECTION

MH04 PLAN
Scale 1:20

PROPOSED Ø1200 ID PCC MANHOLE

150mm THICK GEN3
CONCRETE SURROUND

PROPOSED DN1200
MH04 MANHOLE
E : 477502
N: 164945

PROPOSED DN300 VC FOUL
SEWER FROM MH03 TO MH04

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

EXISTING DN300 VC
FOUL SEWER

675 x 675 D400 MH ACCESS COVER
FROM WREKIN OR EQUIVALENT

STEP RUNGS SEWERAGE SECTOR
GUIDANCE APPENDIX C E2.33

PIPE JOINT WITH CHANNEL TO
BE LOCATED MIN. 100mm INSIDE

FACE OF MANHOLE

MINIMUM WIDTH OF BENCHING 500mm

EXISTING FOUL SEWER
MANHOLE TO BE

DECOMMISSIONED
CL: 54.19
IL: 52.30

EXISTING TREE

EXISTING DN300 VC
FOUL SEWER TO BE
DECOMMISSIONED

SCALE 1:20

0 400 800 1200 1600 2000mm

REFERENCE DRAWING LIST

DRAWING DESCRIPTION DRAWING NO.

PROPOSED FOUL WATER SEWER AND STORM TANKS
SITE LOCATION PLAN L795-IL-XX-101-DR-CE-0100

PROPOSED FOUL WATER SEWER MH01 TO MH04
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0101

PROPOSED FOUL WATER SEWER SOUTH TANK
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0102

PROPOSED FOUL WATER SEWER NORTH TANK
PLAN AND LONGITUDINAL SECTION L795-IL-XX-100-DR-CE-0103

PROPOSED FOUL WATER SEWER TANK CONNECTION AND
MANHOLES MH01 AND MH02 PLAN AND CROSS SECTION L795-IL-XX-100-DR-CE-0104

PROPOSED FOUL WATER SEWER TANK CROSS SECTIONS
AND VENT STACK PROFILE L795-IL-XX-100-DR-CE-0105

A
-

MANHOLE SCHEDULE

MANHOLE
REFERENCE &
CO-ORDINATES

 CHAINAGE
(m)

NODE
DETAIL

COVER
LEVEL
(mAOD)

INVERT LEVEL @ MH CHAMBER CONSTRUCTION ACCESS COVER

A B C X CONDITION
DIMENSION

(mm) TYPE
CLEAR

OPENING
(mm)

TYPE

MH01
E: 477499
N: 164933

CH:00.00m

REFER
NOTE 11

DN300
52.37 - - DN300

52.37 NEW Ø1200 PCC 1B  675 x 675 D400

MH02
E: 477493
N: 164937

CH:07.20m DN300
52.35

DN300
52.50 - DN300

52.35 NEW Ø1200 PCC 1B  675 x 675 D400

MH03
E: 477495
N: 164940

CH:11.00m DN300
52.33

DN300
52.48

DN300
53.70

DN300
52.33 NEW Ø1200 PCC 1B  675 x 675 D400

MH04
E: 477502
N: 164945

CH:20.22m DN300
52.30 - DN300

53.70
DN300
52.30 NEW Ø1200 PCC 1B  675 x 675 D400

A

X

B

A

X

A

B X

A

X

FW FOUL SEWER TO BE DECOMMISSIONED

C

C

SPIGOT SOCKET PIPE
OF LENGTH 600mm

JOINT TO BE AS CLOSE AS
POSSIBLE TO FACE OF MANHOLE

PROPOSED 600mm LONG
DN300 VC ROCKER PIPE

SPIGOT SOCKET PIPE
OF LENGTH 600mm
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