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Proposed Site Plan

393293-JMP-XX-00-DR-L-P-5004

FOR PLANNING 

10/01/25 JMPAH0 XX

accordance with BS 5837:2012.
1. All works within existing trees root protection area to be in 
Note:

KEY

PATTERN / SYMBOL DESCRIPTION

PLANNING APPLICATION BOUNDARY

NEW REALIGNED SECURITY FENCE LOCATION

Asphalt 

P4: VEHICULAR SURFACE

EXISTING MEADOW PLANTING

Wildflower meadow seed mixture

EXISTING TREES TO BE RETAINED

EXISTING TREE TO BE RELOCATED (Young trees)

RELOCATED TREE

EXISTING PLANTING TO BE RETAINED

EXISTING FENCE TO BE REALIGNED

PROPOSED TREE

PROPOSED MEADOW PLANTING

Wildflower meadow seed mixture

P1: SHARED SURFACE

Cast in-situ concrete, brushed finish

TREE SCHEDULE

SYMBOL LATIN NAME
NAME
COMMON 

(MM)
HEIGHT

FORM
HEIGHT
C/STEM

QTY.

AC

AG

SA

SC

QR

Acer campestre Field Maple MIN. 3500 (extra-heavy)
Standard

MIN. 2000 8

Alnus glutinosa Alder MIN. 4500 (extra-heavy)
Standard

MIN. 2000 9

Salix alba White Willow MIN. 4500 (extra-heavy)
Standard

MIN. 2000 1

Salix cinerea Grey Willow MIN. 2500 (light)
Standard

MIN. 1000 1

Quercus robur Oak MIN. 2500 (light)
Standard

MIN. 1000 4

NEW C
UTBUSH A

CCESS
 ROAD

SHINFIELD STUDIOS

 TO SUIT PROPOSED NEW LEVELS
 SURROUNDING PAVING RE-SITED

SMOKING SHELTER &

INTO SURROUNDING LEVELS
GRADING OF SOIL FEATHERED 

 INTO SURROUNDING LEVELS
GRADING OF SOIL FEATHERED

 AT A HIGHER LEVEL
 AT THE SAME LOCATION IN PLAN BUT

 DRAINAGE CHANNEL TO BE PROVIDED
 TO BE REMOVED. NEW LINEAR

EXISTING LINEAR DRAINAGE CHANNEL

2 No. AG

2 No. QR

1 No. SA

1 No. SC

4 No. AC

1 No. AG

1 No. AG

2 No. QR

1 No. AG

2 No. AG

2 No. QR

4 No. AG

4 No. AC

Smooth-stalked Meadow-grassPoa pratensis20
Smaller Cat's-tailPhleum bertolonii4

Meadow Barley (w)Hordeum secalinum1
Slender-creeping Red-fescueFestuca rubra24

Crested DogstailCynosurus cristatus16
Quaking Grass (w)Briza media1

Sweet Vernal-grass (w)Anthoxanthum odoratum3
Meadow Foxtail (w)Alopecurus pratensis1

Common BentAgrostis capillaris10
Common nameLatin name%

Grasses
20

Wild Red CloverTrifolium pratense0.1
DandelionTaraxacum officinale0.1

Ragged RobinSilene flos-cuculi - (Lychnis flos-cuculi)0.5
Pepper SaxifrageSilaum silaus0.5
Yellow RattleRhinanthus minor2
Meadow ButtercupRanunculus acris1.5
SelfhealPrunella vulgaris2
CowslipPrimula veris1

Ribwort PlantainPlantago lanceolata1.2
Birdsfoot TrefoilLotus corniculatus0.4

Oxeye DaisyLeucanthemum vulgare0.5
Rough HawkbitLeontodon hispidus0.3

Meadow VetchlingLathyrus pratensis0.5
Lady's BedstrawGalium verum3.5
MeadowsweetFilipendula ulmaria1
Common KnapweedCentaurea nigra3.7

BetonyBetonica officinalis - (Stachys officinalis)1
YarrowAchillea millefolium0.2

Common nameLatin name%

Proposed Meadow Planting

and NBS Clauses Q30, Q31 and Q35
- Maintenance in line with seed supplier's recommendations 

such as large stones and free of deep ruts or ridges.
later stage the finished surface should be free of obstructions 
without leaving impressions. As the area will be mown at a 
The finished seedbed should be firm enough to walk on 

to produce a fairly fine, firm surface.
debris and alleviate compaction, then rake or harrow and roll 
-Cultivate the soil to sufficient depth, removing all rubbish and 

to be avoided. 
before sowing of seed mix. Non selective residual herbicides 
- Thorough ground preparation to eliminate perennial weeds 

Note:

E3: UPSTAND KERB 

PCC upstand kerb

PROPOSED GATE

E1: KERB 

PCC flush kerb
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