
M

M

M

M

M

M

M

M

MM

M

M

M

M

M

M

M

M

M

M

M

M

M

MM

M

M
M

M

M

59.90

59.80

59.70

59.50

59.40

59.30

59.20

59.10

59.00

58.90

58.80

58.60

58.50

58.40

58.30

58.20

58.10

58.00

57.90

57.80

57.70

57.60

57.50

57.40

57.30

57.20

57.10

57.00

56.90

56.80

56.70

56.60

56.50

56.40

56.30

56.20

56.10

56.00

55.90

55.80

55.70

55.60

55.50

55.40

55.30

55.20

55.10

55.00

55.00

55.10

55.20

55.30

55.40

55.40

55.30

55.20

55.10

55.00

54.90

54.80

54.70

54.60

54.50

54.40

54.30

54.20

54.10

54.00

54.30

54.20

54.10

54.00

53.90

53.80

53.70

53.60

53.50

53.40

53.30

53.20

53.10

53.00

52.90

52.80

52.70

52.60

52.50

52.40

58.80

58.70

58.50

58.40

58.30

58.10

58.00

57.90

57.80

57.60

57.50

57.40

57.30

57.20

57.10

57.00

56.80

56.70

56.60

56.50

56.40

56.30

56.20

56.00

55.90

55.80

55.70

55.60

55.50

55.40

55.30

55.20

55.10

55.00

54.90

54.80

54.70

54.60

54.50

54.40

56.00

55.90

55.80

55.70
55.60

55.50

55.40

55.30

55.20

55.10

55.00

54.90

54.80

54.70

54.60

54.50

54.40

54.30

54.20

54.10

54.00

53.90

53.80

53.70

53.60

53.50

53.40

53.30

53.20

53.10

53.00

52.90

52.80

52.70

52.60

52.50

52.40

52.30

52.20

52.10

52.00

51.90

51.80

51.70

51.60

51.50

51.40

51.30

51.20

51.10

51.00

50.90

50.80

50.70

50.60

50.50

55.10

55.00

54.
80

54
.70

54.
60

54
.40

54
.20

54
.00

53
.90

53
.80

53
.70

53
.60

53
.50

53
.40

53
.30

53
.20

53
.00

52
.90

52
.80

52
.70

52
.60

52.
50

52.
30

52.10

52.00

51.90

51.80

51.70

51.60

51.
50

51
.40

51
.30

51
.20

51
.10

51
.00

53.20

53.20

53.10

53.00

52.90

52.80

52.70

52.60

52.50

52.40

52.30

52.20

52.10

52.00

51.90

51.9052.0052.1052.2052.30

52
.40

Surface water flood routing
To accomodate 775 l/s overland flow

Bunded Gully manhole
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Existing interception ditch

Overflow flood routing
Subject to detailed design

Offsite flood routing
Overflow weir: 775 l/s

Set approx. 50mm below top of bank
Subject to detail design

Offsite flood routing
Overflow weir: 775 l/s

Set approx. 50mm below top of bank
Subject to detail design

Earth bund to intercept
overflow from existing ditch

Exceedence flow into existing ditch

· Topographical Survey provided by Croudace, ref.
ENC/020524/3336-S1

· Site layout by Croudace, ref. DES/0203/101
· Tree survey by Croudace, ref. SJA TPP 25033-041
· Proposed Levels by Croudace, ref. 0203-RM-01
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Legend
Indicative site boundary

Proposed attenuation basin with 300mm freeboard.
Max bank gradient 1:3.

Category B RPA

Category C RPA

Tree Protection Area - No development of any kind within this area

Permanently wetted pond

Category U RPA

Proposed swale check dam

Proposed Flex MSE headwall

Proposed backdrop

New Adoptable Surface Water Manhole (size and construction may
vary), to be built in accordance with Sewers for Adoption 6th Edition

New Adoptable Foul Manhole (size and construction may vary), to be
built in accordance with Sewers for Adoption 6th Edition

New Adoptable Foul Sewer to be constructed in accordance with
Sewers for Adoption 6th Edition

New Adoptable Surface Water Sewer to be constructed in accordance
with Sewers for Adoption 6th Edition

New Foul Sewer Rising Main

Proposed surface water headwall

Top of water level in basin

Proposed swale with depth of 0.5m. Max bank gradient 1:3.

Perforated pipe (size as shown)

Overflow weirs

Indicative overland route of exceedance flood flows

Indicative overland route of offside flood flows

Existing ground contours51.50

Offsite area draining towards the site (impermeable)

Offsite area draining towards the site (30% permeable)
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General Notes
1. Where this drawing has been issued in electronic .dwg format, it has

been done so in good faith.  JNP Group do not take any
responsibility for any inaccuracies in the electronic data, which
should be checked against the paper (or .pdf) drawing issue. Any
apparent discrepancies should be immediately reported to JNP
Group. The electronic .dwg file should not be assumed to be to scale
and should not be used for 'overlaying', setting out or checking of any
third party information. All dimensions should be taken from the
paper (or .pdf) version of the drawing. Electronic drawings may
contain third party information. JNP Group take no responsibility for
this information, which should be checked against the originators
paper drawing(s).

2. All dimensions are millimetres (mm), and levels are in metres (m)
unless noted otherwise and should be checked on site prior to
construction/fabrication.

3. Do not scale from this drawing. Only figured dimensions are to be
relied upon. Don't hesitate to get in touch with JNP Group if
additional information is required.

4. Any discrepancies between drawings of different scales and between
drawings and specifications, where appropriate, to be reported to
JNP Group for decision.

5. Copyright reserved. This drawing may only be used for The Client
and location specified in the title block. It may not be copied or
disclosed to any third party without the prior written consent of JNP
Group.

6. This drawing should only be used for construction if the drawing
status is "A4 - Approved/Stage Complete". JNP Group takes no
responsibility for construction works undertaken to drawings that are
not marked with this status.

jnpgroup

P01 25/08/2026 First issue KK/RSH/RSH

P02 26/08/2026 Update to site layout KK/RSH/RSH

The details on this drawing have been prepared on
the assumption that a competent contractor will be

carrying out the works. If the contractor(s) considers
that there is insufficient Health and Safety

information on this drawing, this should immediately
be brought to the attention of the designer.

Health & Safety Note
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