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1.0 INTRODUCTION 

Paddock Geo Engineering Limited (PGE) were instructed by Kevin McManus; the Client, to undertake 
an Intrusive Ground Investigation in relation to the redevelopment at the subject site referred as 7a 
The Ridgeway, Woodley, Reading, RG5 3QD. 

1.1 Terms of Reference 

• BS 5930:2015 Site Investigation Code of Practice 

• BS EN 1997-2, Eurocode 7. Geotechnical design. Ground investigation and Testing 

• BS EN ISO 22475 Series (1-3), Geotechnical investigation and testing. Sampling methods and 
groundwater measurements.  

• NHBC Standards Chapter 4.2 2006, Building Near Trees 

• TRL Laboratory Report 1132:1984 – The Structure of Bituminous Road, Appendix C Table C1 

• BS 5930:1999+A2:2010 Site Investigation Code of Practice 

• BS EN 1997-2, Eurocode 7. Geotechnical design. Ground investigation and testing 

• BS EN ISO 22475 Series (1-3), Geotechnical investigation and testing. Sampling methods and 
groundwater measurements.  

• NHBC Standards Chapter 4.2 2006, Building Near Trees 

• BRE412 1996 Desiccation in Clay Soils 

• BRE240 1993 Low Rise Buildings on Shrinkable Clay Soils: Part 1  

• BRE241 1990 Low Rise Buildings on Shrinkable Clay Soils: Part 2 

1.2 Objectives 

The objectives of the Ground Investigation for the site comprised the following elements: 

• An Intrusive Investigation 

• A Geotechnical Appraisal 

o In situ CBR determinations 
o Soil Infiltration Testing 

The scope of work was discussed and agreed with the Client prior to commencement. The 
investigation was carried out in order to provide data on the sub-soil characteristics of the site, the 
groundwater regime and also to recover samples for geotechnical and geochemical laboratory testing. 
This data was employed to derive a ground model for the site and a geotechnical appraisal including 
foundation design criteria and also, assess the infiltration properties of the near surface strata and 
determine feasibility of soakaways design if applicable. 
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2.0 THE SITE 

2.1 Site Description 

The site is located within a residential setting on the southern outskirts of the Woodley, approximately 
5.6km southeast of the Reading town centre and c.5.80km northwest of Wokingham town centre. The 
site comprises a rectangular parcel of land, generally level currently occupied by a masonry 
construction residential garage on the northern area and 2no. wooden outbuildings on the southern 
area. 

The site is bounded by wooden fences to the east, south and west sides while the north boundary 
fronts the public highway. The surrounding area is predominantly residential in character in all 
directions. Access to the site is gained directly off The Ridgeway. 

A Site Location Plans and an Aerial Photograph are presented in Appendix A. 

2.2 Proposed Development 

The proposed development scheme is understood to comprise the demolition of the existing garage 
on the northern portion of the site and the construction of 1no. detached two-storey 3- bedroom 
dwelling partially located on the previous building footprint along with private rear gardens and front 
parking area. 

The proposed development plan is presented within the Appendix A. 

2.3  Tree Locations 

No arboricultural reports or tree surveys were available at the time of writing to confirm the species 
and height of trees on site that may be within influencing distance of the proposed structures. 
However, based on site observations and a review of satellite imagery, numerous mature and semi-
mature trees are present within the southern portion of the site with additional mature and semi-
mature trees on the adjoining property to the west, adjacent to the western boundary. 

2.4 Previous Ground Investigations 

PGE are not aware of any intrusive ground investigation or contamination risk assessment being 
carried out on the subject site previously. 

3.0 GEOTECHNICAL DESK STUDY SUMMARY  

A full Preliminary Geotechnical Desk Study and Risk Assessment was outside the scope of this report, 
however, salient geological and historical data for the site has been sourced from freely available 
sources and this data is summarised in the following sections. 

3.1 Geology and Hydrogeology 

Information on the underlying geology at the site has been obtained from the British Geological Survey 
(BGS) relevant map sheet and the BGS Geology Viewer. 



 

Report on behalf of Kevin McManus 
P25-281gi_v3 - 7a The Ridgeway, Woodley, Reading, RG5 3QD 

Page 3 of 18 

The geological maps indicate that the site is underlain by the River Terrace Deposit, a sedimentary 
superficial deposit comprising sand and gravel formed between 2.588 million years ago and the 
present during the Quaternary period. 

The bedrock underlying the site is indicated to be London Clay Formation a sedimentary bedrock 
comprising Clay, Silt and Sand formed between 56 and 47.8 million years ago during the Palaeogene 
period. 

Geological mapping by the BGS shows the surface expression of local geology, typically within the top 
1.2m of the surface. As such the soils encountered at depth may vary from those shown on the 
mapping. 

4.0 INTRUSIVE INVESTIGATION FIELDWORKS 

An intrusive investigation was designed to establish the ground conditions beneath the site in relation 
to the development of a Ground Model for the proposed development. The works were also employed 
to gather geotechnical data to derive geotechnical design parameters.    

The main fieldworks were carried on 26th September 2025 and comprised the forming of 4no. 
boreholes (WS01 – WS04) to a targeted depth of 5.00m below ground level (bgl) using a percussion 
liner sampling rig to determine the ground conditions and carry out in-situ soil strength testing. It 
should be noted that the borehole WS01, WS02 and WS04 were terminated at a depth between 2.00m 
and 3.00m bgl due to refusal onto impenetrable dense strata. 

A supplementary borehole (WS101) was drilled on 10th January 2026 to a targeted depth of 3.00m bgl, 
using a percussion liner sampling rig to enable the installation of a groundwater monitoring well.   

Additionally, 2no. trial pits (SA1-SA2) were formed with infiltration testing carried out to the BRE365 
methodology.  

The exploratory positions were located with reference to the proposal development plan provided by 
the Client’s Engineer and in open and accessible locations identified as being clear of buried services, 
following a Cable Avoidance Tool (CAT) survey and a review of available underground service plans. 

Standard Penetration Tests (SPTs), as described in BS EN ISO 22476-3:2005+A1:2011, were undertaken 
in all boreholes at approximate 1.00m intervals during drilling to give an indication of the in-situ 
strength/density profile of the encountered material.  

Hand Vane shear tests were undertaken where suitable fine-grained arisings were encountered, and 
the result are provided in the borehole logs.   

The depths of the exploratory positions, sample details, strata descriptions and comments on the 
groundwater conditions are detailed on the logs, which are presented in Appendix B along with an 
Exploratory Point Location Plan. 

Further to this, 4no. TRL DCP tests were also carried out in areas designated as proposed access road 
and parking spaces. The testing was carried out in general accordance with the Section 6 of the 
Highways Agency document CS229 (2020) and Appendix F of the TRL technical document ORN18 
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MADE GROUND  

The Made Ground was encountered within exploration points WS03, WS04 and SA2 from surface level 
to depths between 0.20m and 0.40m bgl and it is confined to the northern area of the site, in front of 
the existing garage, and is interpreted as hardstanding build-up associated with the garage driveway.  

These soils can be generally described either as dark grey very gravelly fine to coarse SAND with gravel 
composed of fine to medium subangular to subrounded quartzite, brick and tarmac; or as olive grey 
slightly gravelly slightly organic sandy silty CLAY with gravel composed of fine to medium subangular 
to subrounded quartzite and rare brick and ash fragments. 

RIVER TERRACE DEPOSIT 

The superficial River Terrace Deposit soils were encountered with all exploratory points below the 
Topsoil or Made Ground to the proven depths between 1.70m and 3.00m bgl. These deposits has been 
shown to be notable variable both horizontally and vertically, with significant variation in terms of 
grain size and basal depth. It can generally be divided into three main subunits, with generally 
gradational and not always clearly defined contacts, and described as: 

- Firm orange brown slightly gravelly sandy silty CLAY with gravel composed of fine to coarse 
subangular to subrounded quartzite. This subunit is present within all the exploration point 
except SA1 to proven depth between 0.50m and 2.00m bgl.  

- Medium dense orange brown slightly silty SAND and GRAVEL. Sand is fine to coarse. Gravel is 
fine to coarse subangular to rounded quartzite. These soils were encountered within the 
central and southern area of the site and extend to max depth between 0.90m and 1.10m bgl. 

- Medium dense orange brown clayey silty fine to medium SAND with occasional grey CLAY 
pockets gradually becoming with depth medium dense to dense yellow brown slightly silty 
fine to medium SAND. This subunit is present within explorations point WS01 and WS04 to 
proven depth of 3.00m bgl. 

The boreholes WS01, WS02 and WS03 were terminated at depth between 2.00m and 3.00m bgl due 
to refusal onto dense River Terrace Deposit. 

LONDON CLAY FORMATION  

The bedrock soils of the London Clay Formation were encountered directly below the superficial River 
Terrace Deposit only within exploratory point WS03 to the proven depth of 5.00m bgl. It can generally 
be described as firm to stiff brown mottled orange brown to grey brown slightly sandy silty CLAY.  

ROOTS 

Frequent to occasional rootlets were observed within the Topsoil within all exploration point WS01, 
WS02 and SA1 during the ground investigation to a maximum depth of 0.20m bgl. 
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5.0 FOUNDATION DESIGN CRITERIA  

5.1 Geotechnical Laboratory Testing 

Representative samples were sent to an external UKAS accredited laboratory following visual 
assessment and logging of the borehole arisings.   

The testing programme was designed to classify the properties of the encountered soils and to 
determine the chemistry of the soil in relation to the design of buried concrete. 

5.1.1 Atterberg Limits 

Atterberg Limit determinations were carried out on a total of 5no. fine-grained soil samples recovered 
from the River Terrace Deposit and London Caly Formation. The results are presented in Appendix D. 

The soils tested have been assessed for their volume change potential (VCP) in accordance with NHBC 
Standards Chapter 4.2 and are detailed in the table below. 

Table 4: Atterberg Limits Testing Exploratory 
Point and 
Strata 

Depth (m
) 

Natural 
M

oisture 
Content (%

) 

Liquid Lim
it 

(%
) 

Plastic Lim
it 

(%
) 

Plasticity 
Index (%

) 

%
 Passing 

0.425m
m

 

NHBC 
M

odified 
Plasticity 
Index 

NHBC Volum
e 

Change 
Potential 

WS01 (RTD) 2.00 15.0 28 19 9 100 9 Non-Shrinkable 
WS01 (RTD) 2.50 15.4 24 17 7 100 7 Non-Shrinkable 
WS03 (RTD) 1.50 16.5 32 14 18 83 15 Low 
WS03 (LCF) 2.50 24.1 64 25 39 100 39 Medium 
WS04 (RTD) 1.50 15.3 27 17 10 98 10 Low 

RTD River Terrace Deposit 
LCF London Clay Formation 

The determinations on fine-grained samples of the River Terrace Deposit soils have Modified Plasticity 
Indices ranging between 7% and 10%, classifying them variable from Non shrinkable to Low VCP 
employing the NHBC classification scheme.  

The single determination on fine-grained sample of the bedrock of the London Clay Formation soils 
have Modified Plasticity Index of 39%, classifying them as Medium VCP employing the NHBC 
classification scheme.  

Given the variable basal depth of the River Terrace deposit overlying the bedrock soils of the London 
Clay Formation with Medium VCP, the site should be conservatively classified as having Medium VCP 
for worst-case design purposes, in accordance with the guidance provided within the NHBC Standards 
classification scheme.  
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5.2 In-Situ Testing 

Standard Penetration Testing (SPT) was carried out at 1.0m centres within the Window Sample 
boreholes.  The SPT values are presented with the Exploratory Point Logs in Appendix B. 

The SPT ‘N’ values within the superficial fine grained River Terrace Deposit soils return values between 
12 and 16 (Firm to Stiff), indicating corresponding soil strengths of between 60kPa and 80kPa 
employing the correction by Stroud and Butler, 1975 for soils with a PI<40%.   

The SPT ‘N’ values within the superficial coarse grained River Terrace Deposit soils return values 
between 29 and >50 indicating soils with relative density variable between Medium Dense to Very 
Dense.   

The SPT ‘N’ values within the fine-grained bedrock of the London Clay Formation soils return values 
between 22 and 34 (Stiff to Very Stiff), indicating corresponding soil strengths of between 110kPa and 
170kPa employing the correction by Stroud and Butler, 1975 for soils with a PI<40%.   

Soil strength testing was undertaken in the field employing Hand Shear Vane (HSV) testing carried out 
where appropriate within the intact Window Sample boreholes soils that were identified to be 
predominantly fine grained. The HSV test results are presented with the Borehole Logs presented in 
Appendix B.  

The Hand Shear Vane results within the boreholes at depth comprised between 0.70m and 1.50m bgl 
on fine-grained River Terrace Deposit soils ranging between 15kPa and 140kPa indicating soils ranging 
from Very Low to High strength. In contrast, HSV results within fine-grained London Clay Deposit soils 
ranging between 80kPa and 130kPa indicating soils with High strength. 

6.0 ENGINEERING EVALUATION 

6.1 Introduction 

The proposed development scheme is understood to comprise the demolition of the existing garage 
on the northern portion of the site and the construction of 1no. detached two-storey 3- bedroom 
dwelling partially located on the previous building footprint along with private rear gardens and front 
parking area. 

The proposed development plan is presented within the Appendix A. 

From a geotechnical viewpoint this is deemed to be a Ground Investigation Report (GIR) as set out in 
BS EN 1997:2. Therefore, this report does not constitute a Geotechnical Design Report as defined in 
section 2.8 of BS EN 1997-1:2004+A1:2013 ‘Eurocode 7 – Geotechnical Design – Part 1: General Rules’ 
and in particular will exclude assessment of lifetime actions to buildings from geotechnical influences. 

6.2 Foundation Design Considerations  

The geology beneath the site generally indicated Topsoil or Made Ground overlying the superficial 
River Terrace Deposit overlying the bedrock of the London Clay Formation. 
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The Topsoil was encountered within exploration points WS01, WS02 and SA1 from surface level to 
depths of 0.20m bgl. 

The Made Ground was encountered within exploration points WS03, WS04 and SA2 from surface level 
to depths between 0.20m and 0.40m bgl and it is confined to the northern area of the site, in front of 
the existing garage, and is interpreted as hardstanding build-up associated with the garage driveway. 

The superficial River Terrace Deposit soils were encountered with all exploratory points below the 
Topsoil or Made Ground to the proven depths between 1.70m and 3.00m bgl. These deposits has been 
shown to be notable variable both horizontally and vertically, with significant variation in terms of 
grain size and basal depth. It can generally be divided into three main subunits, with generally 
gradational and not always clearly defined contacts, and described as: 

- Firm orange brown slightly gravelly sandy silty CLAY with gravel composed of fine to coarse 
subangular to subrounded quartzite. This subunit is present within all the exploration point 
except SA1 to proven depth between 0.50m and 2.00m bgl.  

- Medium dense orange brown slightly silty SAND and GRAVEL. Sand is fine to coarse. Gravel is 
fine to coarse subangular to rounded quartzite. These soils were encountered within the 
central and southern area of the site and extend to max depth between 0.90m and 1.10m bgl. 

- Medium dense orange brown clayey silty fine to medium SAND with occasional grey CLAY 
pockets gradually becoming with depth medium dense to dense yellow brown slightly silty 
fine to medium SAND. This subunit is present within explorations point WS01 and WS04 to 
proven depth of 3.00m bgl. 

The boreholes WS01, WS02 and WS03 were terminated at depth between 2.00m and 3.00m bgl due 
to refusal onto dense River Terrace Deposit. 

The bedrock soils of the London Clay Formation were encountered directly below the superficial River 
Terrace Deposit only within exploratory point WS03 to the proven depth of 5.00m bgl. It can generally 
be described as firm to stiff brown mottled orange brown to grey brown slightly sandy silty CLAY.  

Groundwater was not encountered within any of the boreholes to the maximum depth investigated 
of 5.00m bgl. It should be noted that groundwater levels may vary seasonally and with other 
factors.  The reviewer should satisfy themselves with the groundwater levels at the time of any 
construction works.  

Frequent to occasional rootlets were observed within the Topsoil within all exploration points during 
the ground investigation to a maximum depth of 0.20m bgl. 

Given the variable basal depth of the River Terrace deposit overlying the bedrock soils of the London 
Clay Formation with Medium VCP, the site should be conservatively classified as having Medium VCP 
for worst-case design purposes, in accordance with the guidance provided within the NHBC Standards 
classification scheme.  

A single Particle Size Distribution (PSD) tests undertaken on composite sample recovered from the 
River Terrace Deposit soils at depth between 0.80m and 2.00m bgl indicating a gravel content of 56%, 
sand content of 32% and silt and clay content of 12% 
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The SPT ‘N’ values within the superficial fine grained River Terrace Deposit soils return values between 
12 and 16 (Soft to Stiff), indicating corresponding soil strengths of between 60kPa and 80kPa 
employing the correction by Stroud and Butler, 1975 for soils with a PI<40%.   

The SPT ‘N’ values within the superficial coarse grained River Terrace Deposit soils return values 
between 29 and >50 indicating soils with relative density variable between Medium Dense to Very 
Dense.   

The SPT ‘N’ values within the fine-grained bedrock of the London Clay Formation soils return values 
between 22 and 34 (Stiff to Very Stiff), indicating corresponding soil strengths of between 110kPa and 
170kPa employing the correction by Stroud and Butler, 1975 for soils with a PI<40%.   

The Hand Shear Vane results within the boreholes at depth comprised between 0.70m and 1.50m bgl 
on fine-grained River Terrace Deposit soils ranging between 15kPa and 140kPa indicating soils ranging 
from Very Low to High strength. In contrast, HSV results within fine-grained London Clay Deposit soils 
ranging between 80kPa and 130kPa indicating soils with High strength. 

6.3 Foundation Options Discussion 

Conventional foundations, such as spread and isolated pads, placed into soft and/or variable soils are 
generally subjected to increased risk of settlement, especially differential settlement. Therefore, it is 
not recommended that foundations be placed into the Topsoil. 

Although no final structural loading or finished floor level (FFL) information was available at the time 
of reporting, it is assumed that site levels will remain largely unchanged. Based on the ground 
conditions encountered and assuming typical low to medium-rise residential loading, shallow 
foundations may be considered suitable across the site. 

Due to the variable nature of the River Terrace Deposit soils in terms of basal depth, strength and 
grainsize overlying the more uniform bedrock soils of the London Clay Formation with Medium VCP 
and with reference to NHBC Standards Chapter 4.2, conventional shallow spread foundations (strips / 
pads) should be bearing at minimum depth of 1.25m bgl in areas outside the zone of influence of any 
trees. However, given the high variability of the River Terrace Deposit across of the proposal dwelling 
footprint, adequate Engineer designed foundation reinforcement is recommended given the potential 
for foundation stress bulbs interacting with incompressible sand and gravel horizons, causing point 
loading and possible significant differential settlement. Foundations should also be deepened locally 
to bypass any possible ground disturbance induced by removal of existing footings of the former 
garage foundations. 

Alternatively, if conventional foundation are considered not suitable or offer insufficient bearing 
capacities, a raft foundation may be considered across the entire structure, offering a robust solution 
capable of accommodating variable ground conditions and differential settlement by distributing 
structural loads over a larger area, and given that the shallow Clay of the River Terrace Deposit have 
been classified as having a worst case of Low VCP, any raft foundation should be designed to 
accommodate potential seasonal tree influence (considered a feasible risk presented by the trees to 
the west in the adjoining properties). 
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reassessment. Any roots, organic matter, and in particular any ‘soft/loose’ or otherwise unsuitable 
material encountered at the founding depth should be removed prior to pouring of any concrete. 

6.4.2 Piled Foundations 

In the event that the assessed minimum foundation depths are too deep for conventional foundations, 
or the bearing capacities derived above not be sufficient for the proposed development then 
consideration of alternative foundation solutions such as piles may provide the required improvement 
in bearing capacities. 

A deep borehole with attendant sampling, testing and supplementary ground investigation report will 
be required to provide a further range of geotechnical parameters and to assist structural engineer 
and piling contractor with the piled foundation design. The advice of a specialist piling contractor 
should be sought who can provide an assessment of the suitability of their piles. 

6.4.3 Soil Volume Change Assessment 

No arboricultural reports or tree surveys were available at the time of writing to confirm the species 
and height of trees on site that may be within influencing distance of the proposed structures. 
However, based on site observations and a review of satellite imagery, numerous mature and semi-
mature trees are present within the southern portion of the site with additional mature and semi-
mature trees on the adjoining property to the west, adjacent to the western boundary. 

The location, type and distance of the trees to the proposed foundations should be taken into account 
in determining the founding depths given the Medium volume change potential of the shallow natural 
Clay and foundation depths increased where necessary. Additional guidance is provided in NHBC 
Standards and also in BRE Digests 298 and 412. 

Given the worst case of Medium VCP encountered on site a detailed assessment should be carried out 
using the data within this report once a dedicated tree survey has been submitted and a final 
development plan has been produced by the scheme foundation design Engineer.  This will allow a 
detailed reassessment of the required minimum foundation depths for the proposed development.  

Where foundations lay outside the zone of influence of any trees, a worst-case minimum foundation 
depth of 1.25m bgl is recommended to be considerate of restrictive new planting given the worst case 
Medium VCP soils encountered beneath the site.    

6.4.4 Shallow Excavations 

Excavations should be readily achieved within the near surface soils using conventional plant. 

All the exploration points formed remained stable during and after the completion. 

Groundwater was not encountered within any of the other exploration points to the maximum depth 
investigated of 5.00m bgl. Subsequent groundwater monitoring identified groundwater within the 
boreholes WS101 at depths ranging from 0.81m and 2.85m bgl. Given the observed variability and 
shallow groundwater levels in certain locations, localised groundwater ingress into excavations should 
be anticipated, particularly during periods of prolonged rainfall therefore, appropriate temporary 
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drainage or dewatering measures may be required during construction. However, it should be noted 
that groundwater tables can fluctuate seasonally and can vary rapidly during inclement weather. As 
such, the reviewer should satisfy themselves with the groundwater levels at the time of any 
construction works.  

Foundation excavations should not be left exposed to the elements for long periods of time, in order 
to avoid softening/loosening the natural River Terrace Deposit. If it is not possible for foundation 
concrete to be poured immediately after excavation, either the bases of the excavations could be 
protected with a blinding layer of concrete or the last 150mm of soil could be left in place and removed 
only when concreting is about to start. 

It is recommended that foundation excavations should be inspected by a suitably qualified Engineer. 
For foundation purposes, any soft, organic or otherwise unfavourable materials should be removed 
and replaced with suitably compacted granular fill or mass concrete. 

At no time should any excavations be entered by personnel without correct shoring and only after an 
assessment of whether the task can be completed without entry to the excavation has been 
completed. 

6.4.5 Ground Floor Slabs 

Where fine-grained material is present below proposed floor slabs, then the use of ground bearing 
floors is not recommended for movement sensitive structures as detailed in Section 5.1 of the NHBC 
Standards.  

6.5 Sub-Surface Concrete 

The Design Sulphate Class was relatively consistent beneath the site and with a worst-case Design 
Sulphate Class of DS-1 for all soils. 

A worst case Aggressive Chemical Environment for Concrete (ACEC) site classification is AC-1s 
assuming static groundwater. 

7.0 SURFACE WATER SOAKAWAYS AND SOIL PERMEABILITY 

Infiltration testing was carried out within 2no. trial pits (SA1 and SA2) to the BRE365 methodology to 
allow an estimated infiltration factor. 

The trial pits were formed to depth between 1.00m and 1.70m bgl and filled with between c. 0.50m 
and 0.58m of water at the base to limit the water used and trial pit instability.  

Three infiltration cycle were carried out within the trial pit SA1. 

The infiltration tests was terminated party way through the first cycle within trial pits SA2 due to low 
infiltration rate and lack of water movement over a period of c.3 hrs. 

The results are presented in Appendix D and are summarised in the table below. 

Table 9: Infiltration Factors 
Trial Pit Soil Tested Infiltration Factor (ms-1) 
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The DCP results indicate the shallow Made Ground within all the locations to be but well compacted 
with values ranging between 22% and 41%. The DCP result were also quite variable within the deeper 
strata with values between 5% and 68% for the deeper second layer.  

The TRL Laboratory Report 1132 – The Structure of Bituminous Road, Appendix C Table C1 allows an 
estimate of CBR value based on soil equilibrium suction index for fine grained soils.  Based upon the 
laboratory testing on the shallow natural fine-grained soils encountered at shallow depths, a CBR value 
of between 1.5% and 7% can be employed dependent upon the groundwater table and the prevailing 
conditions at the time of construction. 

Therefore, given the above results a conservative initial design CBR value of 3% is considered 
appropriate across the site assuming a formation level in excess of c. 0.50m bgl onto natural River 
Terrace Deposit. Where roadways are designed to bear onto Made Ground soils, then an initial CBR 
value of 1% should be employed due to inherent variability of such deposits.   

It is recommended that the values above are confirmed with Plate Load testing at detailed design 
stage.   
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CERTIFICATION 

This report is produced for the sole use of the Client, and no responsibility of any kind, whether for 
negligence or otherwise, can be accepted for any Third Party who may rely upon it.   

The conclusions and recommendations given in this report are based on our understanding of the 
future plans for the site and based on a scope of works agreed by the Client and afforded by the agreed 
budget.  No responsibility is accepted for conditions not encountered, which are between exploratory 
points or outside of the agreed scope of work or if construction is commenced before regulatory 
approval of designs. 

If the future plans for the site are changed, such as the site is developed for a more or less sensitive 
use, then a different interpretation might be appropriate. 

The report has been prepared generally following the guidelines and principles established in the 
British Standards, BS5930:1999+A2:2010, BS 10175:2011, entitled ‘Investigation of Potentially 
Contaminated Sites – Code of Practice’ and the DEFRA/EA Contaminated Land Reports CLR7 and CLR8.  

It necessarily relies on the co-operation of other organisations and the free availability of information 
and total access.  No responsibility can, therefore, be accepted for conditions arising from information 
that was not available to the investigating team as a result of information being withheld or access 
being denied. 

This report may suggest an opinion on a suspected configuration of strata or conditions between 
exploratory points and below the maximum depth of investigation. However, this is for guidance only 
and no liability can be accepted for its accuracy. Comments on the groundwater conditions are based 
on observations made at the time of the investigation unless otherwise stated.  It should be noted, 
however, that groundwater levels might vary due to seasonal or other effects. 

It should be noted that this report is based solely on the samples collected in the borehole locations 
investigated. During the works and following general site clearance, should the sub-soil conditions in 
other areas of the site appear to be inconsistent with those found in the areas sampled then this 
geotechnical appraisal and site contamination assessment may need to be reviewed. 

This report is prepared and written in the context of the proposals stated in the introduction to this 
report and it should not be used in a differing context.  Furthermore, new information, improved 
practices and changes in legislation may require an alteration to the report in whole or in part after 
its submission.  Therefore, with any changes in circumstances, or after one year from the date of the 
report, the report should be referred back to Paddock Geo Engineering Limited for re-assessment 
(and, if necessary, for an estimate for the cost of such). 

The copyright of this report and any associated plans and documents prepared by Paddock Geo 
Engineering Limited is owned by them and should not be reproduced, published or adapted, in whole 
or part, without their written consent.   
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APPENDIX A – MAPS AND PLANS  

Site Location Plan 

Proposed Development Plans 
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APPENDIX B – GROUND INVESTIGATION DATA 

Exploratory Point Location Plan 

Borehole Logs 

Trial Pit Logs  

Sitework Photographs 
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1:25 AB P25-281.SA1

7a The Ridgeway, Woodley, Reading, RG5 3QD

Kevin McManus
P25-281

SA1
Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Logged in accordance BS5930:2015+A1-2020

Trial Pit

Dimensions

Water
Depth
(m)

Field Records

Remarks

Scale (approx) Logged By Figure No.

Excavation Method

3 tonne excavator 
0.35 x 1.40

(0.20)
Grass over dark brown very clayey gravelly SAND with 
frequent rootlets. Gravel is fine to medium subangular 
subrounded flint. (TOPSOIL)  0.20

(0.70)

Light orange brown slightly clayey SAND and GRAVEL. 
Sand is fine to coarse. Gravel is fine to coarse subangular 
subrounded flint. (RIVER TERRACE DEPOSIT)

  0.90
(0.10) Soft light orange brown sandy gravelly CLAY. Gravel is fine 

to medium subangular subrounded flint. (RIVER TERRACE 
DEPOSIT)

  1.00

Complete at 1.00m

Trial pit stable upon completion
No groundwater encountered
Trial pit backfilled with arising
Infiltration test carried out to the BRE365 methodology

0.90 B

1/1
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7a The Ridgeway, Woodley, Reading, RG5 3QD

Kevin McManus
P25-281

SA2
Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Logged in accordance BS5930:2015+A1-2020

Trial Pit

Dimensions

Water
Depth
(m)

Field Records

Remarks

Scale (approx) Logged By Figure No.

Excavation Method

3 tonne excavator 
0.35 x 2.00

(0.20)
Madeground gravel over dark brown very clayey gravelly 
SAND. Gravel is fine to medium subangular subrounded 
flint and brick. (MADE GROUND)  0.20

(1.50)

Firm grey mottled orange brown sandy gravelly CLAY. 
Gravel is fine to coarse subangular to subrounded flint and 
chalk. (RIVER TERRACE DEPOSIT)

  1.70
Complete at 1.70m

Trial pit stable upon completion
No groundwater encountered
Trial pit backfilled with arising
Infiltration test carried out to the BRE365 methodology

1.60 D

1/1
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Figure No.

P25-281.WS01

1:25 EA

7a The Ridgeway, Woodley, Reading, RG5 3QD

Kevin McManus
P25-281

WS01
Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Dimensions

Water
Depth
(m)

Field Records

Excavation Method

Percussion Liner Rig

Logged in accordance BS5930:2015+A1-2020

(0.20)
Grass onto dark grey organic gravelly clayey fine to coarse 
SAND with frequent rootlets. Gravel is fine to coarse 
subangular to subrounded quartzite. (TOPSOIL)  0.20

(0.30)
Firm brown to orange brown gravelly sandy CLAY. Gravel is 
fine to medium subangular to rounded quartzite. (RIVER 
TERRACE DEPOSITS)

  0.50

(0.60)

Medium dense orange brown slightly silty SAND and 
GRAVEL. Sand is fine to coarse. Gravel is fine to coarse 
subangular to rounded quartzite. (RIVER TERRACE 
DEPOSITS)

  1.10

(0.20)
Firm orange brown slightly gravelly sandy silty CLAY. 
Gravel is fine to coarse subangular to subrounded 
quartzite. (RIVER TERRACE DEPOSITS)

  1.30

(1.70)

Medium dense orange brown clayey silty fine to medium 
SAND with occasional grey CLAY pockets. (RIVER 
TERRACE DEPOSITS)

  3.00
Complete at 3.00m

No groundwater encountered
Borehole stable upon completion
Borehole backfilled with arising
Borehole terminated at 3.00m depth due to refusal

0.40 D

0.80 D

1.00-1.45 SPT N=29 6,8/6,7,9,7

1.50 D

2.00-2.45 SPT N=27 4,4/6,6,6,9
2.00 D

2.50 D

3.00-3.45 SPT N=59 8,12/13,14,16,16
3.00 D

1/1
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P25-281.WS02

1:25 EA
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Kevin McManus
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WS02
Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Dimensions

Water
Depth
(m)

Field Records

Excavation Method

Percussion Liner Rig

Logged in accordance BS5930:2015+A1-2020

(0.20)
Grass onto dark grey organic gravelly clayey fine to coarse 
SAND with frequent rootlets. Gravel is fine to coarse 
subangular to subrounded quartzite. (TOPSOIL)  0.20

(0.30)
Firm, dessicated, brown to orange brown slightly gravelly 
sandy CLAY. Gravel is fine to medium subangular to 
rounded quartzite. (RIVER TERRACE DEPOSITS)

  0.50

(0.50)

Medium dense orange brown slightly silty SAND and 
GRAVEL. Sand is fine to coarse. Gravel is fine to coarse 
subangular to rounded quartzite. (RIVER TERRACE 
DEPOSITS)

  1.00

(0.60)

Stiff orange brown mottled grey slightly sandy silty CLAY 
with occasional subrounded quartzite up to coarse gravel 
size. (RIVER TERRACE DEPOSITS)

  1.60

(0.40)

Stiff to very stiff orange brown sandy gravelly CLAY. Gravel 
is fine to coarse subangular to rounded quartzite. (RIVER 
TERRACE DEPOSITS)

  2.00
Complete at 2.00m

No groundwater encountered
Borehole stable upon completion
Borehole backfilled with arising
Borehole terminated at 2.00m depth due to refusal

0.40 D

0.90 D

1.00-1.45 SPT N=15 2,3/3,4,4,4

1.50 HSV 72kPa
1.50 D

2.00-2.39 SPT 50/237 10,14/18,21,11
2.00 D

1/1
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WS03
Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Dimensions

Water
Depth
(m)

Field Records

Excavation Method

Percussion Liner Rig

Logged in accordance BS5930:2015+A1-2020

(0.20)
Dark grey very gravelly fine to coarse SAND. Gravel is fine 
to medium subangular to subrounded quartzite, brick and 
tarmac. (MADE GROUND)  0.20

(0.20) Olive grey slightly gravelly slightly organic sandy silty CLAY. 
Gravel is fine to medium subangular to subrounded 
quartzite and rare brick and ash fragments. (MADE 
GROUND)

  0.40

(1.30)

Soft becoming firm with depth orange brown to brown 
slightly sandy silty CLAY with occasional subrounded 
quartzite up to coarse gravel size. (RIVER TERRACE 
DEPOSITS)

  1.70

(3.30)

Firm to stiff brown mottled orange brown to grey brown 
slightly sandy silty CLAY. (LONDON CLAY FORMATION)

  5.00

No groundwater encountered
Borehole stable upon completion
Borehole backfilled with arising
Borehole terminated at 5.00m depth

0.50 D

0.70 HSV 15.6kPa

0.90 HSV 67.6kPa

1.00-1.45 SPT N=12 2,3/3,3,3,3
1.00 D

1.50 HSV 62.4kPa
1.50 D

1.90 HSV 80.6kPa

2.00-2.45 SPT N=22 2,2/3,5,6,8

2.50 HSV 130kPa
2.50 D

2.90 HSV 127.4kPa

3.00-3.45 SPT N=34 4,5/6,8,10,10

3.50 HSV 127.4kPa
3.50 D

3.90 HSV 130kPa

4.00-4.45 SPT N=25 4,4/5,7,6,7

4.50 D

1/1
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Number

26/09/2025

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved

Dimensions

Water
Depth
(m)

Field Records

Excavation Method

Percussion Liner Rig 

Logged in accordance BS5930:2015+A1-2020

(0.30)

Dark grey very gravelly fine to coarse SAND. Gravel is fine 
to medium subangular to subrounded quartzite, brick and 
tarmac. (MADE GROUND)

  0.30

(1.70)

Firm orange brown slightly gravelly sandy silty CLAY. 
Gravel is fine to coarse subangular to subrounded 
quartzite. (RIVER TERRACE DEPOSITS)

  2.00

(0.80)

Medium dense orange brown clayey silty fine to medium 
SAND with occasional grey CLAY pockets. (RIVER 
TERRACE DEPOSITS)

  2.80

(0.20)
Medium dense to dense yellow brown slightly silty fine to 
medium SAND. (RIVER TERRACE DEPOSITS)

  3.00
Complete at 3.00m

No groundwater encountered
Borehole stable upon completion
Borehole backfilled with arising
Borehole terminated at 3.00m depth due to refusal

0.50 D

1.00-1.45 SPT N=16 3,4/4,4,4,4
1.00 D

1.50 D

2.00-2.45 SPT N=31 6,7/8,7,8,8
2.00 D

2.50 D

3.00-3.39 SPT 50/239 10,12/20,22,8

1/1
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APPENDIX C – GEOTECHNICAL DATA 

Geotechnical Laboratory Testing Results 

Geochemical Laboratory Testing Results 

  





TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

16/10/2025

Schedule Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1 Target Date

Scheduled By Paddock Geo Engineering

Bore 
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No.

Type
Sample 
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Top 
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Sample Remarks

WS01 D - 2.00 1 1

WS01 D - 2.50 1 1

1+WS02+WS04D PSD1 0.80 1

WS03 D - 1.50 1 1 1

WS03 D - 2.50 1 1

WS04 D - 1.50 1 1

5 5 1 1 End of ScheduleTotals
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

(m) (%)

WS01 2.00 D - 15.0 Mottled bluish grey and orangish brown sandy silty CLAY.

WS01 2.50 D - 15.4
Mottled bluish grey and yellowish brown sandy silty CLAY with occasional orange 

staining.

WS03 1.50 D - 16.5
Firm mottled bluish grey and orangish brown slightly gravelly slightly sandy silty CLAY. 

Gravel is fine to medium angular to sub rounded chert.

WS03 2.50 D - 24.1
Very stiff closely fissured mottled bluish grey and yellowish brown CLAY with rare 

decayed roots and calcareous aggregations.

WS04 1.50 D - 15.3
Mottled bluish grey and orangish brown slightly gravelly slightly sandy silty CLAY. Gravel 

is fine to medium angular to sub angular chert.

Remarks to Include: Sample disturbance, loss of moisture, variation from test procedure, location and origin of test specimen within original sample, oven drying 

temperature if not 105-110C

Method of Test: BS EN ISO: 17892-1: 2014+A1:2022
Type of Sample Key: U = Undisturbed, B = Bulk, D = Disturbed, J = Jar, W = Water, SPT = Split Spoon Sample, C = Core Cutter

Comments:

Description Remarks

Method Of Preparation: BS EN ISO: 17892-1: 2014+A1:2022

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

SUMMARY OF WATER CONTENT

Borehole 

/Pit No.

Depth Type Ref.
Water 

Content

www.soilpropertytesting.com Page 3 of 11



TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Method
Ret'd 

0.425mm

Corr'd 

W/C 

Curing 

Time

(m) (%) (%) (%) (%) (%) <0.425mm (hrs)

WS01 2.00 D - 15.0 28 19 9 -0.44
From 

Natural
0 (A) 28

Mottled bluish grey and orangish brown 

sandy silty CLAY.
CL

WS01 2.50 D - 15.4 24 17 7 -0.23
From 

Natural
0 (A) 28

Mottled bluish grey and yellowish brown 

sandy silty CLAY with occasional orange 

staining.

CL

WS03 1.50 D - 16.5 32 14 18 0.14
Wet 

Sieved
17 (M) 19.9* 27

Firm mottled bluish grey and orangish 

brown slightly gravelly slightly sandy silty 

CLAY. Gravel is fine to medium angular to 

sub rounded chert.

CL

WS03 2.50 D - 24.1 64 25 39 -0.02
From 

Natural
0 (A) 28

Very stiff closely fissured mottled bluish 

grey and yellowish brown CLAY with rare 

decayed roots and calcareous aggregations.

CH

WS04 1.50 D - 15.3 27 17 10 -0.17
From 

Natural
2 (A) 28

Mottled bluish grey and orangish brown 

slightly gravelly slightly sandy silty CLAY. 

Gravel is fine to medium angular to sub 

angular chert.

CL

Table Notation: Ret'd 0.425mm: (A) = Assumed, (M) = Measured

Method of Test: BS EN ISO: 17892-1: 2014+A1:2022 & BS 1377: Part 2:1990:3.2, 4.4, 5.3, 5.4
Type of Sample Key: U = Undisturbed, B = Bulk, D = Disturbed, J = Jar, W = Water, SPT = Split Spoon Sample, C = Core Cutter

Comments: *Corrected water content assume material greater than 0.425mm is non-porous. See BS1377: Part 2: 1990 Clause 3 Note 1. 

Method Of Preparation: BS EN ISO: 17892-1: 2014+A1:2022 & BS 1377: Part 2:1990:4.2

Class

Liquid 

Limit

Plastic 

Limit

Plasti-

city 

Index

Liquid-

ity 

Index

Sample Preparation

Description

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

SUMMARY OF WATER CONTENT, LIQUID LIMIT, PLASTIC LIMIT, PLASTICITY INDEX AND LIQUIDITY INDEX

Borehole 

/Pit No.

Depth Type Ref.
Water 

Content

www.soilpropertytesting.com Page 4 of 11



TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Plasticity Chart BS5930: 2015: Figure 8

Method of Test: BS1377: Part 2: 3.2, 4.4, 5.3, 5.4

Type of Sample Key: U = Undisturbed, B = Bulk, D = Disturbed, J = Jar, W = Water, SPT = Split Spoon Sample, C = Core Cutter

Comments: Volume Change Potential: NHBC Standards Chapter 4.2 Unmodified Plasticity Index
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Method of Preparation: BS 1377: Part 2: 1990: 4.2

PLOT OF PLASTICITY INDEX AGAINST LIQUID LIMIT USING 

CASAGRANDE CLASSIFICATION CHART

Plasticity

Low Medium High Very High Extremely High

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Type Reference

(Ip)

Plasticity Chart BS5930: 2015: Figure 8

Method of Preparation:

Method of Test:

Type of Sample Key:

Comments:

M=SILT

Liquid Limit %

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 4.2

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 3.2, 4.4, 5.3, 5.4

U=Undisturbed, B=Bulk, D=Disturbed, J=Jar, W=Water, SPT=Split Spoon Sample, C=Core Cutter

Plasticity Index 

%
M

ed
iu

m
Lo

w

Derived Activity Not analysed

C=CLAY

H
ig

h

N
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B
C

 V
o

lu
m

e 
C

h
an

ge
 P

o
te

n
ti

al

Curing time 28 hrs Clay Content Not analysed

Sample retained 2mm sieve (Assumed) 0 % NHBC Modified (I'p) n/a

Corrected water content for material passing 0.425mm Liquidity Index -0.44

Sample retained 0.425mm sieve (Assumed) 0 % Plasticity Index 9 %

Method of preparation From natural Plastic Limit 19 %

PREPARATION Liquid Limit 28 %

m (W)  %

WS01 2.00 D - 15.0 Mottled bluish grey and orangish brown sandy silty CLAY.

Borehole 

/ Pit No.
Depth Sample

Water 

Content Description Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

DETERMINATION OF WATER CONTENT, LIQUID LIMIT AND PLASTIC LIMIT AND 

DERIVATION OF PLASTICITY INDEX AND LIQUIDITY INDEX
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Type Reference

(Ip)

Plasticity Chart BS5930: 2015: Figure 8

Method of Preparation:

Method of Test:

Type of Sample Key:

Comments:

M=SILT

Liquid Limit %

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 4.2

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 3.2, 4.4, 5.3, 5.4

U=Undisturbed, B=Bulk, D=Disturbed, J=Jar, W=Water, SPT=Split Spoon Sample, C=Core Cutter

Plasticity Index 

%
M

ed
iu

m
Lo

w

Derived Activity Not analysed

C=CLAY
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C
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Curing time 28 hrs Clay Content Not analysed

Sample retained 2mm sieve (Assumed) 0 % NHBC Modified (I'p) n/a

Corrected water content for material passing 0.425mm Liquidity Index -0.23

Sample retained 0.425mm sieve (Assumed) 0 % Plasticity Index 7 %

Method of preparation From natural Plastic Limit 17 %

PREPARATION Liquid Limit 24 %

m (W)  %

WS01 2.50 D - 15.4
Mottled bluish grey and yellowish brown sandy silty CLAY with 

occasional orange staining.

Borehole 

/ Pit No.
Depth Sample

Water 

Content Description Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

DETERMINATION OF WATER CONTENT, LIQUID LIMIT AND PLASTIC LIMIT AND 

DERIVATION OF PLASTICITY INDEX AND LIQUIDITY INDEX
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Type Reference

(Ip)

Plasticity Chart BS5930: 2015: Figure 8

Method of Preparation:

Method of Test:

Type of Sample Key:

Comments:

M=SILT

Liquid Limit %

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 4.2

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 3.2, 4.4, 5.3, 5.4

U=Undisturbed, B=Bulk, D=Disturbed, J=Jar, W=Water, SPT=Split Spoon Sample, C=Core Cutter

Corrected water content assume material greater than 0.425mm non-porous. See BS1377: Part2: 1990 Clause 3 Note 1

Volume Change Potential: NHBC Standards Chapter 4.2 Unmodified Plasticity Index

Note: Modified Plasticity Index I'p = Ip x (% less than 425microns/100)

Plasticity Index 

%
M

ed
iu

m
Lo

w

Derived Activity Not analysed

C=CLAY

H
ig

h

N
H

B
C

 V
o

lu
m

e 
C

h
an

ge
 P

o
te

n
ti

al

Curing time 27 hrs Clay Content Not analysed

Sample retained 2mm sieve (Measured) 12 % NHBC Modified (I'p) 15 %

Corrected water content for material passing 0.425mm 19.9 % Liquidity Index 0.14

Sample retained 0.425mm sieve (Measured) 17 % Plasticity Index 18 %

Method of preparation Wet sieved over 0.425mm sieve Plastic Limit 14 %

PREPARATION Liquid Limit 32 %

m (W)  %

WS03 1.50 D - 16.5
Firm mottled bluish grey and orangish brown slightly gravelly slightly 

sandy silty CLAY. Gravel is fine to medium angular to sub rounded 

chert.

Borehole 

/ Pit No.
Depth Sample

Water 

Content Description Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

DETERMINATION OF WATER CONTENT, LIQUID LIMIT AND PLASTIC LIMIT AND 

DERIVATION OF PLASTICITY INDEX AND LIQUIDITY INDEX
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Type Reference

(Ip)

Plasticity Chart BS5930: 2015: Figure 8

Method of Preparation:

Method of Test:

Type of Sample Key:

Comments:

M=SILT

Liquid Limit %

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 4.2

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 3.2, 4.4, 5.3, 5.4

U=Undisturbed, B=Bulk, D=Disturbed, J=Jar, W=Water, SPT=Split Spoon Sample, C=Core Cutter

Plasticity Index 

%
M

ed
iu

m
Lo

w

Derived Activity Not analysed

C=CLAY

H
ig

h

N
H

B
C

 V
o

lu
m

e 
C

h
an

ge
 P

o
te

n
ti

al

Curing time 28 hrs Clay Content Not analysed

Sample retained 2mm sieve (Assumed) 0 % NHBC Modified (I'p) n/a

Corrected water content for material passing 0.425mm Liquidity Index -0.02

Sample retained 0.425mm sieve (Assumed) 0 % Plasticity Index 39 %

Method of preparation From natural Plastic Limit 25 %

PREPARATION Liquid Limit 64 %

m (W)  %

WS03 2.50 D - 24.1
Very stiff closely fissured mottled bluish grey and yellowish brown CLAY 

with rare decayed roots and calcareous aggregations.

Borehole 

/ Pit No.
Depth Sample

Water 

Content Description Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

DETERMINATION OF WATER CONTENT, LIQUID LIMIT AND PLASTIC LIMIT AND 
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TEST REPORT
ISSUED BY SOIL PROPERTY TESTING LTD

DATE ISSUED: 16/10/2025

Type Reference

(Ip)

Plasticity Chart BS5930: 2015: Figure 8

Method of Preparation:

Method of Test:

Type of Sample Key:

Comments:

M=SILT

Liquid Limit %

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 4.2

BS EN ISO: 17892-1: 2014 & BS 1377: Part 2: 1990: 3.2, 4.4, 5.3, 5.4

U=Undisturbed, B=Bulk, D=Disturbed, J=Jar, W=Water, SPT=Split Spoon Sample, C=Core Cutter

Plasticity Index 

%
M

ed
iu

m
Lo

w

Derived Activity Not analysed

C=CLAY

H
ig

h

N
H

B
C

 V
o

lu
m

e 
C

h
an

ge
 P

o
te

n
ti

al

Curing time 28 hrs Clay Content Not analysed

Sample retained 2mm sieve (Approximate) 2 % NHBC Modified (I'p) n/a

Corrected water content for material passing 0.425mm Liquidity Index -0.17

Sample retained 0.425mm sieve (Approximate) 2 % Plasticity Index 10 %

Method of preparation From natural/gravel picked out by hand Plastic Limit 17 %

PREPARATION Liquid Limit 27 %

m (W)  %

WS04 1.50 D - 15.3
Mottled bluish grey and orangish brown slightly gravelly slightly sandy 

silty CLAY. Gravel is fine to medium angular to sub angular chert.

Borehole 

/ Pit No.
Depth Sample

Water 

Content Description Remarks

Contract 7a The Ridgeway, Woodley, Reading, RG5 3QD

Serial No. 48746_1

DETERMINATION OF WATER CONTENT, LIQUID LIMIT AND PLASTIC LIMIT AND 

DERIVATION OF PLASTICITY INDEX AND LIQUIDITY INDEX
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Project / Site name: Samples received on: 29/09/2025

Your job number: Samples instructed on/ 29/09/2025

Analysis started on:

Your order number: Analysis completed by: 06/10/2025

Report Issue Number: 1 Report issued on: 07/10/2025

Samples Analysed:

Signed:

PL Head of Reporting Team

For & on behalf of i2 Analytical Ltd.

Standard Geotechnical, Asbestos and Chemical Testing Laboratory located at: ul. Pionierów 39, 41-711 Ruda Śląska, Poland.

Accredited tests are defined within the report, opinions and interpretations expressed herein are outside the scope of accreditation.

Standard sample disposal times, unless otherwise agreed with the laboratory, are : soils - 4 weeks from reporting

leachates - 2 weeks from reporting

waters - 2 weeks from reporting

asbestos - 6 months from reporting

Excel copies of reports are only valid when accompanied by this PDF certificate. air - once the analysis is complete

Anna Goc

Retention period for records and reports is minimum 6 years from the date of issue of the final report. 

Some records may be kept for longer according to other legal/best practice requirements.

Any assessments of compliance with specifications are based on actual analytical results with no contribution from uncertainty of measurement.

Application of uncertainty of measurement would provide a range within which the true result lies. 

An estimate of measurement uncertainty can be provided on request.

7a The Ridgeway Woodley Reading RG5 3QD

P25-281

4 soil samples

Paddock Geo Engineering 

The Log Cabin

Manor Farm

Whaddon Road

Newton Longville

Milton Keynes

MK17 0AU

i2 Analytical Ltd.

7 Woodshots Meadow,

Croxley Green

Business Park,

Watford, 

Herts, 

WD18 8YS

Analytical Report Number : 25-052359

Iss No 25-052359-1-7a_The_Ridgeway_Woodley_Reading_RG5_3QD-P25-281_FRM.xlsm

Page 1 of 4

This certificate should not be reproduced, except in full, without the express permission of the laboratory. 

The results included within the report are representative of the samples submitted for analysis.



Analytical Report Number: 25-052359

Project / Site name: 7a The Ridgeway Woodley Reading RG5 3QD

Lab Sample Number 697462 697463 697464 697465

Sample Reference WS01-D WS02-D WS03-D WS04-D

Sample Number None Supplied None Supplied None Supplied None Supplied

Water Matrix N/A N/A N/A N/A

Depth (m) 0.40 1.50 3.50 2.50

Date Sampled 26/09/2025 26/09/2025 26/09/2025 26/09/2025

Time Taken None Supplied None Supplied None Supplied None Supplied

Analytical Parameter 

(Soil Analysis)

U
n

its

T
e

s
t L

im
it o

f 

d
e

te
c
tio

n

T
e

s
t A

c
c
re

d
ita

tio
n

 

S
ta

tu
s

Stone Content % 0.1 NONE 44.4 < 0.1 < 0.1 < 0.1

Moisture Content % 0.01 NONE 5.3 14 16 14

Total mass of sample received kg 0.1 NONE 1.2 1.1 1.2 0.9

General Inorganics

pH (L099) pH Units N/A MCERTS 7.1 6.9 8.1 7.4

Total Sulphate as SO₄ mg/kg 50 MCERTS 300 310 200 130

Water Soluble Sulphate as SO₄ 16hr extraction (2:1) mg/kg 2.5 MCERTS 38 160 45 22

Water Soluble SO₄ 16hr extraction (2:1 Leachate 

Equivalent) mg/l 1.25 MCERTS 18.8 78 22.4 10.8

U/S = Unsuitable Sample I/S = Insufficient Sample ND = Not detected

This certificate should not be reproduced, except in full, without the express permission of the laboratory. 

The results included within the report are representative of the samples submitted for analysis.

Iss No 25-052359-1-7a_The_Ridgeway_Woodley_Reading_RG5_3QD-P25-281_FRM.xlsm

Page 2 of 4



Analytical Report Number : 25-052359

Project / Site name: 7a The Ridgeway Woodley Reading RG5 3QD

Lab Sample 

Number

Sample 

Reference

Sample 

Number
Depth (m) Sample Description *

697462 WS01-D None Supplied 0.4 Brown sand with stones

697463 WS02-D None Supplied 1.5 Brown clay

697464 WS03-D None Supplied 3.5 Brown clay

697465 WS04-D None Supplied 2.5 Brown clay and sand

* These descriptions are only intended to act as a cross check if sample identities are questioned. The major constituent of the sample is intended to act with respect to MCERTS validation. The 

laboratory is accredited for sand, clay and loam (MCERTS) soil types. Data for unaccredited types of solid should be interpreted with care. 

Stone content of a sample is calculated as the % weight of the stones not passing a  10 mm sieve. Results are not corrected for stone content.

Iss No 25-052359-1-7a_The_Ridgeway_Woodley_Reading_RG5_3QD-P25-281_FRM.xlsm

Page 3 of 4

This certificate should not be reproduced, except in full, without the express permission of the laboratory. 

The results included within the report are representative of the samples submitted for analysis.



Analytical Report Number : 25-052359

Project / Site name: 7a The Ridgeway Woodley Reading RG5 3QD

Analytical Test Name Analytical Method Description Analytical Method Reference
Method 

number

Wet / Dry 

Analysis

Accreditation 

Status

Moisture Content Moisture content, determined gravimetrically (up to 30°C) In-house method L019B W NONE

Stones content of soil Standard preparation for all samples unless otherwise 

detailed. Gravimetric determination of stone > 10 mm as 

%  dry weight

In-house method based on British Standard 

Methods and MCERTS requirements.

L019B D NONE

Total sulphate (as SO4 in soil) Determination of total sulphate in soil by extraction with 

10% HCl followed by ICP-OES

In-house method L038B D MCERTS

Sulphate, water soluble, in soil (16hr 

extraction)

Sulphate, water soluble, in soil (16hr extraction) In-house method L038B D MCERTS

pH in soil (automated) Determination of pH in soil by addition of water followed by 

automated electrometric measurement

In-house method L099-PL D MCERTS

Soil Descriptions Textural classification In-house method L019B W NONE

Water matrix abbreviations: 

Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters Heating/Cooling (PrW) DI Process Water (DI PrW) 

Final Sewage Effluent (FSE) Landfill Leachate (LL)

For method numbers ending in 'UK' or 'A' analysis have been carried out in our laboratory in the United Kingdom (Watford).

For method numbers ending in 'F' analysis have been carried out in our laboratory in the United Kingdom (East Kilbride).

For method numbers ending in 'PL' or 'B' analysis have been carried out in our laboratory in Poland.

Soil analytical results are expressed on a dry weight basis.  Where analysis is carried out on as-received the results obtained are multiplied by a moisture 

correction factor that is determined gravimetrically using the moisture content which is carried out at a maximum of 30oC.
Unless otherwise indicated, site information, order number, project number, sampling date, time, sample reference and depth are provided by 

the client. The instructed on date indicates the date on which this information was provided to the laboratory.  

Quality control parameter failure associated with individual result applies to calculated sum of individuals. 

The result for sum should be interpreted with caution

Iss No 25-052359-1-7a_The_Ridgeway_Woodley_Reading_RG5_3QD-P25-281_FRM.xlsm

Page 4 of 4

This certificate should not be reproduced, except in full, without the express permission of the laboratory. 

The results included within the report are representative of the samples submitted for analysis.



 

Report on behalf of Kevin McManus 
P25-281gi_V3 - 7a The Ridgeway, Woodley, Reading, RG5 3QD 

  

 

 

 

 
APPENDIX D – IN-SITU INFILTRATION TEST 

BRE365 Infiltration Test Results 

Groundwater Monitoring Results 

  











SITE: 7a The Ridgeway, Woodley, Reading, RG5 3QD
JOB No.:

DATE: Visit 1 of 6 Operator MiP

Time Position Pipe AGL

15.35 WS101 0.40
Additional Notes

DATE: Visit 2 of 6 Operator EA

Time Position Pipe AGL

10:57 WS101 0.29
Additional Notes

DATE: Visit 3 of 6 Operator EA

Time Position Pipe AGL

11:15 WS101 0.29
Additional Notes

DATE: Visit 4 of 6 Operator

Time Position Pipe AGL

Additional Notes

DATE: Visit 5 of 6 Operator

Time Position Pipe AGL

Additional Notes

DATE: Visit 6 of 6 Operator

Time Position Pipe AGL

Additional Notes

Depth to water (below 
top of pipe)

Depth to base (below top of 
pipe)

Depth to water (below 
top of pipe)

Depth to base (below top of 
pipe) True depth to groundwater

04/03/2026
Depth to water (below 

top of pipe)
Depth to base (below top of 

pipe) True depth to groundwater

1.50 2.78 1.21

Depth to water (below 
top of pipe)

Depth to base (below top of 
pipe) True depth to groundwater

1.10 2.78 0.81

Depth to water (below 
top of pipe)

Depth to base (below top of 
pipe) True depth to groundwater

GROUNDWATER MONITORING SHEET

P25-281

16/01/2026

12/02/2026

Depth to water (below 
top of pipe)

Depth to base (below top of 
pipe) True depth to groundwater

3.25 3.50 2.85



 

Report on behalf of Kevin McManus 
P25-281gi_V3 - 7a The Ridgeway, Woodley, Reading, RG5 3QD 

  
 
 
 
 
 
 

APPENDIX E – In-situ Geotechnical Assessment Data 
 

Dynamic Cone Penetrometer Results 

 
 
 

 

 
 



Report Date: 22-Oct-2025 Page 1 of 4

UK DCP V3.1 DCP Layer Strength Analysis Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 1.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 60 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

Layer Boundaries Chart CBR Chart

Layer Properties

No. Penetration

Rate 

(mm/blow)

CBR 

(%)

Thickness

(mm)

Depth to 

layer bottom 

(mm)
1 7.73 35 572 572
2 4.08 68 306 878

CBR Relationship: 
TRL equation: log

10
(CBR) = 2.48 - 1.057 x log

10
(Strength)

Report produced by ...................................................................



Report Date: 22-Oct-2025 Page 2 of 4

UK DCP V3.1 DCP Layer Strength Analysis Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 2.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 60 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

Layer Boundaries Chart CBR Chart

Layer Properties

No. Penetration

Rate 

(mm/blow)

CBR 

(%)

Thickness

(mm)

Depth to 

layer bottom 

(mm)
1 6.63 41 305 305
2 28.85 9 577 882

CBR Relationship: 
TRL equation: log

10
(CBR) = 2.48 - 1.057 x log

10
(Strength)

Report produced by ...................................................................



Report Date: 22-Oct-2025 Page 3 of 4

UK DCP V3.1 DCP Layer Strength Analysis Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 3.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 61 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

Layer Boundaries Chart CBR Chart

Layer Properties

No. Penetration

Rate 

(mm/blow)

CBR 

(%)

Thickness

(mm)

Depth to 

layer bottom 

(mm)
1 11.86 22 249 249
2 45.71 5 640 889

CBR Relationship: 
TRL equation: log

10
(CBR) = 2.48 - 1.057 x log

10
(Strength)

Report produced by ...................................................................



Report Date: 22-Oct-2025 Page 4 of 4

UK DCP V3.1 DCP Layer Strength Analysis Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 4.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 45 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

Layer Boundaries Chart CBR Chart

Layer Properties

No. Penetration

Rate 

(mm/blow)

CBR 

(%)

Thickness

(mm)

Depth to 

layer bottom 

(mm)
1 8.03 33 514 514
2 39.20 6 392 906

CBR Relationship: 
TRL equation: log

10
(CBR) = 2.48 - 1.057 x log

10
(Strength)

Report produced by ...................................................................
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UK DCP V3.1 Penetration Data Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 1.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 60 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
1 0 0 60 0.00

2 1 1 67 7.00

3 5 6 77 2.00

4 5 11 89 2.40

5 5 16 100 2.20

6 5 21 113 2.60

7 5 26 135 4.40

8 5 31 160 5.00

9 5 36 191 6.20

10 5 41 239 9.60

11 5 46 310 14.20

12 3 49 370 20.00

13 3 52 450 26.67

14 3 55 490 13.33

15 3 58 510 6.67

16 3 61 530 6.67

17 3 64 552 7.33

18 5 69 590 7.60

19 5 74 632 8.40

20 5 79 656 4.80

21 5 84 680 4.80

22 5 89 703 4.60

23 5 94 725 4.40

24 5 99 750 5.00

25 5 104 772 4.40

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
26 5 109 799 5.40

27 5 114 820 4.20

28 5 119 838 3.60

29 5 124 850 2.40

30 5 129 860 2.00

31 5 134 880 4.00

32 5 139 901 4.20

33 5 144 920 3.80

34 5 149 938 3.60

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

        

        

        



Report Date: 22-Oct-2025 Page 2 of 4

UK DCP V3.1 Penetration Data Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 2.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 60 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
1 0 0 60 0.00

2 1 1 80 20.00

3 5 6 106 5.20

4 5 11 118 2.40

5 5 16 135 3.40

6 5 21 160 5.00

7 5 26 190 6.00

8 5 31 229 7.80

9 5 36 270 8.20

10 5 41 320 10.00

11 5 46 365 9.00

12 5 51 490 25.00

13 1 52 520 30.00

14 1 53 560 40.00

15 1 54 570 10.00

16 3 57 650 26.67

17 2 59 750 50.00

18 1 60 790 40.00

19 1 61 828 38.00

20 1 62 850 22.00

21 1 63 880 30.00

22 1 64 910 30.00

23 1 65 925 15.00

24 1 66 942 17.00

     

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
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UK DCP V3.1 Penetration Data Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 3.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 61 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
1 0 0 61 0.00

2 1 1 80 19.00

3 1 2 85 5.00

4 1 3 95 10.00

5 5 8 140 9.00

6 5 13 210 14.00

7 5 18 260 10.00

8 3 21 310 16.67

9 1 22 370 60.00

10 1 23 430 60.00

11 1 24 495 65.00

12 1 25 533 38.00

13 1 26 575 42.00

14 1 27 611 36.00

15 1 28 662 51.00

16 1 29 740 78.00

17 1 30 786 46.00

18 1 31 825 39.00

19 1 32 860 35.00

20 1 33 890 30.00

21 1 34 930 40.00

22 1 35 950 20.00

     

     

     

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
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UK DCP V3.1 Penetration Data Report
Project Name: P25-281 - 7a The Ridgeway, Woodley, Reading, RG5 3QD

Chainage (km): 4.000 Surface Type: Unpaved
Direction:         Thickness (mm): 0
Location/Offset: Lay-by / other Base Type:         
Cone Angle: 60 degrees Thickness (mm):         
Zero Error (mm): 45 Surface Moisture: Moderate
Test Date: 26/09/2025 Moisture adjustment factor: Not adjusted

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
1 0 0 45 0.00

2 5 5 72 5.40

3 5 10 91 3.80

4 5 15 111 4.00

5 5 20 140 5.80

6 5 25 150 2.00

7 5 30 170 4.00

8 5 35 195 5.00

9 5 40 230 7.00

10 3 43 261 10.33

11 3 46 310 16.33

12 3 49 388 26.00

13 3 52 430 14.00

14 3 55 472 14.00

15 3 58 500 9.33

16 3 61 525 8.33

17 3 64 559 11.33

18 3 67 640 27.00

19 1 68 670 30.00

20 1 69 755 85.00

21 1 70 776 21.00

22 1 71 840 64.00

23 1 72 870 30.00

24 1 73 920 50.00

25 1 74 951 31.00

No. Blows Cumulative 

Blows

Penetration 

Depth (mm)

Penetration 

Rate 

(mm/blow)
     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

        

        

        


