TARMACADAM FOOTWAY CONSTRUCTION

LAYER SPECIFICATION THICKNESS (mm)
SURFACE CLOSE GRADED AC6, PEN 100/150. 25mm
BINDER CLOSE GRADED AC20, PEN 40/60. 75mm

TYPE 1 SUB-BASE MATERIAL TO CLAUSE 803, TABLE 8/2 OF SHW. CBR <2% - 225mm
SUB BASE MINIUMUM CBR OF 2%. THICKNESS DEPENDANT UPON CBR CBR >2.5% - 150mm

TESTING.

ALL FORMATIONS TO BE PROOF ROLLED IMMEDIATELY PRIOR TO
COMMENCEMENT OF CONSTRUCTION. THE FORMATION SHALL THEN BE
PROTECTED FROM THE WEATHER DURING THIS PERIOD.

ALL THICKNESSES STATED ARE FINISHED COMPACTED THICKNESSES.

FOR FROST SUSCEPTIBLE SOILS MINIMUM CONSTRUCTION DEPTH IS 450MM.
ADDITIONAL CAPPING LAYER IS TO BE LAID BELOW THE SUB-BASE TO ACHIEVE
THE OVERALL CONSTRUCTION DEPTH OF 450MM.

BASE, SUB-BASE AND CAPPING LAYERS SHOULD BE COMPACTED IN ACCORDANCE
WITH DTP "SPECIFICATION FOR HIGHWAY WORKS".

CARRIAGEWAY SUBBASE/CAPPING REQUIREMENTS

CBR (%) SUBBASE ON CAPPING (mm) SUBBASE ONLY (mm)
SUBBASE CAPPING

<2.5% GROUND STABILISATION GROUND STABILISATION
2.6-2.9 250 420 420

3.0-3.9 230 380 370

4.0-4.9 220 330 320

5.0-5.9 200 250 270

6.0-9.9 180 240 260
10.0-11.9 150 200 220
12.0-14.9 150 180 220

215.0 150 150 220

DATA IN TABLE HAS BEEN DERIVED FROM FIGURES 3.18 AND 3.20 OF CD 225REV 1
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This drawing should not be reproduced without
consent.

Notes:
1. Do not scale.

2. This drawing is to be read in conjunction
with and checked against all other
drawings, Engineering details, Specification
and any structural, Geotechnical or other
specialist document provided.

3. Any anomaly or contradiction between any
of the above is to be reported to the
Engineer.

4. Assumed CBR of 3% is used for the
construction details provided. Additional
CBR in situ testing is required to verify the
design before the works commence.

5. WBC Highway Inspector to be present
during inspections/CBR testing.
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