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MAX CENTRES.

1200 MM

75MM X 75MM S/W TREATED RAIL.

GALVANISED STEEL STRAPS AND

NAILS.

100MM X 100MM X 850MM TREATED POST.

50MM HARDCORE.
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ST2 GRADE SITE MIXED CONCRETE
OR READY MIX GRADE GEN 1

CONCRETE IN ACCORDANCE WITH
TABLES 4,5&6 OF NHBC STANDARDS

3.1.
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TYPICAL FOUNDATION INDICATED -
TO BE CHECKED AT REGIONAL

LEVEL FOR SITE SPECIFIC
REQUIREMENTS.

MAXIMUM TOPSOIL DEPTH 300MM,
BELOW WHICH ALL SOIL SHALL BE

WELL COMPACTED.
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75MM X 75MM S/W

TREATED RAIL.

100MM X 100MM X

850MM TREATED POST.

GALVANISED STEEL

STRAPS AND NAILS.

75

NOTES:

• ALL TIMBER TO BE FSC AND IMPREGNATED WITH AN APPROVED PRESERVATIVE. 
• BUSINESS UNIT TO ASSESS SUITABILITY OF DETAIL FOR INDIVIDUAL 

DEVELOPMENTS AND CONSULT WITH STRUCTURAL ENGINEER ACCORDINGLY.

• TO BE READ IN CONJUNCTION WITH BS1722 PART 7. 

MAX CENTRES.

1200 MM

GALVANISED STEEL STRAPS AND NAILS.

75MM X 75MM S/W

TREATED RAIL.

Do not scale from this drawing. Use written dimensions only. Any discrepancy or suggested modification is to be reported to Vistry Group Plc. © Vistry Group Plc.

scale revision

category

description

project orginator volume level type role number

-- - - - - -

Class

A3 DETAIL TO BE READ IN CONJUNCTION WITH THE VISTRY STANDARD CONSTRUCTION SPECIFICATION AND THE VISTRY TRADE SPECIFICATION - IF IN DOUBT ASK YOUR BUSINESS UNIT TECHNICAL TEAM.
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