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Design Settings

Rainfall Methodology

Return Period (years)

Additional Flow (%)

CV

Time of Entry (mins)

FEH-22

10

0

1.000

6.00

Maximum Time of Concentration (mins)

Maximum Rainfall (mm/hr)

Minimum Velocity (m/s)

Connection Type

Minimum Backdrop Height (m)

30.00

100.0

1.00

Level Sof�ts

0.200

Preferred Cover Depth (m)

Include Intermediate Ground

Enforce best practice design rules

1.200

✓

x

Nodes

Name Area

(ha)

T of E

(mins)

Cover

Level

(m)

Depth

(m)

Invert

Level

(m)

CP

SA02

0.110 6.00 49.500

49.500

1.100

1.200

48.400

48.300

Links

Name US

Node

DS

Node

Length

(m)

ks (mm) /

n

US IL

(m)

DS IL

(m)

Fall

(m)

Slope

(1:X)

Dia

(mm)

T of C

(mins)

Rain

(mm/hr)

Name Vel

(m/s)

Cap

(l/s)

Flow

(l/s)

US

Depth

(m)

DS

Depth

(m)

Σ Area

(ha)

Σ Add

In�ow

(l/s)

Pro

Depth

(mm)

Pro

Velocity

(m/s)

1.000 CP SA02 5.000 0.600 48.400 48.300 0.100 50.0 225 6.04 100.0

1.000 1.854 73.7 39.8 0.875 0.975 0.110 0.0 117 1.885

Pipeline Schedule

Link Length

(m)

Slope

(1:X)

Dia

(mm)

Link

Type

US CL

(m)

US IL

(m)

US Depth

(m)

DS CL

(m)

DS IL

(m)

DS Depth

(m)

Link US

Node

Node

Type

DS

Node

Node

Type

1.000 5.000 50.0 225 Circular_Default Sewer Type 49.500 48.400 0.875 49.500 48.300 0.975

1.000 CP Junction SA02 Junction

Manhole Schedule

Node CL

(m)

Depth

(m)

Connections Link IL

(m)

Dia

(mm)

CP

SA02

49.500

49.500

1.100

1.200

0

1

0

1

1.000

1.000

48.400

48.300

225

225

Simulation Settings

Rainfall Methodology

Rainfall Events

Summer CV

FEH-22

Singular

1.000

Winter CV

Analysis Speed

Skip Steady State

1.000

Detailed

x

Drain Down Time (mins)

Additional Storage (m³/ha)

Starting Level (m)

1440

0.0

Check Discharge Rate(s)

Check Discharge Volume

x

x

Storm Durations

15 30 60 120 180 240 360 480 600 720 960 1440
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Return Period

(years)

Climate Change

(CC %)

Additional Area

(A %)

Additional Flow

(Q %)

Return Period

(years)

Climate Change

(CC %)

Additional Area

(A %)

Additional Flow

(Q %)

2

30

0

35

0

0

0

0

100 40 0 0

Node SA02 Depth/Area Storage Structure

Base Inf Coef�cient (m/hr)

Side Inf Coef�cient (m/hr)

0.48960

0.48960

Safety Factor

Porosity

1.5

0.95

Invert Level (m)

Time to half empty (mins)

48.200

23

Depth

(m)

Area

(m²)

Inf Area

(m²)

Depth

(m)

Area

(m²)

Inf Area

(m²)

Depth

(m)

Area

(m²)

Inf Area

(m²)

0.000 110.0 110.0 0.400 110.0 124.9 0.401 0.0 124.9
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Results for 2 year Critical Storm Duration.  Lowest mass balance: 100.00%

Node Event US

Node

Peak

(mins)

Level

(m)

Depth

(m)

In�ow

(l/s)

Node

Vol (m³)

Flood

(m³)

Status

Link Event

(Upstream Depth)

US

Node

Link DS

Node

Out�ow

(l/s)

Velocity

(m/s)

Flow/Cap Link

Vol (m³)

15 minute summer CP 10 48.471 0.071 16.1 0.0000 0.0000 OK

15 minute summer CP 1.000 SA02 16.1 1.499 0.218 0.0537

30 minute summer SA02 22 48.242 -0.058 15.0 4.3692 0.0000 OK

30 minute summer SA02 In�ltration 8.3
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Results for 30 year +35% CC Critical Storm Duration.  Lowest mass balance: 99.87%

Node Event US

Node

Peak

(mins)

Level

(m)

Depth

(m)

In�ow

(l/s)

Node

Vol (m³)

Flood

(m³)

Status

Link Event

(Upstream Depth)

US

Node

Link DS

Node

Out�ow

(l/s)

Velocity

(m/s)

Flow/Cap Link

Vol (m³)

15 minute summer CP 10 48.561 0.161 64.3 0.0000 0.0000 OK

15 minute summer CP 1.000 SA02 64.3 2.115 0.872 0.1520

30 minute summer SA02 27 48.455 0.155 61.2 26.6375 0.0000 OK

30 minute summer SA02 In�ltration 10.8
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Results for 100 year +40% CC Critical Storm Duration.  Lowest mass balance: 99.83%

Node Event US

Node

Peak

(mins)

Level

(m)

Depth

(m)

In�ow

(l/s)

Node

Vol (m³)

Flood

(m³)

Status

Link Event

(Upstream Depth)

US

Node

Link DS

Node

Out�ow

(l/s)

Velocity

(m/s)

Flow/Cap Link

Vol (m³)

15 minute summer CP 11 48.657 0.257 85.9 0.0000 0.0000 SURCHARGED

15 minute summer CP 1.000 SA02 85.9 2.160 1.165 0.1968

60 minute summer SA02 47 48.584 0.284 63.4 40.1792 0.0000 OK

60 minute summer SA02 In�ltration 11.3


