PLANTING SPECIFICATION

General Guidance

All plant handling to be in accordance with the HTA 'Handling and
establishing landscape plants' Part |, Part Il and Part Il (obtainable
from the Horticultural Trades Association) and the CPSE publication:
'Plant Handling' and all planting to conform to National Planting
Specification Guidelines.

The individual setting-out of the plants on site shall be the
responsibility of the contractor and should follow closely the locations
shown on the detailed planting proposal drawings supplied by the
landscape architect. Contractor to ensure that plants are equally
spaced within individual planting groups.

Contractor to ensure that smaller plants are located to the front of plant
species groups as shown on detailed planting plans.

Contractor shall maintain existing levels around the base of existing
trees and shall undertake all planting works occurring within root
protection areas (RPA) in accordance with BS5837:2012. Contractor
shall not remove or relocate any tree protection fencing without prior
consent of the client.

Contractor to check the locations of all underground services, existing
and proposed, prior to the excavation of any tree pits or shrub beds
and identify any potential conflicts to the client / landscape architect.

Likewise, for smaller trees i.e. feathered trees, with more limited
rootballs/bare root, the depth of topsoil can be reduced to reflect the
surrounding topsoil depths or to a max. topsoil depth of 350mm, with a
further layer of site-sourced or imported subsoil (to BS8601:2013)
below to create a total depth of growth medium of between
400-500mm i.e. 150-200mm layer of subsoil. Drainage layer should
remain as above.

As stated above, the min. pit size for trees planted in newly created
planting areas should be 1m x 1m, however where planting is
oceurring in clean, undisturbed ground, pits should be dug to approx.
200mm greater than the rootball to limit distribution of surrounding soil
structure. For very large stock, pit dimensions should be increased
accordingly.

Break up bottom of tree pit to a depth of 200mm and ensure ground is
free-draining. Loosen edges of tree pit at time of planting by hand,
using a fork to ensure good drainage. Pits should be excavated no
greater than 48hrs prior to planting and dewatered as required.

Incorporate a soil conditioner/ameliorant in the form of peat-free tree
and shrub compost or well rotted spent mushroom compost or
'Rootmaster' by Greentech Ltd (01423 332100) into backfilled topsoil
material at the rate of min. 40L per pit.

Incorporate soil improver 'Terracottem Arbor' by Greentech Ltd (01423
332100) at a rate of 1kg per pit, mixed thoroughly into backfilled
topsoil.

Backfill topsoil mix in layers of 150mm, firming at each layer and
loosening the pit sides to aid drainage. The surface level of the pit

o 'Reroot 1000 by GreenBlue Urban (01424 717797) or
equal and approved, ribbed root barrier membrane, to
a depth of 1000mm, ribs facing tree, joints fixed with
jointing tape, install 10mm above final surface level of
soft landscaping.

For services deeper than 800mm

o 'Reroot 2000' by GreenBlue Urban (01424 717797) or
equal and approved, ribbed root barrier membrane, to
a depth of 2000mm, ribs facing tree, joints fixed with
jointing tape, install 10mm above final surface level of
soft landscaping.

For locations where a hard standing with or without underground
services exists on both sides of the tree e.g. grass verge, then a root
barrier is to be installed against both kerb / edging faces.

For trees located within hard surfaces themselves i.e. surrounded by
hard paved surfaces, install 'Root Director' by GreenBlue Urban
(01424 717797) or equal and approved, ref: RD1400; 1400mm x
1400mm x 450mm, plastic root director with integral ribs.

Ornamental Shrub Planting

Plant shrubs and groundcover into pre-prepared planting beds
consisting of topsoil to a depth of no greater than 400mm, overlying
clean, free-draining subsoil. Topsoil to be either; existing retained site
sourced topsoil (free from weeds) or imported topsoil imported topsoil
(Multi-purpose grade to BS3882:2015; sandy loam) or a combination
of the two as necessary.

Subsoil layer to be fully broken-up to ensure adequate decompaction

BS3882:2015) or a combination of the two as necessary.

Where planting occurs into a retained sward, then planting pits shall be
excavated locally for each plant, with the surface vegetation removed.

Incorporate a soil conditioner/ameliorant in the form of peat free tree
and shrub compost or well-rotted spent mushroom compost into
backfill material at the rate of 5L per pit, incorporating a slow release
fertiliser e.g. Enmag (or similar approved) at a rate of 5g per pit.

Ensure planting conforms to planting matrix where appropriate and in
all other areas appears random / natural and not formal in accordance
with the planting proposal layouts.

Plant Protection

Where rabbits are a known issue, all woodland and thicket areas are
to be fully enclosed by min. 900mm high rabbit proof fencing, supplied
as min. 19 Gauge (1.2mm) galvanised mesh with max. 31mm
openings, nailed with galvanised 20mm staples to 50-75mm diameter
treated timber stakes at 1.5m centres, incorporating 3No. horizontal
galvanised straining wires. Mesh fence to be heeled into ground
150mm below ground level. Straining posts of 100mm diam. timber
should be installed every 50m or at every turn of direction 90 degrees
or greater.

If additional deer protection fencing is required, all woodland and
thicket areas are to be fully enclosed by min. 1.8m proprietary plastic
mesh fencing (50mm x 45mm gauge) secured to min. 100mm
rounded, treated softwood posts, driven min. 750mm below ground
level at 3.5m centres. Mesh fence to be heeled into ground 150mm
below ground level. NB:- In areas where rabbits are also a known

d.  The contractor shall ensure that all turfed areas are watered
fully at the time of installation to the full cultivated depth, and
that sufficient subsequent watering is carried out to ensure
healthy establishment of the grass sward.

Amenity Grass / Meadow Grass Seeding

Areas to be seeded are to be finely graded to bring to a uniform and
even grade at the correct finished level and to remove all minor
hollows and ridges. All stones and debris greater than 50mm in size to
be removed and disposed of off-site.

Seeded areas are to consist of min. 150mm topsoil; either existing
retained site sourced topsoil (free from weeds) or imported topsoil
(Multi-purpose grade to BS3882:2015; sandy loam) or a combination
of the two as necessary; overlying min. 150mm layer of clean,
free-draining subsoil. Subsoil should be prepared as per shrub
specification, ensuring full decompaction and free-drainage.

Unless otherwise stated, finished levels of seeded areas to be 30mm
above adjoining paving and kerbs; 150mm below the dpc of adjoining
buildings.

Final preparation of the seeded areas shall be carried out as to create
a fine tilth surface suitable for seeding.

For amenity grass areas only, a pre-seeding fertiliser shall be applied
at a rate of 250kg/ha approx. 7 days prior to seeding and raked into
top surface e.g. GroRight Lawn Establishment fertiliser by Rolawn Ltd,
slow-release granular fertiliser, 7:10:10 NPK; or equal and approved
by Landscape Architect.

The area(s) is to be seeded between April and October with approved

given to the use of Hydroseeding techniques to improve establishment.

The contractor shall take the necessary precautions to ensure all grass
areas are protected throughout the establishment period, with the use
of chestnut pale fencing where appropriate.

The contractor shall ensure that all seeded areas are watered fully at
the time of installation to the full cultivated depth, and that sufficient
subsequent watering is carried out to ensure healthy establishment of
the grass sward.

Marginal Planting and Plugs (to damp areas and SuDS)

Where permanent water exists, a gentle sloping bank profile with no
step to the water's edge should be installed to the edges of the pond to
accommodate the planting of the marginal plants.

Plants and plugs should be removed from the supply containers and
planted directly into the pond banks and basin floor. Planting pits
should be a min. 200mm greater than the supply pot size in depth and
width and should be backfilled with extracted material, incorporating a
slow release fertiliser e.g. Enmag (or similar approved) at a rate of 59
per pit (not required for plugs).

Ensure planting appears random / natural and not formal and if
planting bare-rooted plants in summer, trim back the tops by half and
trim the roots back to within 2.5¢cm of the crown.

Plant Sourcing

All plant and seed material will be will be UK sourced and grown and
wherever feasible, sourced from local suppliers in close proximity to
the Site.

removed from site and composted.

Meadow areas should be hand-weeded or spot swiped for any
perennial weeds such as docks, nettles and ragwort.

All failed / defective plants identified within the first 5 years of
installation should be replaced by the contractor at the soonest
available planting season to ensure a continued coverage of growth.
Replacement plants should be of the same species and specification
of the failed specimens.

Bare areas and areas of dead grass which become apparent should
be rectified by overseeding and/or turf re-installation at the soonest
available planting season.

All amenity grassed areas and planting beds should receive an
application of a proprietary slow release fertilizer twice yearly in the
spring and the autumn.

All shrub planting and formal hedges shall be pruned at least twice per
annum, removing dead or dying wood, to maintain a healthy, natural
shape and promote good form.

Dead heading of herbaceous plants including flowering marginal
aquatic plants, should be undertaken following flowering.

All planting areas should be kept tidy and free from weeds, trimmings,
debris and litter. Weeds should be removed by hand unless where it is
unfeasible; whereby weeds can be treated by the application of a
suitable proprietary herbicide.

NB:-  Herbicide usage to be limited to spray usage on calm days
(no wind) and undertaken by suitably qualified operatives in

Refer to CSA/7168/219 for details
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APPLICATION BOUNDARY

EXISTING TREES / VEGETATION

Softworks

should be 50mm above the surrounding ground. and alleviate free-drainage. For light and non-cohesive subsoils, when prTblem, dan aﬁdltl;nzl 309mm ,t:lgh sesc1t|on of min. :g bG?UQZ grass seed mix, as specified in the planting schedules at the specified accordance with current legislation. SEMI-MATURE TREE
All arisings shall be removed from site and the contractor shall at all T hall be olanted in the centre of th ed ot ground conditions are reasonably dry, loosen thoroughly to a depth of ?:t:]aenll:vermi;io(: (:?;2 ;velreer)f:;cinma;d a:an;hizezzgs (;O :e':(: rate. Following seeding, areas are to be hand raked and lightly rolled. All plant mat.enal to.be sourced from reputable supphgrs with all Tree stakes, ties and guards should be checked annually for
times, keep the site free from rubbish and debris. rees shallbe pianied in e centre ofthe excavaled pis 300mm (450mm for stiff clay / coesive soils). Remove all stones and © lowerp 9 9 proprietary . necessary biosecurity and phytosanitary procedures in accordance adjustment andlor eplacementremoval as required.
debris greater than 50mm, including roots and tufts of grass. Top plastic cable ties. The contractor shall take the necessary precautions to ensure all grass with DEFRA guidelines. B E _ ] a0 Hed )|
Trees in soft planted areas to be dressed with a minimum 75mm muich ' ' i i i y nr Euonymus japonicus 'Jean Hugues' (Hedge
For the duration of the works the contractor shall keep the site free st i icle si ] i 50mm of subsoil to be reduced to a medium tilth suitable for final Any standard trees in the woodland/thicket areas to be protected b areas are protected tlhroughout the estgbllshment period, wih the use ; ; /
layer, consisting of pine bark fines, particle size 15-50mm to a min. mors . y p Y of chestnut pale fencing where appropriate. General Planting Maintenance /
from injurious weeds as listed in the Weeds Act 1959. diameter of 1000-1200mm. shaping using a grading blade. min. 450mm high x 38mm diam. proprietary biodegradable plastic // 1nr Clematis vitalba EXTRA HEAVY STANDARD TREE
Where applicable the use of a small ractor mounted single tine riper spiral guards, by Green-tech Ltd. or equal and approved. The contractor shall ensure that all seeded and turfed areas are All soft landscape areas to be maintained to BS7370-4:1993. / 172
All plants should be supplied at the same size and of the same species Semi-mature trees shall be secured by use of a proprietary to decompact subsoll ayer sufficently o . watered fully at the time of installation to the full cultivated depth, and Suffcient watering should be undertaken by fhe confractor to establish | 29nr Euonymus japonicus ‘Jean Hugues' (Hedge)|1 7 3
as specified in the planting schedules on the landscape proposals underground guying system, incorporating guy mats to protect the ’ Al small | f(leathered rees within woodandthicket areas fo_be that sufficient subsequent watering is carried out to ensure healthy m watering y ! N
plan. Any proposed replacement species or deviation from the planting upper surface of the rootball and secured to the base of the tree pit or Incorporate a soil conditioner/ameliorant in the form of peat free protected by biodegradable Nature Tubex Tlree Shelter’l by Glreen-tech establishment of the grass sward. and mainian healthy plant growth \ 1 7 1 Shrub Mix - Structural 2
schedules should be highlighted to and agreed with the client prior to by use of deadman anchors. Guying supports to be sized in line with general-purpose shrub compost or well rotted spent mushroom Itd. or equal and approvgd, and secured in pIaFe Wlthl min. 25mm The first cut / mow of all amenity arass seeded / turf areas should be \ 1 72 21nr Aucuba japonica 'Rozannie! STANDARD TREE
; - the size of the t ded by th fact square treated softwood timber stake and fixed with plastic cable ties. Wildflower Meadow Grass Seedin v 9 \ ; f
installation. € Size of the tree as recommended by the manutacturers. compost across the planting bed in a 50mm layer at a rate of 300g per NB- Should red or fallow d de in the localty the & : 9 undertaken when the established sward reaches 35-50mm in height \\ A 21nr Brachyglottis 'Sunshine'
: - Should red or fallow deer reside in the locality the tree ) ) ) N : . e .
Extra-heavy and heavy standard trees shall be staked and supported mz2, and incorporate to a depth of 225mm. quards/shelters should be increased in height to 1.8m Kill off any existing vegetation by spraying off with proprietary herbicide down to a height of 25mm, after which all amenity grassed areas N 26nr Euonymus japonicus 'Jean Hugues' (Hedge)| 51 nr ton!cera n!lt'dat Maigreen
All plants Shé" be hardlened-off at the Contractor's own nursery or at with a low, double stake consisting of 2No. 75mm diameter x min. el " extle woed - oth and allow a time to elapse as recommended by the manufacturer Shoulfi-be maintained at a nominal h?ight of 25mm (March to October). N CB - 171 >~ NV ' 212:: P?S:liji-?azlrgsearasus Otto Luvkert
the source prior to planting out. 2000mm length, rounded timber posts driven into the ground, 600mm nstall a proprietary geo-texille wee sulppressan lmeml lrane ontothe Any coniferous trees and/or beech transplants (Fagus sylvatica) within before commencing any cultivation works. Al arisings are to be removed from site and composted. ) 12nr Euonymus japonicus 'Jean Hugues' (Hedge)| Y > MULTI-STEM TREE
) ) ) surface of the pre-prepared shrub planting beds with minimum 300mm ) C S YA
above ground level and fixed to the tree by a proprietary rubber tree tie ) ) ' : woodland/thicket areas must only be protected by open mesh tree ) ) ) ' ) ) ; & v
Al field grown and rootballed trees must have been transplanted or / horizontal cross support laps. Once planting bed is prepared, dig planting holes for shrubs to be quards. If time permits, a 'stale seed bed' is to be established, by allowing the The first cut / mow of all meadow and wet meadow (wildflower) areas @ N\
undercut in the nursery no less than 18 months prior o supply. a depth of 200mm and a width or 150mm greater than the source pot graded meadow area to colonise with weeds from the existing soil to be undertaken when the established sward reaches 50mm in height o E : T m "Hed 1 7
Standard trees shall be staked and supported with a low, single stake size, ensuring that pit walls are loosened to ensure good drainage. All bushy thicket shrubs to be protected by min. 750mm high x 200mm seed bank following initial cultivation / rotovation and an additional or wgeds (_3°|°”i39 to a height of 300mm (whichever is sooner), to a nr Euonymus japonicus 'Jean Hugues' (Hedge)| CLIMBING SHRUB PLANTING
The Contractor shall carry out the work while soil and weather consisting of 1No. 75mm diameter x min. 2000mm length, rounded Ensure planting appears random / natural and ot formal in diam, proprietary biodegradable plastic shrub shelters / spiral guards, application of proprietary herbicide applied to remove any weed nominal height of 25-35mm.
iti i ing i i i i i i by Green-tech Ltd. | and d, and d in pl ith . X )
conditions are suitable. Planting is not to take place during periods of fimber post driven into the ground at 45 degree angle to approx. accordance with the planting proposal layouts as supplied by the y foreern-iech Ld. or equal anc approved, and secured In place Wi growth For spring sown meadows/wet meadows, the second cut should take 170 — = = /
frost or strong winds. 450mm above ground level and fixed to the tree by a proprietary ) treated softwood timber stake and plastic cable ties. ] ) ) ) ) - 22nr Photinia x fraserii Little Red Robin'|
rubber {re fie Landscape Architect. Areas to be seeded are to be finely graded to bring to a uniform and place about 8 weeks after sowing, after which establishing meadow 1 6 3 - ‘ v Vawiwiws | THICKET MIX
) ) ) ' All single stem thicket transplants to be protected by min. 600mm high even grade at the correct finished level and to remove all minor should be cut monthly down to 100mm during the first growing season 12nr Rosmarinus "Miss Jessop's Upright] ?0‘4 TH?Q‘@
The lcontractor |§ to ensure Fhat adequate watering and weed control is Trees shall be installed with proprietary flexible perforated All shrub areas to be dressed with a minimum 75mm muich layer, X 50mm proprietary biodegradable plastic spiral guards, by Green-tech hollows and ridges. All stones and debris greater than 50mm in size to to control weed growth, after which all meadow grass areas should be K 1 69 1 7 O 7nr Brachyglotis 'Sunshin e.l MYA»W
provided at the time of planting. irigation/aeration pipe with integral cap. Pipe to be installed encircling conlsistin.g of medium crllippled tree bark, composted for 2-4 weeks, Ltd. or equal and approved, secured with min. 12-14lb x 900mm long be removed and disposed of off-site. cut twice annually (June and September), to a nominal height of B Photinia x fraseri Lifle Red Robir]
equally around rootball to the full depth of planting pit, with the final particle size 15-50mm, laid directly onto weed suppressant membrane. bamboo cane. Cane to be fully inserted into the ground by 300mm. 100mm, once any wildflowers have set seed. —— : ORNAMENTAL HEDGE PLANTING
Any topsoil retained on site in stockpiles for use in planting works is to cap section installed just above ground level and nailed securely in Wildflower seeded areas are to consist of min. 150mm deep existing Shrub Mix - Structural 1 A @ 6nr Prunus laurocerasus 'Otto Luyken|
be stored in accordance with the DEFRA publication; 'Code of practice place to the adjacent fimber stake The contractor shall take the necessary precautions to ensure all All woodland and thicket plants to be installed with a min. 500mm retained topsoil (free from weeds):subsoil mix (50:50) over existing site 7nr Berberis thunbergii 'Red Chief' 25nr Euonymus japonicus 'Jean Hugues' (Hedge)] @ @
for the sustainable use of soils on construction sites' ' shrub areas are protected throughout the establishment period by square, proprietary 'Treebio Biodegradable Weed Mat' muich mat, by subsoil layer. No imported topsoil should be used in the formation of For autumn sown meadows/wet meadows, the second cut should take 7nr Escallonia laevis 'Pink Elle' AN 1 7 O % Q@ Bnr Stipa tenuissima
Al trees in grass areas to be protected by min. 450mm high (Rodent) temporary fencing. Green-tech Ltd. or equal and approved, securely pegged in place and wildflower meadows. Where feasible/practible, topsoil should be fully place in April, after which establishing meadow should be cut monthly 7nr Euonymus fortunei 'Blondy' / 1 7 4 _ é . : — < ORNAMENTAL SHRUB / HERBACEOUS /
Do not use peat or peat based products. x 38mm diam. proprietary biodegradable plastic spiral guards, by o ' . weighted down with bark mulch. stripped and seeding conducted into pre-prepared subsoil layer, down to 100mm during the first growing season to control weed [f6nr Santolina chamaecyparissus 7nr Luzula nivea 7nr Hepe 'Great Orme' 74nr Euonymus japonicus 'Jean Hugues' (Hedge)| [5nr Rosmarinus "Miss Jessop's Uprlght}—\e GRASS PLANTING
Green-tech Ltd. or equal and approved. Where trees have a basal Ornamental Hedge Planting (incl. single species native hedges) " dand | thicket g fom freshy cufivated however subsoil analysis will be required first to determine the need growth, after which all meadow grass areas should be cut twice o 7nr Lonicera 'Lemon Beauty' v [8nr Prunus laurocerasus Zabelliana'l—~; 5nr Euonymus fortunei 'Emerald Gaiety']
i i i i i i- ere woodland /' thicket areas are created from freshly cullivate for any soil enhancement or enrichment in lieu of the topsoil stri annually (June and September), to a nominal height of 100mm, once V4 v T ; T —— 7
Prior to planting, panting areas shall be cleared of grass and weed ”ﬁ;‘:‘d:':r’:)j‘;rbgere:‘:;;*:f)”e‘t:'; oo S?Ori':]'ﬁ’:atge; Z‘:;tm o Plant hedges into pre-prepared planting trenches, 500-600mm wide ground i.e. not into the existing sward, then the planting area should yeo renment e ot e opsol . any widfowers have set seed. J T4nr Aucuba Japonica Rozannie] [8nr Rosmarinus Miss Jessop's Upright ’ bnr Hypericum Hidcote AMENITY GRASS SEEDING -
Srogthdphyﬂga”y andl/odr ctfler:mally hw::h ba prltl)pnetdan: trarslocated i?]place ! 9 g jointing tap for double rows. Planting strips to consist of topsoil to a depth of be over-seeded with a proprietary meadow grass mix (A4' mix by Final preparation of the seeded areas shall be carried out as to create / y 8nr Photinia x fraseri Litle Red Robin] T4nr Choisya ternata 'Sundance] [6nr Euonymus fortunei'Emerald Gaiety’ A 8nr Lavandula intermedia 'Grosso]] AGs 'A22 (Low Maintenance) seed mix by
:Cro:;'meenjgd ; ‘::gomazufalzjr; Sefor: :O;Ynznc;n:n?p;e S?j ' 350-400mm, mixed with soil conditioner as specified below. Germinal Seeds Ltd) at a rate of 35gs m2 between planting stations. a medium tilth surface suitable for seeding. Al meadow arisings should be left lying for 48hrs before being / v Brachyglotis Tros| 77 Stipa Tenuissima ) 6nr Brachyglottis 'Sunshine]| Germinal Seeds Ltd or equal and approved.
, v o Root Barrier Membranes e ¥9 y 10nr Hebe 'Mette' AN 10 Bnr Philadelphus 'Manteau d'Hermine'] 509 / m?, overseed rate; 20g / m?.
preparation for planting. Topsoil to be either; existing retained site-sourced topsoil (free from Amenity Turf Planting No pre-seeding fertiliser shall be applied. N 4nr Luzula nivea = —
Where trees are proposed in close proximity to hard paved areas or weeds) or imported topsoil (Multi-purpose grade to BS3882:2015; ) . . ) N B Desah A s GOl g 5nr Choisya ternata 'Sundance'| ﬂn{ Hydrangea anomala petiolaris N / AMENITY GRASS TURF -
Al plants are to be watered thoroughly before planting stage to ensure proposed service runs, a root barrier membrane is to be installed as sandy loam) or a combination of the two as necessary. Areas to be turfed are to be 'dug over' or rotovated to ensure Wildflower seeded is to be undertaken preferably in Spring (Early \\)\ (IO L G e al; Bnr Santolina chamaecyparissus| 6nr Hebe 'Mette' Shiub Mix - Structural 1 6nr Euonymus fortunei 'Emerald Gaiety| AGt. "Medallion' turf by Rolawn or equal and
i i il i i isti i March to late June) or if not feasible in Autumn (Mid August to - - i i B i ) — — . L
rootball s thoroughly soaked prio o final bacfling. prescribed below. decomPaCtlon of any existing subsirate and th.en finey graded tq bring October). Where sowing rates are low and sowing is to be undertaken // AN / // Shrub Mix S_tructulral 2 . 6nr Brachyglottis 'Frosty'] 5nr Aucuba japonica 'Rozannie]| 14nr Berberis thunbergii 'Red Chief 7nr Lavandula intermedia 'Grosso] approved.
Tree Plantin for " vod i @ locaion within 3 of an adiacent Incorporate a soil conditioner/ameliorant in the form of peat free to a uniform and even grade at the correct finished level, removing all - . g '9 . /o Y 45nr Aucuba japonica 'Rozannie S Pt E—— T Red Ranm] 14nr Escallonia laevis 'Pink Elle’ I Edor s Torner Emerald Gately’ P
9 hor da pri’?os; reeticen feafna oca;(onbwl{ i om ol an adjacen general-purpose shrub compost or well rotted spent mushroom minor hollows and ridges. Light rolling may be required to consolidate by hand broad-casting, the Comfa?mf S’TOUW mix thé seed e‘@”')’ with L/ Q5 n/\ 45nr Brachyglottis ‘Sunshine' nr Fnotinia x Iraserii_Littie hed hobin 1 6 8\ 14nr Euonymus fortunei Blondy’ | Uonymus forunei ' Y}‘\& T Prinis laurocerasus Zabeliana’ WILDFLOWER MEADOW MIX -
Generally plant trees in pits with minimum dimensions of - ar. standing ootpg olr carriageway kerb line, a proplrletary root compost along planting trench in a 50mm layer at the rate of 300g per any loose substrate. a fine, dry sand to bulk up the sowing mixture. Seeding by this method / 45nr Lonicera nitida 'Maigreen . . 14nr Hebe 'Great Orme' [Bnr Prunus laurocerasus ‘Zabelliana WFG2 Flowering Meadow Mix' by Germinal
barrier membrane will be installed to protect the hard standing and any m2, and incorporate to  depth of 225mm should only be undertaken on calm days with no wind, after seeding, [10nr Cotoneaster dammeri 45nr Lonicera pileata 46nr Euonymus japonicus 'Jean Hugues' (Hedge)]| 14nr Lonicera 'Lemon Beauty' [7nr Hypericum 'Hidcote| Seeds Ltd or equal and approved. 5g / m?
« 1000 x 1000 x 700-800mm deep for trees in soft, planted underground services located beneath from future damage by tree Al stones and debris greater than 50mm in size to be removed and areas are to be hand raked and lightly rolled. Seed to the thoroughly 10nr Carex buchanii ] 45nr Prunus laurocerasus 'Otto Luyken' Tnr Santolina chamaecyparissus 0 .
areas including; grass/shrub areas and rear gardens. roots. Install a proprietary weed suppressant membrane onto the surface of disposed of off-site. mixed before seeding to ensure even distribution of different seed 1nr Prunus avium 'Plena’ Shrub Mix - Structural 2 | yp WILDFLOWER MEADOW MIX -
Root barrier membrane(s) to be installed on the tree side along the the pre-prepared trench, with minimum 300mm laps. Plant hedge Turfed ist of min. 150 i sith - weights. 17nr Aucuba jappnica 'RC)‘Zanniel T0nr Luzula nivea $$$ i _ 1 64 WFGg Wetland and Pond Areas Mix by
Backfil the pits in layers as specified below (from bottom up):- . . . . lants into pre- d planting strips which are d h as t urfed areas are to consist of min. 150mm topsoil; either existing _— 17nr Brachyglottis 'Sunshine’ 5nr Stipa tenuissima Germinal Seeds Ltd or equal and approved.
back edge of the kerb / edging restraint to the adjacent hard standing plants into pre-prepared planting strips which are deep enough as to retained site sourced topsol (free from weeds) or imported topsoil For sloped areas e.g. SuDS, consideration by the contractor should be 1707 Loni itida 'Mai , - — 5q / m?
and are to extend a minimum 3m in each direction from a point taken be 200mm greater than the root depth of the supplied plant stock. (Mult-purpose grade to BS3882:2015: sandy loam) or a combination 17nr I_on!cera n!ll ei aigreen 1 6 8 & 1 6 5 [5nr Prunus laurocerasus 'Zabelliana g
! - :2015; sandy loam nr Lonicera pileata — T ;
Drainage layer perpendicular from the tree trunk to the kerbledging face. , A N a ’ ) . Shrub Mix - Structural 1 / v 8nr Hebe ‘Red Edge Tnr Hodera hel WILDFLOWER MEADOW MIX -
. ) » of the two as necessary; overlying min. 150mm layer of clean, SRR 17nr Prunus laurocerasus 'Otto Luyken ; . ] / Shrub Mix - Structural 1 ETR s Wiss J = Upriaht nr Hedera helix ) -
All hedge planting areas to be dressed with a minimum 75mm mulch - ! } R AN i i 12nr Berberis thunbergii ‘Red Chief R 25nr Berberis thunberaii '‘Red Chief 1 66 [5nr Rosmarinus 'Miss Jessop's Uprig - WFG8 Hedgerows and Shaded Areas Mix
) ini Root barrier membranes are to extend to a depth as outiined below:- isti : ; free-draining subsoil. Subsoil should be prepared as per shrub N\ N [14nr Santolina chamaecyparissus| . . © g TS Shrub Mix - Structural 2 X
o 200mm layer of compacted inert free draining gravel or p! : layer, consisting of medium chipped tree bark, composted for 2-4 . ) ) ) SN co 12nr Escallonia laevis 'Pink Elle' . o 1D ) @Hyperlcum Hidcote : o - by Germinal Seeds Ltd or equal and
) . . Y o specification, ensuring full decompaction and free-drainage. NCoaN N T4t Carex buchani - % 25nr Escallonia laevis 'Pink Elle : - 12nr Aucuba japonica 'Rozannie 5
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Drawing Notes:-

For Soft Landscape Proposals Phase 1 refer to drawing CSA/7168/200-202
For Hard Landscape Proposals Phase 1 refer to drawing CSA/7168/211-213
For Hard Landscape Proposals Phase 2 refer to drawing CSA/7168/220-222
For Play Area Proposals refer to drawing CSA/7168/117-119

For Landscape Masterplan refer to drawing CSA/7168/126
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