.
Existing hedge to
frimmed to suit
S layout & boundary
[ ] freatment
|
Q |
L
]
|
|
|
|
|
|
|
|
|
|
|
|
|
-
2
\
= V\/
9 to 16 - 410 No

(equal mix) to either-
side of reinstated
drainage ditch.
Established height of
hedge to be Tm

17-3No— &

N

18 -2 No

proposed
hiberaculum

910 16 - 568 No
(equal mix)

CANTEEN

CKER

P

"~

CYCLE /

] ]

FREEZER

@,

PaLET)

I—Illlllllllll

N
DDELIVERY
AREA

CHILLER

BOTTLE STORE

53628
TO BACK OF GLAZING MULLION

53331
TO PACKING BENCH

f

OBBY

- B

19-1No
1-20No
.
)Y 7-55No
MES
~5-32No

SHRUB 4

NATIVE HEDGE 15

NATIVE HEDGE 16

PLANTING SPECIFICATION
SHRUBS

1 - Santolina chamaecyparissus

2 - Perovskia Atriplicifolia 'Blue Spire"

3 - Hebe 'White Gem'

4 - Lavendula Angustifolia 'Rosea’

5 - Brachyglotis ‘Sunshine’

6 - Euonymus Fortunei 'Emerald 'n’ Gold'
7 - Escallonia 'Donard Radiance’

8 - Olearia x haastii

NATIVE HEDGE (triple staggered

9 - Acer Campestre

10 - Crataegus Monogyna
11 - Cornus Sanguinea

12 - Corylus Avellana

13 - llex Aquifolium

14 - Malus Sylvestris

15 - Prunus Avium

16 - Quercus Robur

TREES

17 - Quercus Robur 'Oak’
18 - Acer Campestre "Elsrijk’
19 - Amelanchier x grandiflora ‘Robin Hill'
20 - Liquidambar styraciflua
‘Slender Silhouette'

Setting Out

Set out planting beds and free locations for
approval by ODA. All setting out will be subject
to agreement with ODA with reference to
services marked out on site or other structures.

Bxisting Vegetation
‘All existing frees, hedges and other existing
vegetation fo be retained shall be protected in
accordance w' BS 5837 Trees in Relation to
Construction. Management works shall only be
taken outside the nesting season.

Preparation
Where fopsoil is existing, eradicate grass/ weed
growth using suitable herbicide as per
manufacturers instructions, control pesticide &
COSHH Regulations. Apply in still weather
avoiding drift. After recommended fallow
period culfivate soi fo a full dpth and lightly in
proximity of existing frees avoiding root
damage.

In new planting areas remove all rubble,
concrete, washings and other debris and
achieve required depth. Cut back excessive
haunching where it will restrict topsoil depth &
plant growth.

Topsoil

Topsoil shall be imported to the plantfing areas
either from the screened site stockpile or from a
cerfified source. Either source to be approved
by the ODAS. Imported topsoil must conform to
BS3882 Multipurpose grade

Minimum topsoil depths following light
consolidation shall be;

Tree pifs - 900mm deep x 1m dia

Shrub beds - 450mm deep

Grass areas - 150mm deep

Finished levels shall be 50mm above adjoining
kerbs/edges to allow for settlement and 150mm
below dpc. Topsoil must be handled in the
driest conditions possible avoiding frost or
waterlogging and damage to structure. Areas
of soil that become compacted shall be
loosened by suitable machinery or hand
forking in small areas.

Spread a 50mm deep layer of compost and
incorporate it thoroughly into the topsoil. This
can be spent mushroom compost, soil
conditioner or well rotted manure (except
chicken manure) also add a slow release
fertiliser.

Plants

All plants shall conform to the relevant secfion
of BS3936 and National Plant Specification. No
substitutes will be accepted without the
approval of ODA. All plants to be tfrue to size as
specified, hedlthy, pest & disease free, not
dried out, wind burnt, pot bound,
waterlogged, leggy or weak. Trees shall be
vigorous, with good shape and a well
branched head.

Planting

HEIGHT POT SIZE DENSITY
30-40cm 5L 5 persq/m
30-40cm 3L 5 persa/m
30-40cm 5L 5persa/m
30-40cm 5L 5persa/m
30-40cm 3L 5 per sa/m
30-40cm 3L 5 per sq/m
30-40cm 3L 5 per sq/m
30-40cm 5L 5 per sq/m

HEIGHT DENSITY

60 -80cm 4 per sg/m equal mix

60 - 80cm 4 per sq/m equal mix

60 -80cm 4 per sq/m equal mix
30-80cm 4 per sq/m equal mix

60 - 80cm 4 per sg/m equal mix
60-80cm 4 per sq/m equal mix
60-80cm 4 per sg/m equal mix

60 -80cm 4 per sq/m equal mix
HEIGHT SIZE

3-4m Girth 12 -14cm - 2m clear trunk
3-4m Girth 12-14cm - 2m clear trunk
3.5-4m Girth 14 -16cm - 2m clear trunk
4-5m Girth 16 -18cm - 2m clear frunk

Mulch and watering

‘After planting water the areas and trees
thoroughly but avoid water logging. when
assured that the planting areas are weed free
spread a 50mm deep layer of high grade bark
mulch with slate to key planting areas, ensuring
that the mulch is pulled back from collars of
plants susceptible to damp and ensuring no
plants are buried. Chipped wood or soil
conditioner will NOT be accepted.

Seeding and Turfing

‘Areas 1o be grass shall be prepared in the
same thorough manner as for planting. By use
of machinery and handwork achieve a fine
lightly consolidated filth free from roots, clots or
stones over 20mmin any dimension. Rake in a
suitable pre-seeding fertiliser in accordance
with the manufacturers recommended rates.
Achieve smooth contours without bumps,
hollows or ridges. Lay turf with in 12 hours of
delivery to site and do not allow it to dry outin
accordance with accepted turf laying
practice. Confractor to undertake watering to
establish a healthy grass sward.

Turfed areas indicated as 'Wild flower mix to be
Emorsgate Seeds, EM2 standard general
purpose meadow mixture seed.

Maintenance & Defects Liability Period

Unless otherwise agreed with the Employer, this
shall be 12 months from the date of Practical
Completion as agreed with Lidl. Maintenance
must include grass cutting, keeping planting
areas weed free and attention to frees in
accordance with an agreed schedule
according to Lidl standards. Any plants found
fo be defective or dead shall be replaced

Itis the responsibility of the appointed
landscape contractor to provide method
statements and to comply with BS: 5837 2012
for all planting and tree protection.

All trees shall be in accordance with

BS: 3936 / 5236. Trees shall be planted in
accordance with BS: 8545, young trees from
nursery to independence in the landscape to
be securely staked and fied. Tree pit root balls
should encircled with an irigation pipe. All
frees should be well watered after planting.

A Im diameter area is fo be kept as bare earth
around newly planted trees and maintained
with slate paddlestones in a weed free
manner. Tree protection zone fo be confimed
by Tree specialist.

Tracking of machinery, storage of chemicals
and building materials shall not be permitted
within the protected area. Leaks and spills
should be removed immediately and the
contaminated soil replaced. No bonfires shall
be lit within 5m of the canopy spread. Any
excavation work beneath the canopy spread
shall be caried out by hand. All works affecting

CHARTERED PRACTICE

DIMENSIONS TO BE CONFIRMED ON SITE PRIOR TO
START OF WORKS AND MONO TO BE INFORMED OF
DISCREPANCIES IMMEDIATELY. NO DIMENSIONS TO
BE SCALED FROM THIS DRAWING.

ALL MATERIALS AND WORKS ARE TO BE CARRIED OUT
IN ACCORDANCE WITH THE LATEST REVISION OF THE
APPROPRIATE BRITISH STANDARDS OR EURO CODE,
PLANNING APPROVAL, CURRENT BUILDING
REGULATIONS AND CODES OF PRACTICE.

PARTY WALL ACT - NOTICES UNDER THE PARTY WALL
ACT ARE TO BE SERVED BY THE PROPERTY OWNER
OR APPOINTED THIRD PARTY BY PROPERTY OWNER.
HEALTH AND SAFETY - CDM 2015 REGULATIONS
APPLY TO ALL CONSTRUCTION WORKS TO BE
CARRIED OUT AND APPLY TO DESIGNERS,
CONTRACTORS AND THE CLIENT. AS SUCH ALL
PARTIES HAVE DUTIES UNDER THESE REGULATIONS.
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